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Form 3160-3 SUBMIT IN 'I JCATE* Form approved.
(November 1983) (Other instrueuons on Budget Bureau No. 1004-0136
(formerly 9--331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-67170

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

1R. TYPE OF WORK

DRILL DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
wmLLI, VAELL

OTHER
LNNELE M NLETIPLE 8. FARM OR MSE NAME

2. NAME OF4PERATOR Monument Butte Federal
Inland Production Company 9. WELL NO.

3. ADDRESS OF OPERATOR #2-25
P.O. Box 1446 Roosevelt, UT 84066 10. FIELD AND POOL, OE WILDCAT

4. LOCATION OF WELL (RepGrt location clearly and in accordance with any State requirements.*) Monument ButteAt suriace
11. SEC., T., R., M., OR BLK.NW/NE \ Q AND SURVEY OR ABEA

At proposed prod. zone 679.2' FNL & 1978.7' FEL
9, v Sec. 25, T8S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEARmgr TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

9.7 miles south of Myton, Utah Duchesne UT
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 679.2' 960 40
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLS
o'a°ËÊ"ÃnfoLNL, RSL GC IPLETED,

1318.7' 6500' Rotary
21. ELEVATIoNs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5413.3' GR 2nd Quarter 1996
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 300 ' 120 sx Class G + 2¾ CaC1 + 25 G
7 7/8 \5 1/2 15.5# TD 400 sx Hilift followed by

330 sx Class G w/ 10% CaCl

The actual cement volumes will be calculated off of the open hole logs plus
15% excess.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or pltig back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

vent

ED TITLE Operations Manager DATE

See Instructions On ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department r agene he

United States any false, fictitious or fraudulent statements or representations as to any matter within :ts
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TBS, Ri6E, S.L.B.&M.
2645.59' (Measured)

NB955'W (G.L.O.) Basis of Bearings NB9°55'J5T
- 2636.86' (Meas.)

WELL LOCATION, MONUMENT BUTTE FEDERAL#2-25, LOCATED AS SHOWN IN THE NW 1/4
S4478'OOT NE 1/4 OF SECTION 25, T8S, R16E,
945.2' N 1978.7'(Computed) S.L.B.&M. DUCHESNE COUNTY, UTAH.

I

WELL LOCARON:
MONUMENTBU T1E FEDERAL /2-25
ELEV UNGRADED GROUND = 5416.9'

N

z

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
PREPARED FROM FIELD NO AL SURVEYS
MADE BY ME OR UNDE AND THAT
THE SAME ARE TRUE BEST OF
MY KNOWLEDGEAN E

Û ¿ENE
REGIS RE LAND SURVEYO
REGIS gi tt lig g
STATE FU H /

N89°59'W
-- 79.96 (G.L.O.) TMSTATEWD iki RTING

38 WEST 100 NORTH -

, TAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" - 1000' SURVEYED BY: S.S. G.S

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAQ(MYTON SE) DATE: 12-14-95 WEATHER: COLD

NOTES: FILE
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MONUMENT BUTTE FEDERAL #2-25
NW/NE SEC. 25, T8S, R16E

LEASE #U-67170

HAZARDOUS MATERIALDEÇLARATION

INLAND PRODUCTION COMPANY guarantees that during the drilling & completion of the
above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of
any of the hazardous chemicals contained in the Environmental Protection Agency's
consolidated list of chemicals subject to reporting under Title III Superfund Amendments
and Re authorization Act (SARA) of 1986.

INLAND PRODUCTION COMPANY guarantees that during the drilling and completion of
the above referenced well, we will use, produce, store, transport or dispose less than the
threshold planning quantity (T.P.Q.)of any extremely hazardous substances as
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JOHNSON WATER DISTRICT
R.R. 3 BOX 3188

ROOSEVELT, UT 84066
TELEPHONE (801) 722-2820

December 18, 1995

TO WHOM IT MAY CONCERN:

Inland Production Company has purchased a 3 inch water connection
with Johnson Water District to supply Monument Butte oilfield.

Johnson Water District has given permission to Inland Production
Company to use water from our system for the purpose of drilling
and completing the Monument Butte Ëed fa 2-ggg?1-251, and 3-25.

Sincerely,

Karen Ashby,
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INLAND PRODUCTION COMPANY
MONUMENT BUTTE FEDERAL #2-25

NW/NE SECTION 25, T8S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELL PROGRAM

1. GEOLOGIÇSURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED 7UPS OF IMPORTANT GEOLOGIÇMARKERS;

Uinta 0' - 3030'
Green River 3030'
Wasatch 6500'

3. ESTIMATED DEPTHSOF ANTICIPATED WATER, OIL, QAS OR MINERALS:

Green River Formation 3030' - 6400' - Oil

4. PROPOSED ÇASINGPROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
5 1/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equipment are as follows:

A 8" Series 900 Hydril Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit
will be utilized. Function test of BOPS's will be checked daily.

(See Exhibit F)

6. TFPE AND CHARACTERISTICS OF THE PROPOSED CIRC(ILATIONMUDSl•

It is proposed that the hole be drilled with fresh water to the Green River Formation @
approximately 3030', and with mud thereafter. The mud system will be a water based gel-
chemical, weighted to 10.0 ppg as necessary for gas control.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED;

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
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MONUMENT BUTTE FEDERAL #2-25

8. TESTING,LOGGINGAND CORINGPROGRAMS;

No drill stem testing has been scheduled for this well. It is anticipated at this time that the
logging will consist of a Dual Induction Laterolog, Compensated Neutron-Formation Density
Log. Logs will run from TD to 3500'. The cement bond log will be run from PBTD to cement
top. The use of mud loggers to be determined at a later date.

9. ANTIÇIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTIÇIPATED STARTINGDATE AN D DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence in the 2nd Quarter,1996 and take
approximately eight days to drill.
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INLAND PRODUCTION COMPANY
MONUMENT BUTTE FEDERAL #2-25

NWINE SECTION 25, T8S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

1. EXISTINGROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Monument Butte Federal #2-25
located in the NW 1/4 NE 1/4 Section 25, TSS, R16E, S.L.B. & M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this
highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 7.6 ±
miles to the beginning of the proposed access road to be discussed in item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where the proposed access road exits to the west. The highways are maintained by Utah State
road crews. All other roads are maintained by County Crews.

The aforementioned dirt oilfield service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be
maintained at the standards required by the BLM or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item #1 in the NE1/4 NE 1/4
Section 25, T8S, R16E, S.L.B. & M., and proceeds in a westerly direction approximately
.5 miles , to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of the centerline) with
drainage ditches along either side of the proposed road whether it is determined necessary in -

order to handle any run-off from normal meteorological conditions that are prevalent to this
area. The maximum grade will be less than
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Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this
highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 7.6 ±
miles to the beginning of the proposed access road to be discussed in item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where the proposed access road exits to the west. The highways are maintained by Utah State
road crews. All other roads are maintained by County Crews.

The aforementioned dirt oilfield service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be
maintained at the standards required by the BLM or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item #1 in the NE1/4 NE 1/4
Section 25, T8S, R16E, S.L.B. & M., and proceeds in a westerly direction approximately
.5 miles , to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of the centerline) with
drainage ditches along either side of the proposed road whether it is determined necessary in -

order to handle any run-off from normal meteorological conditions that are prevalent to this
area. The maximum grade will be less than
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There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTINGWELLS

There are five (5) producing, Inland Production wells and one (1) unknown P&A well within a
one (1) mile radius. See Exhibit "D".

4. LOCATION OF EXISTINGAND/OR PROPOSED FAÇILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be built to BLM specification.

All permanent (on site for six (6) months or longer) structures constructed or installed (including
pumping units) will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipated that the water for this well will be transported through a
temporary surface pipeline from our pre-approved Inland Production Company fresh water
supply line located at the Monument Butte Federal #5-35 (SWINW Sec. 35, TSS, R16E)
location as indicated on Topographic Map - Exhibit "C".

In the event this water source is not used an alternate source will be used and all the necessary
arrangements will be made with the proper authorities.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRVCTIONMATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road. (Pit lining material is referred to in Item #7.)

A mineral material application is not required for this location.
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7. METHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet - Exhibit "E".

If the reserve pit is lined, it will be constructed and lined with a plastic nylon reinforced line so
as not to leak, break, or allow discharge. It will be a minimum of 12 mil thickness with
sufficient bedding (either straw or dirt) to cover any rocks. The line will overlap the pit wall

and be covered with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could
puncture the liner will be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not
to exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in
accordance with the onshore order #7, an application for approval of permanent disposal method
and location, along with required water analysis, shall be submitted for the Authorized Officers
approval.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site
at the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet - Exhibit "E".

The reserve pit will be located on the south side between stakes 4 & 5.

There will be no flare pit on this location.

The stockpiled topsoil (first six (6) inches) will be stored on the east, between
stakes 7 & 8.

Access to the well pad will be from the east corner between stakes 2 & 3.
The corner will be rounded to avoid excess fill and drainage.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be nor more than two (2) inches above the ground. The barbed wire

shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.
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c) Corner posts shall be cemented and/or braced in such a manner to keep tight at all
times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the
corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANSFOR RESTORATION OF SURFACE

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for
production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before
back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be re contoured to the approximated natural contours. The
reserve pit will be reclaimed within one hundred twenty (120) days from the date of
well completion. Before any dirt work takes place, the reserve pit must have all fluids
and hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on
the well pad/access road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as recommended by the
Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions
of approval. •

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the B.L.M. will attach the appropriate surface
rehabilitation conditions of approval.

11. SURFAÇE OWNERSHIP - Bureau Of Land Management
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12. OTHER ADDITIONAL INFORMATIOly

a) Inland Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately
stop work that might further disturb such materials,and contact the Authorized Officer.

b) Inland Production will control noxious weeds along rights-of-way for roads,
pipelines, well sites, or other applicable facilities. On B.L.M. administered land it is
required that a Pesticide Use Proposal shall be submitted, and given approval, prior to
the application of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not
be stacked or stored on Federal Lands after the conclusion of drilling operations or at
any other time without B.L.M. authorization. However, if B.L.M. authorization is
obtained, it is only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

The Cultural Resource Survey will be submitted, as soon as it becomes available.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. Inland Production is fully responsible for
the actions of its subcontractors. A copy of these conditions will be furnished to the field
representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the
construction of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the
B.L.M. office at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shall be notified upon site completion prior to moving on the drilling rig.
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13. LESSEE'S OR OPERA7Y)RSREPRESENTATIVE AND ÇERTIFICATION

Representative

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt, Utah 84066

Telephone: (801) 722-5103

Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of Well #2-25 NW/NE Section 25, Township SS, Range 16E: Lease #U-67170 ;
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that I, or persons under my direct supervision have inspected the
proposed drill site and access route; that I am familiar with the conditions which currently exist;
that the statements made in this plan are true and correct to the best of my knowledge; and that
the work associated with the operations proposed here will be performed by Inland Production
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

ate Brad Mecham
Operations Manager
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EXHIBIT "E"

IÆANDPRODUCTIONCOMPANY
MONUMENT BUTTE FEDE RAL /2-25 ¯¯¯

SEC. 25, TBS, R16E S. LR &M

so' SM. 2+75

Proposed Access

SCALE 1" = 50'
ROUNDCORNER TO
A VO/DEXCESS EILL

DRAINAGE C/4.1
STA. 2+75

A
C/0. J

50' S R. 2+20
STA. 2+20

EX/ST/NG
GRADE

F/6.4 , C/J.6
, (5) WER HO

STA. 1+55
50'

C/4.1 C/1.5 SU. 1+55

Toe of WELLHEAD:
R// Slope UNGRADED = 5416.9' WASTE

/N. GRADE = 5413. J' MATERIAL
REFERENCEPOINTS

150' NORTH = 5410.1'
200' NORTH = 5413.5' ¯¯

200' WEST = 5418.2'
250' WEST = 5419.0' f = 50 SM. 0+00

'

cu slope APPROXIMATEYARDAGES

CUT = 2,270 Cu. Yds.
FILL = 2,240 Cu. Yds.

SURVEYEDBK• S.S. G.S.
STA. 0+00 : 6 PIT = 1,060 Cu. Yds.

F/2.4 - C/4.4 C/4.6 6" TOPSOIL = 750 Cu. Yds.
om . a.s.

TOPSO/L DA1E 12-14-95
STOCKP/l.E Proposed Access and J'urveyz ny. Inc.

-

. Road to Well J-25 SCALE 1" = 50' (801) 781-2501
F/LE 38 WEST 100 NORTH VERNAL, UTAH
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/10/96 API NO. ASSIGNED: 43-013-31604

WELL NAME: MONUMENT BUTTE FEDERAL 2-25

OPERATOR: INLAND PRODUCTION COMPANY (N5160)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NWNE 25 - TO8S - R16E
SURFACE: 0679-FNL-1978-FEL TECH REVIEW Initials Date
BOTTOM: 0679-FNL-1978-FEL
DUCHESNE COUNTY Engineering
MONUMWNT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 67170 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:

Bond: Federal[.( State[] Fee[]
(Number gyggqqg ) . R649-3-2. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number gg|: g-J§ ¡gyguè/ Drilling Unit.

ALRDCC Review (Y|N) Board Cause no:
(Date: ) Date:

COMMENTS:
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0 e
O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O e
3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

Februaiy 13, 1996

Inland Production Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Monument Butte Federal #2-25 Well, 679' FNL, 1979' FEL, NW NE, Sec. 25,
T. 8 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31604.

. Sincerely,

Assoc te irector

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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0 e
Operator Inland Production Company

Well Name & Number Monument Butte Federal #2-25

API Number: 43-013-31604

Lease: U-67170

Location: NW NE Sec. 25 T. 8 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing

drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.

Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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F 31ÑJ-3 SUBMIT IN TRIP' SATE* Form approved.

(LF vembei 1983) (Other instruct on Budget Bureau No. 1004-0136
(foLerly9-331C) UNITED STATES reverse sides Expires August 31, 1985

DEPARTMENTOF THE INTERIOR LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-67170

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTEE OR TBIBE NAME

18. TYPE OF WORK

DRILL DEEPENO PLUG BACKO Î. UNIT AGREEMENT NAME

b. TYPE OF WELI,

OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME
WELL WELL OTHER ZONE EONE

2. NAME OF OPERATOR Monument Butte Federal
Inland Production Company 9. WELI, NO.

3. ADDRESS OF OPERATOR 2-2
P.O. Box 1446 Roosevelt, UT 84066 10. PIELD AND POOL, OR WILDCAT

4. LOCATION Or WELI. (Report location clearly and in accordance with any State requirements.*) Monument Butte
At surince 11. sac., T., R., M., OR BLK.
H/NE AND SURVEY OR ABEA

At proposed prod. zone 679.2' FNL & 1978.7' FEL
y '. ( ,,

,
. ,

Sec. 25, T83, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* * 12. COUNTY OR PARISH 13. STATE

9.7 miles south of Myton, Utah Duchesne UT
10. DISTANCE EBOM PROPOSED* 16. NO. OF ACBES IN LEAss 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 960 40
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OB CABLE TOOLSo'n°ËË"r'onNL, L GE,COhiPLETED,
1318.7' 6500' Rotary

21. ELEVATIONs (Show whether DF, RT, GB, etc.) 22. APPROI. DATE WORK WILL START*

5413.3' GR 2nd Quarter 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE 81ZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 300' 120 sx class G + 25 Cac1 + 2¾ Gel
7 7/8 5 1/2 15.5# TD 400 sx Hilift followed by

330 sx class G w/ 10¾ Cac1

The actual cement volumes will be calculated off of the open hole logs plus
15¾ excess.

JAN1 0 1996

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

p eventer program,

e ha -rms Operations Manager DATE

(This space for Federal or State ofBce use)

Prayerwn y . n 4PProvernary

ASSISTANTDISUCT
APPROVED B - T T DATE

CONDITIONS OF APPROVAL, IF ANY :

NOTICEOFA ROVAL CONDITIONSOF APPROVALATTACHED

-
*SeeinstructionsOn ReverseSide

TOOPERATOR'ScoPY

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Well: Monument Butte 2-25

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Inland Production Company

Well Name & Number: Monument Butte Fed. 2-25

API Number: 43-013-31604

Lease Number: U-67170

Location: NWNE Sec. 1 T._8S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and access
roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for Notice
to Drill and Surface Use
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Well: Monument Butte 2-25

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per
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If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the top of the usable
water zone identified at ± 328 ft. or by setting the surface casing at ± 378 ft. and have a
cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 2914 ft. If gilsonite is encountered while drilling, it shall be isolated and/or
protected via the cementing program.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to ± 2714 ft. if the
surface casing is set at ± 378 ft. or it will be run to SURFACE if the surface casing is set at
± 300 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.
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No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
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APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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Well: Monument Butte 2-25

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator:Inland Production Company

API Number 43-013-31604

Well Name & Number: Monument Butte 2-25

Lease Number: U-67170

Location: NW NE Sec. 1 T.8 S. R.16 E.

Surface Ownership: BLM

Date NOS Received 1-8-96

Date APD Received 1-10-96

-Notification Requirements:

* Location Construction- Forty-eight (48) hours prior to
construction of location and access roads.

* Location Completion- Prior to moving on the drilling rig.

* Spud Notice- At least twenty-four (24) hours prior to
spudding the well.

* Casing String and Cementing- Twenty-four (24) hours prior to
running casing and cementing all casing strings.

* BOP and Related Equipment Tests- Twenty- four (24) hours
prior to initiating pressure test.

* First Production Notice- Within five (5) business days after
new well begins or production resumes after well has been off
production for more than ninety (90) days.

-Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for Oil and Gas
Exploration and Development, (1989).

-All vehicle travel will be confin d to existing access road rights-
of-way.

-It is not anticipated that a liner will be required in the reserve
pit, however, Byron Tolman with the BLM will be notified when the
pit has been complete so an inspection can be made. If porous soils
or fractured rock is encountered a liner may be
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-After first production, produced waste water will be confined to
a lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with Onshore Order No.
7 an application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted for
the AO's approval. Failure to file an application within the time
allowed will be considered an incident of noncompliance.

-One erosion dam would be constructed east of the 1-25 location
which would service this well also. If the 2-25 location is
constructed prior to the 1-25 location,the erosion dam would be
constructed in conjuntion with the 2-25 well.

-Topsoil should be windrowed on the west and south sides of the
location instead of being piled on the west side as shown on the cut
sheet.

-No construction, or drilling activites through the completion of
the well, will be allowed between March 15 and August 15, in order to
protect nesting plovers and burrowing owls. This restriction can be
waived if required surveys indicate no plovers or owls are
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Form 3160-5 UNITED STATES FORM APPROVED
Budget Bureau No. 1004-0135

(June 1990) DEPARTMENT OF THE INTERIOR Expires: March31,1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-67170
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Well

OL O GWae
l Oder

8. Well Name and No.

2. Name of Operator
¯¯ Mon.Butte Fed. #2-25

Inland Production Company 9. API Well No.

3. Address and Telephone No.
43-013-31604

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R.. M., or Survey Description)

NW/NE 679.2' FNL & 1978.7' FEL
11. County or Parish, State

Sec. 25, T 88, R16E Duchesne County, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to Injection

Other Spud Notification Dispose Water
(Note: Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and Log form )
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates. including estimted date of staning any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilled 12 ¼" hole w/ Leon Ross Rathole Rig to 305'.
Run 304.76' of 8 5/8" surf cag. cmt w/ 120 sx
Prem + A-G w/ 25 Gel + 1/4#/sk Flocele.
Drilled Rat & Mouse hole.

SPUD 9:30 a.m. on 3/T/96

Anticipate drilling operations w/ Kenting Apollo, Rig #59 to begin
2nd week of March, 1996

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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Form 3160-5 UNITED STATES FORM APPROVED
Budget Bureau No. 10044135

(June 1990) DEPARTMENT OF THE INTERIOR Expiies: March 31, 1993

BUREAU OF LAND MANAGEMENT 5 Lease Designation and Serial No.
' U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well

Ð °w"a O GWaesH
Other

8. Well Name and No.

2. Name of Operator Mon. Butte Fed. #2-25

Inland Production Company 9. API Well No.

3. Address and Telephone No.
43-Û13-316Û$

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NW/NE 679 . 2 ' FNL & 1978 . 7 ' FEL 11. countyor Parish, State

Sec. 25, T8S, R16E
Duchesne County, Utah

12. CHECK APPROPRIATi BOX(s) TO INDICATENATUREOF NOT1CE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompledon New Construction

O Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahering Cmg Convmion to I ecdon

Other Drilling Depth Dispose water
(Note:ReportresultsofmultipiccompletiononWell

Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Inland Production Company requests to extend the footage of the proposed

depth of 6500' to 6600'.

(Verbal permission was granted on 3/15/96, per Wayne Bänkert)

Accepted by the

14. I here giftif hat the for ping is true and correct

og i BJ DM Title Regulatory Compliance Specialist Date 3/18/96

(This space for Federal dr State office use)

Approved by _

Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

*See Instruction on Reverse
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Exetire

Ma c
31004 03135

BUREAU OF LAND MANAGEMENT 5 se Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS i da
0Alottee

or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well

I °w"u O GWael
Other

8. Well Name and No.

2. Name of Operator Mon. Butte Fed. #2-25
Inland Production Company 9. API Well No.

3. Address and Telephone N° 43-013-31604
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
NW/NE 679.2' FNL & 1978.7' FEL 11. County or Parish, State

Sec. 25, T8s, Ri6E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NÒTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injecdon

Other Weekly Status Dispose water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log formJ

13. Desenbe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 3/12/96 - 3/18/96:

Drilled 7 7/8" hole from 305' - 6600' w/ Kenting Apollo, Rig #59.
Run 6605.03' of 5½" 15.5# LT&c csg. Cement w/ 340 sx 'Hifill & 450 sx
Thizo w/ 10% Cal Seal.

W/O Completion Rig

14. I here y certify that the foregoing 'trie arid correc

y Cheryl namerhn 2 tiegulatory Compliance Specialist Date 3/25/96
(This space for Federal or State office use)

Approved by _

Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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*See Instruction on Reverse

$ e
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Exetire

Ma c
31004 03135

BUREAU OF LAND MANAGEMENT 5 se Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS i da
0Alottee

or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well

I °w"u O GWael
Other

8. Well Name and No.

2. Name of Operator Mon. Butte Fed. #2-25
Inland Production Company 9. API Well No.

3. Address and Telephone N° 43-013-31604
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
NW/NE 679.2' FNL & 1978.7' FEL 11. County or Parish, State

Sec. 25, T8s, Ri6E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NÒTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injecdon

Other Weekly Status Dispose water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log formJ

13. Desenbe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 3/12/96 - 3/18/96:

Drilled 7 7/8" hole from 305' - 6600' w/ Kenting Apollo, Rig #59.
Run 6605.03' of 5½" 15.5# LT&c csg. Cement w/ 340 sx 'Hifill & 450 sx
Thizo w/ 10% Cal Seal.

W/O Completion Rig

14. I here y certify that the foregoing 'trie arid correc

y Cheryl namerhn 2 tiegulatory Compliance Specialist Date 3/25/96
(This space for Federal or State office use)

Approved by _

Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse



9 6
Form 3160-5 UNITED STATES

FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR p re Ma cÎ3
BUREAU OF LAND MANAGEMENT 5. Lease oesignationand seral No

U-67170
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If unitor cA. Agreement Designauon

1. Type of Šll
11

GW
H Oder

8. Well Name,and No.

2. Name of Operator Monument Butte Fed #2-25

Inland Production Company 9. API Well No.

3. Address an<ÏTelephone No.
43-013-31604

P.O. Box 1446 Roosevelt, Utah 84066 (801)722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Descriptio¤F Monument Butte

NW/NE 679.2' FNL & 1978.7' FEL 11. Coumy or Parish, State

Sec. 25, TSS, R16E Duchesne County, Utah

12- CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION - TYPE OF ACTION

O Nonce of Intent Abandonment Change of Plans

Recompletion New Construction

E Submuem Repo Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut43ff

O End Abandonmem Nona Akermg CM Conmon to Injecnon

Ë Other Weekly Status Dispose water
(Note: Reportresultsof multipiccomplenonon Well

Completion or Recompletton Report anc Log form.,

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drillea.

give subsurface locations and measured and truc vertical depths for all markers and zones pertinent to this work.)*

Weekly status report for week of 04/01/96 - 04/10/96

Perf C sd @5316'-5324' w/4 JSPF

Perf D sd @5136'-5156' w/4 JsPF

Perf GB-4 sd 4560'-4579' w/4 JSPF

TIH w/production string

ON PRODUCTION 04/10/96

14. I y ce

(This space for Federaf or State office use)

Approved by
Title Date

Conditions of approval, if any

Title 18 U.S.C. Section 1001. makes it a crime for any person knowingly and wdifully to make to any department or agency of the United States any false, fictitious or fraudulem stateme

or representations as to any matter wnhin its jurisdiction.

*See Instruction on Reverse
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LJN ED STATES SUBMIT IN DU
39084Š-0137

DEPARTMENT OF THE INTERIOR 5. 1.EASE DESIGNATION AND SElllAL NO

BUREAU OF LAND MANAGEMENT U-67170

WELL COMPLETION OR RECOMPLETION REPORTAND LOG *

la. TYPE OF WELL; DIL 7. I NIT AGREE3tENT NAME
WEI.L ws:LL DRY Other

b. TYPE OF COMPLETION:

2. NAME OF OPERATOR Monument Butte Federal
I 9. WELL NO.

Inland Production Company #2-25
3. Al)DREss OF OPERATOR

P.O. Box 1446 Roosevelt_,_ Utah 84066 10. FIELD AND POOL, OR WILDCAT

4. 1.oCATios or ws:LL tReport location clearly and in accordance with any State requirements)*

At surface NW/NE
TimC., T., R., M., OR BLOCK AND SURVEY

OR AREA

At top prod. Interval reported below

At total depa
679.2' FNL & 1978.7' FEL Sec. 25, T83, R16E

14. PERA11T NO. DATE ISSUED 12. COUNTY OR 13. STATE

43-013-31604 . Í 2/13/96 Une , no : Utah
15. DATE srcooto 16. DATE T.D. REACHED lÏ. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

I 3/17/96 ' 4/10/96 5416.9'GR -

/7 6
,H

> N
E COMPL., 23. INR LRVDAIS ROTARY TOOLS CABLE TOOLS

66 o' i 6440' \_ - I X Ì0
1 25. WAS DIRECTIONAL

24. PRODECING INTERVAL(s), OF THIS CO T10N--TOP, BOTTOM, NAME (MD AND TVD) Ogg B BiV SURVEY MADE

5316'-5324'; 5136'-5156'; 4560'-4579'
No

27. WAS WELL CORED
26. TYPE ELECTRIC AND OTHER LOGS RUN

CBL, CNL, DLL NO
28. CASING RECORD (Report an strings set in teell)

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8 5/8 24# 302.96' 12 1/4
5 1/2 15.5# TD 7 7/8

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD tÏ¾t€rval, asze and number) 32. ACID. SHOT, FRACTURE. CEMENT SQUEEZE, ETC.

C sd @5316'-5324' w/4 JSPF DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

D sd @5136'-5156' w/4 JSPF 5316'-5324' 77,700# 20/40 w/456 bb1s gel
GB-4 sd @4560'-4579' w/4 JSPF 5136'-5156' 72,000# 20/40 w/430 bb1s gel

4560'-4579' 81,600# 20/40 w/453 bbls gel

33.* PRODFCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl010ing, güß lift, pufapiß¶-Bize and fgpg Of pNynp) WELL STATUS (ProducifLg 07

shut4n)
4/10/96 Pumping 2 1/2" X 1 1/2" X 12' X 17' RHAC pump Producing,

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR Oll,--BBL. GAS-MCF, WATER-BBL. GASdlL RATIO

14 day average 04/96 N/A
TEST PERIOD

145 132 23 .910

FLOW. TURING PRESS. CASING PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATER- HBL. OIL GRAVITY-API (CORR.)
24-HOUR RATE

34. DisPosrTION or GAs (Sold, used for fuel, vented, etc.) TEST WITNEssza BT

Sold & Used for fuel
35. LIST OF ATTACHMENTS

Logs listed in Item #26
36. I hereby certify that the foregoing nd at,tached information is complete and correct as termined from all available records

SIGNED _ TITLE Operations Mana r . __
DATE ÛÑ Ûl ËÑ

*(See Instructionsand Spaces fer Additional Data on ReverteSide)
e 5 .S.C. Sect:on 1001, makes it a crime for any person knowingly and willfully to make à any department er avec e

:ous or fraudulent statements r reoresentations as to any matter WÏXhin its
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SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all

irHI st,w, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries):

FORMAT1ON TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TP

Garden Gulch Mk 4424'
NAME

FIEAS. DLPTII VERT.R
EPTH

Point 3 4708'
X Marker 4944'
Y Marker 4978 '
Douglas Creek 5100 '
BiCarbonate 5358 '
BLimestone 5498'
Castle Peak 6023'
Basal Carbonate 6424'
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FORM 3160-5 1 TED STATES FORM APPROVED

(June 1990) DEPA NT OF THE INTERIOR Budget BureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designationand Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-67170
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6.IfIndian, Allotteeor TribeName

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. wen Name andNo.

Well Well other MONUMENT BUTTE FEDERAL 2-25
9. API Well No.

2. Name of Operator 43-013-31604
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 lL County or Parish, State

4. Location of Well (Footage, Sec., T., R., nl., or SurveyDescription)

0679 FNL 1979 FEL NWINE Section 25, TOSS R16E UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

14. I hereby certify that the foregoing is true and correct

Signed A4 é : , Le Title Manager, Regulatory Compliance Date 10/8/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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Inland Production Company

Site Facility Diagram
Monument Butte 2-25

NWINE Sec. 25, TSS, 16E

Duchesne County

May 12, 1998

............................. Well Head

Site Security Plan is held at the Roosevelt Office,
Roosevelt Utah

Production Phase:
Pumping Unit 1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

Treater
. _ . .

1) Valve 1 open

GasSalesMeter-··-

I
I

Water Tank
Diked Section

Legend

Contained Section Emulsion Line -·

Load Line ---~-- ----

Production Tank P oduction ank
Water Line -·-·-·-·-·- -·

Oil Line

GasSales --·--·--·-·
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To

Unite9States Department of the 1 erior

BUREAU OF LAND MANAGEMENT
. Y patag*

CH a Utah State Office tN gg|CA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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O O

LECSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

LEFU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
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O OCorporations Section Geoffrey S. Connor
P.O.Box 13697 Secretary of State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
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ARTICLES OF AMENDMENT È¾cOf the
TO THE

Secretabrye
ofstateofTexas

ARTICLES OF INCORPORATION
OF $ËPÛ2 Ñ

INLAND PRODUCTION COMPAN Y eneSection

- Pursuant to the provisions of Article 4.04 of the Texas BusinessCorporationAct (the
"TB0A"), the unders,igned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporationso that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

Susan G. Riggs,
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O O
Division of Oil, Gas and Mining

ROUTING
OPERATOR CHANGE WORKSHEET 1. GLH

2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MONUMENT BUTTE FED NE 16-24 24 080S 160E 4301331629 11907 Federal OW S
MONUMENT BUTTE FED 14-24 24 080S 160E 4301331630 11930 Federal OW P
MONUMENT BUTTE FED NE 11-24 24 080S 160E 4301331633 99998 Federal D PA
MONUMENT BUTTE FED 6-25 25 080S 160E 4301331596 11882 Federal OW P
MONUMENT BUTTE FED 16-25 25 080S 160E 4301331597 11899 Federal OW P
MONUMENT BUTTE FED 8-25 25 080S 160E 4301331601 11881 Federal OW P
MONUMENT BUTTE FED 2-25 25 080S 160E 4301331604 11887 Federal OW P
MONUMENT BUTTE ST 8-36 36 080S 160E 4301331598 11879 State OW P
MONUMENT BUTTE ST 15-2 02 090S 160E 4301331567 99998 State OW LA
MON FED 32-10-9-17Y 10 090S 170E 4301331592 11909 Federal D PA
MON FED 11-11-9-17Y 11 090S 170E 4301331593 11904 Federal OW S
S PLEASANT VALLEY FED 9-19 19 090S 170E 4301331610 11978 Federal D PA
MON FED 21-23-9-17Y 23 090S 170E 4301331624 11894 Federal D PA

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield 3_FORM 4B.xls 4/19/2005
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O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_3 FORM 4B.xis 4/19/2005
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O O
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NEWFIELD PRODUCTION COMPANY ENTITY ACTION FORM FORM 6
RT. 3 BOX 3630 DEPARTMENT OF NATURAL RESOURCES

MYTON, UT 84052 DIVISION OF OIL, GAS AND MINING OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW API NUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY

D 14648 15150 4301332359 FEDERAL 9-24-8-16 NENSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 99998 15150 4301331633 MONUMENT BUTTE FED NE l1-24 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 12293 15150 4301331990 MBFNE 11-24-8-16 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 14611 15150 4301332366 FEDERAL 10-24-8-16 NWSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 12244 15150 4301331923 MBFNE 12-24 NWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11907 15150 4301331629 MONUMENT BUTTE FED NE 16-24 SESE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11930 15150 4301331630 MONUMENT BUTTE FED 14-24 SESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11912 15150 4301331628 MON BUTTE FED NE 15-24 SWSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11984 15150 4301331653 MON BUTTE FED NE 13-24 SWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11884 15150 4301331608 MON BUTTE FED 1-25(I) NENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11881 15150 4301331601 MONUMENT BUTTE FED 8-25 SENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11887 15150 4301331604 :MONUMENT BUTTE FED 2-25 NWNE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11873 15150 4301331561 MON BUTTE FED 7-25 . SWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11882 15150 4301331596 IMONUMENT BUTTE FED 6-25 SENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11922 15150 4301331605 MON BUTTE FED 3-25 NENW 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11897 15150 4301331600 MON BUTTE FED 9-25 NESE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11874 15150 4301331562 MONUMENT BUTTE FED 10-25 NWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11899 15150 4301331597 MONUMENT BUTTE FED 16-25 SESE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11847 15150 4301331559 MON BUTTE FED 15-25 SWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11840 15150 4301331554 MONUMENT BUTTE FED 12-25 NWSW 25 8S 16E Monument Butte North East EOR 1/1/2006
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D l1900 15150 4301331502 :MON BUTTE FED 15-26 SWSE 26 8S 16E Monument Butte North East EOR 1/1/2006
D 11814 15150 4301331517 MONUMENT BUTTE FED 16-26 SESE 26 8S 16E Monument Butte North East EOR 1/1/2006

% job RECEIVED KIMKETTLE
PRODUCTION CLERK 1/25/2006

D1v.0F0\L,GAS&

NEWFIELD PRODUCTION COMPANY ENTITY ACTION FORM FORM 6
RT. 3 BOX 3630 DEPARTMENT OF NATURAL RESOURCES

MYTON, UT 84052 DIVISION OF OIL, GAS AND MINING OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW API NUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY
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D 99998 15150 4301331633 MONUMENT BUTTE FED NE l1-24 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006
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D 11984 15150 4301331653 MON BUTTE FED NE 13-24 SWSW 24 8S 16E Monument Butte North East EOR 1/1/2006
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STATE OF UTAH' DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this formfor proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged
7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. MON BUTTE NE

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL O OTHER MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELDPRODUCTION COMPANY 4301331604
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 679 FNL 1979 FEL COUNTY: DUCHESNE

OTR/OTILSECTION.TOWNSHIP.RANGE.MERIDIAN: NWNE, 25, T8S, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURETREAT O SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING O PLUGAND ABANDON O VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELL NAME O PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION(STARTISTOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE O OTHER: -

08/17/2007 O CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The above subject well had recompletion procedures performed on 07/26/07, attached is a daily recompletion status report.

NAME (PLEASE PRIN uffi Park TTTLE Production Clerk

SIGNATURE DATE 08/17/2007

(This space for State use only)

RE "TD
R 2 C2007
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aummaryKig Acuvry rage 1 o1 z

Daily Activity Report

Format For Sundry

MON BT 2-25-8-16
5/1/2007 To 9/30/2007

7/20/2007 Day: 1 Recompletion

Western #4 on 7/19/2007 - MIRU Western #4. RU HO trk & pump 55 BW dn casing
@ 250°F (pumping f/ 1000 to 750 psi). RD pumping. Work to unseat rod pump for 1
hr W/ no success. Hot oiler pumped add'I 60 BW dn casing @ 250°F (well circulating
oil up tbg). Resume jarring on rod pump. Have full travel @ pump, won't jar off seat.
Soft joint rod string & strip off flow-T. Pressure test tbg & pump to 4000 psi.
Retrieve rod string. RU hot oiler to casing & pump 40 BW. Returning wtr f/ tbg. RU &
back off rod string. TOH W/ rods. Recovered 123 rods. SIFN W/ est 155 BWTR.

7/21/2007 Day: 2 Recompletion

Western #4 on 7/20/2007 - RU & swab FL down to top of rods. ND wellhead &
release TA @ 4500'. NU BOP. TOH & talley production tbg until rods. Back off rods
again. Recovered all but bottom wt rod. Swab FL dn to top of rods. Talley remaining
tbg--LD BHA. Pump had fines packed above it in SN. Neither rod string nor tbg string
had any signs of scale. MU 4 3/4" bit, 5 1/2" casing scraper. PU 25 jts add'I
production tbg (used/inspected 2 7/8 Brd 6.5# YB J-55 tbg). TIH W/ remaining
production tbg. Tag fill @ 5847'. RU circulating equipment. C/O sd & silt to PBTD @
6440'. Circ hole clean W/ no fluid loss (hole standing full). TOH W/ bit to 4506'.
SIFN W/ est 155 BWTR.

7/24/2007 Day: 3 Recompletion

Western #4 on 7/23/2007 - Cont. POOH w/ tbg. LD BHA. RU Perforators, IIc WL
truck. Perf PB 10 sds @ 4838-45', PB 11 sds @ 4917-25', D2 sds @ 5196-5200', CP 5
sds @ 6327-32' & 6345-49', BS sds @ 6394-6400'. RD WL truck. RIH w/ 5 1/2" TS
plug, on/off tool, 4' x 2 3/8" tbg. sub, 5 1/2" HD pkr., PSN & 2 7/8" N-80 tbg. Break
down new zones & establish injection rate as shown below. Set TS plug @ 6470'.
Leave HD pkr. in released position. PU frac valve. SWIFN.

7/25/2007 Day: 4 Recompletion

Western #4 on 7/24/2007 - Stage #1: CP5 sds @ 6327-32' & 6345-49', BS sds @
6394-6400' Bleed off well. Set HD pkr. @ 6265' w/ EOT ® 6277'. RU BJ & frac CP5
sds & BS sds w/ 59,429#'s of 20/40 sand in 507 bbis of Lightning 17 frac fluid.
Open well w/ O psi on tbg. Perfs broke down @ 3806 psi. Treated @ ave pressure of
4876 psi w/ ave rate of 14.2 bpm. Open we11 to pit for flowback @ 1 bpm. Well
flowed for 1.5 hrs. Recovered 80 bbis. RU pump & Iines. Open bypass on pkr.
Circulate well clean. RIH w/ tbg. Tag sand @ 6400'. C/O to TS plug @ 6420'. Release
tools. Set TS plug @ 5220'. Leave HD pkr. in released postion. SWIFN.

7/26/2007 Day: 5 Recompletion

Western #4 on 7/25/2007 - Stage #2: D2 sds @ 5196-5200'. Bleed off well. Set HD
pkr. @ 5163' w/ EOT @ 5175'. RU BJ & frac D2 sds w/ 14,265#'s of 20/40 sand in
171 bbis of Lightning 17 frac fluid. Open well w/ 0 psi on tbg. Perfs broke down @
2931 psi. Treated @ ave pressure of 4973 psi w/ ave rate of 14.2 bpm. Open well to
pit for flowback @ 1 bpm. Well flowed for 1 hrs. Recovered 60 bbis. RU pump & lines.
Open bypass on pkr. Circulate well clean. RIH w/ tbg. Tag sand @ 5200'. C/O to TS

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152520&API=4301331604000...
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Open well w/ O psi on tbg. Perfs broke down @ 3806 psi. Treated @ ave pressure of
4876 psi w/ ave rate of 14.2 bpm. Open we11 to pit for flowback @ 1 bpm. Well
flowed for 1.5 hrs. Recovered 80 bbis. RU pump & Iines. Open bypass on pkr.
Circulate well clean. RIH w/ tbg. Tag sand @ 6400'. C/O to TS plug @ 6420'. Release
tools. Set TS plug @ 5220'. Leave HD pkr. in released postion. SWIFN.

7/26/2007 Day: 5 Recompletion

Western #4 on 7/25/2007 - Stage #2: D2 sds @ 5196-5200'. Bleed off well. Set HD
pkr. @ 5163' w/ EOT @ 5175'. RU BJ & frac D2 sds w/ 14,265#'s of 20/40 sand in
171 bbis of Lightning 17 frac fluid. Open well w/ 0 psi on tbg. Perfs broke down @
2931 psi. Treated @ ave pressure of 4973 psi w/ ave rate of 14.2 bpm. Open well to
pit for flowback @ 1 bpm. Well flowed for 1 hrs. Recovered 60 bbis. RU pump & lines.
Open bypass on pkr. Circulate well clean. RIH w/ tbg. Tag sand @ 5200'. C/O to TS
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plug @ 5220'. Release tools. Set TS plug @ 4945'. Stage #3: PB10 sds @ 4838-45' &
PB11 sds @ 4917-25' Set HD pkr. @ 4756' w/ EOT @ 4768'. RU BJ & frac PB10 &
PB11 sds w/ 51,007#'s of 20/40 sand in 437 bbis of Lightning 17 frac fluid. Open
well w/ 0 psi on tbg. Perfs broke down @ 1687 psi. Treated @ ave pressure of 3999
psi w/ ave rate of 14.2 bpm. Open well to pit for flowback @ 1 bpm. Well flowed for
1 1/2 hrs. Recovered 90 bbis. RU pump & lines. Open bypass on pkr. Circulate well
clean. RIH w/ tbg. Tag sand @ 4915'. C/O to TS plug @ 4945'. Release tools. TIH W/
tbg. Re-set plug @ 6420'. Pull pkr to 4796' and leave unset. RU swab equipment. IFL
@ sfc. Made 11 swb runs rec 95 BTF W/ no sd. FFL @ 600'. FOC @ 10 /o. TIH W/ tbg.
Tag sd @ 6415'. C/O sd to RBP ® 6420'. Circ hole clean. Lost est 20 BW. Release
plug. TIH & tag PBTD @ 6440' (no fill on btm). TOH Iaying down N-80 tbg to 4428'.
SIFN W/ est 1025 BWTR.

7/27/2007 Day: 6 Recompletion

Western #4 on 7/26/2007 - Bleed pressure off well. Rec est 30 BTF (W/ good oil).
RU & circ hole W/ clean wtr. Gained est 25 BO. Con't TOH and LD N-80 tbg & tools.
TIH W/ revised BHA & production tbg as follows: 2 7/8 bullplug & collar, 3 jts tbg, 2
7/8 nipple, "Collar sized" gas anchor, 1 jt tbg, new CDI 2 7/8 SN, 1 jt tbg, repaired
CDI 5 1/2" TA (45K) & 202 jts 2 7/8 Brd 6.5# M-50 tbg (btm 25 jts are
used/inspected yellow band J-55 tbg). ND BOP. Set TA @ 6175' W/ SN @ 6208' &
EOT @ 6338'. Land tbg W/ 16,000# tension. NU wellhead. Flush tbg W/ 60 BW
(returned 50 BW & 10 BO). TIH W/ pump and revised rod string as follows: new CDI
2 1/2" X 1 3/4" X 20' RHAC pump, 6-1 1/2" weight rods (btm 3 "A" grade), 22-3/4"
scrapered rods, 108-3/4" plain rods, 111-7/8" scrapered rods ("A" grade), 1-2' X
7/8" pony rod ("A" grade) and 1 1/2" X 26' polished rod ("A" grade W/ new
rotator). Seat pump & RU pumping unit. W/ tbg full, pressure test tbg & pump to
200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 1005
BWTR. Returned well to production @ 5:30 PM 7/26/2007 W/ 72" SL @ 4.5 SPM.
FINAL REPORT!!

Pertinent Files: Go to File List
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NEWFIELD

August 17, 2007

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-completion
Monument Butte Fed 2-25-8-16
Sec.25, T8S, Rl6E
API #4301331604

Dear Mr. Brad Hill:
The subject well had new perforations added in the Green River Formation. Then

put back on production. Please find enclosed the sundry.

Si erel

Je ri Park
P oduction erk

RECEIVED
AUG2 O2007

DIV.OFOlt,GAS&
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NEWFIELD

ROCK¥ MOUNTAINS

February 28, 2008

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Butte Federal 2-25-8-16
Monument Butte, Lease #U-67170
Section 25-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

NewfieldProduction Company herein requests approval to convert the Monument Butte Federal
2-25-8-16 from a producing oilwe\\ to a water injection well in the Monument Butte (Green River)
Field.
I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

RECEIVED

EricSundberg MARO5 2008
Regulatory Analyst

DIV.0FOIL,GAS&MINING

NewfieldExplorationCompany 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT BUTTE FEDERAL #2-25-8-16
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM i

OPERATOR Newfield Production Company
ADDRESS 1401 17th Street, Suite 1000

Denver, Colorado 80202

Well Name and number: Monument Butte 2-25-8-16

Field or Unit name: Monument Butte (Green River), South Wells Draw Lease No. U-67170

Well Location: QQ NWINE section 25 township 8S range 16E county Duchesne

is this application for e×pansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ....... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . .. .. . . . . . . . Yes [ ] No [ X ]
Ifthis applicationis for an existingwell,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31604

Proposed injection interval: from 4708 to 6424
Proposed maximuminjection: rate 500 bpd pressure 2119 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additionalinformation as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date tá, fcfff
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

ut on Production: 4/10/96 Proposed Injection 132 MCFG, 23 BWPD
GL: 5413' KB: 5426' Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:

GRADE: J-55
Cement Top@ Surface

77,770#of20/40 sand in 456 bbls ofBoragel .

Treated w/, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal Actual

LENGTH: jts. (305') flush: ?.

DEPTH LANDED: 302, 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbls of Boragel.

HOLE SIZE:12-1/4" Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf bpm, ISIP-2152 psi. Cale. flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
- - 81,600#of20/40 sand in 453 bbis ofBoragel.

Treated @avg press 1900 psi, avg rate 27.5
bpm, ISIP 2346 psi. Calc. flush; 4560 gal.
Actual flush; 4470 gaL

PRODUCTION CASING Recompletion:

CSG SIZE: 5-1/2,, 07/23/07 6327-6400' Frac CPS & BS sand as follows:
59429# of20/40 sand in 507 bb1sof Lighting

GRADE: J-55 17 itac fluid.Treated @avg press 4876 psi, avg

WEIGHT: 15.5#
rate 14.2 bpm. Cale. flush: 2514 gal.
Actual flush: 1491 gal.

LENGTH: 157jts. (6605.03') 07/25/07 5196-5200' Frac D2 sand as follows:
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SIZE/GRADE/WT.: 2-7/8" / M-50 / 6,5#

NO. OF.JOINTS: 148 jts
TUBING ANCHOR: 4500' KB

NO, OF JOINTS: 27 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: ?

NO. OF JOINTS: 7 jts
TOTAL STRING LENGTH: EOT @5535' KB

Packer @4525'

4560'-79'

4838-4845'

4917-4925'

5136'-56'

5196-5200'

5316'-24'
PERFORATION RECORD

6327-6332'
3/30/96 5316'-5324' 4 JSPF 32 holes

6345-6349' 4/02/96 5136'-5156' 4 JSPF ? holes
4/04/96 4560'-4579' 4 JSPF 72 holes

6394-6400'
07/23/07 6394-6400' 4 JSPF 24 ho s

07/23/07 6345-6349' 4 JSPF 16 holes

07/23/07 6327-6332' 4 J$PF 20 hdles

NEWFIELD 07/23/07 5196-5200' 4]SPF 16holes
Top of ful @5965'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4 JSPF 28 holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170 JM

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

ut on Production: 4/10/96 Proposed Injection 132 MCFG, 23 BWPD

GL: 5413' KB: 5426' Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:
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Cement Top@ Surface

77,770#of20/40 sand in 456 bbls ofBoragel .

Treated w/, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal Actual

LENGTH: jts. (305') flush: ?.
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

MONUMENT BUTTE FEDERAL
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1401 17 Street, Suite 1000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Butte Federal #2-25-8-16 from a
producing oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Monument Butte Federal #2-
25-8-16 well, the proposed injection zone is from Garden Gulch to Basal Carbonate
(4708' -6424'). The confining strata directly above and below the injection zones are the
Garden Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The
Garden Gulch Marker top is at 4424' and the TD is at 6600'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Butte Federal #2-25-8-16 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #U-67170) in the Monument Butte
Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24#, J-55 surface casing run to 302' KB, and 5-1/2" 15.5#
J-55 casing run from surface to 6584' KB. A casing integrity test will be conducted at
the time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2119 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Butte Federal #2-25-8-16, for existing
perforations (4560' - 64003') calculates at 0.85 psig/ft. The maximum injection
pressures will be limited so as not to exceed this gradient. A step rate test will be
performed periodically to ensure we are below parting pressure. The proposed maximum
injection pressure is 2119 psig. We may add additional perforations between 4708' and
6600'. See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Butte Federal #2-25-8-16, the proposed injection zone (4708' - 6424')
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1 Township 8 South, Range 16 East U-67170 Newfield Production Company (Surface Rights)
Section 24: S2, less that part of Doris HBP USA

#3 Mining claim
Section 25: NE, E2NW, S2
Section 26: S2SE

2 Township 8 South, Range 16 East U-34346 Newfield Production Company (Surface Rights)
Section 23: SE HBP Citation 1994 Investment Ltd. USA
Section 25: W2NW
Section 26: SW, N2SE

3 Township 8 South, Range 17 East U-50376 Newfield Production Company (Surface Rights)
Section 19: Lots 3, 4, 5, NESW HBP USA

4 Township 8 South, Range 16 East U-74869 Newfield Production Company (Surface Rights)
Section 29: Lot 1 HBP USA
Section 30: Lots 1-14, E2NE, E2SW, SWSE
Section 31: Lots 1-5, W2E2, SENE, E2W2, NESE

Monument Butte Fed
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte Federal #2-25-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
New
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this ay of 2008.

Notary Public in and for the State of Colorado:

My Commission
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New
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My Commission
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Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/10/96 Wellbore Diagram
GL: 5413' KB: 5426'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:

GRADE: J-55
Cement Top@ Surface

77,770# of20/40 sand in 456 bbls of Boragel .

Treated wl, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual

LENGTH: jts. (305') flush: ?.

DEPTH LANDED: 302' 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbis of Boragel..

HOLE SIZE:12-1/4" Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf bpm, ISIP-2152 psi, Cale. flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
- 81,600#of20/40 sand in 453 bbis of Boragel.

Treated @avg press 1900 psi, avg rate 27.5
bpm, ISIP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

PRODUCTION CASING Recompletion:

07/23/07 6327-6400' Frac CPS & BS sand as follows:CSG SIZE: 5-1/2'
59429# of20/40 sand in 507 bb1sof Lighting

GRADE: J-55 17 frae fluid.Treated @avg press 4876 psi, avg

WEIGHT: 15.5#
rate 14.2 bpm. Calc. flush: 2514 gal.
Actual flush; 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265# of20/40 sand in 171 bbls of Lighting

HOLE SIZE: 7-7/8,, 17 frac fluid.Treated @avg press 4973 psi, avg
rate 14,2 bpm. Cale, flush; 2352 gal.

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.

CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PB11 sand as follows:
51007# of20/40 sand in 437 bbls of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush; 5486 gal. ?
Actual flush 1147 gal.

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS; 148 jts

TUBING ANCHOR: 4500' KB

NO, OF JOINTS: 27 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: ?

NO. OF JOINTS: 7 jts
TOTAL STRING LENGTH: EOT @5535' KB

Anchor @4500'

4560'-79'

SUCKER RODS
4838-4845'

POLISHED ROD 1-1/2" x 22' SM

SUCKER RODS: 4 1 1/2" wt rods, 4-3/4" scraper rods, 108-3/4" slick rods, 4917-4925'
96-3/4" scraper rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 1T RHAC
5136'-56'

STROKE LENGTH: 100" 5196-5200'

PUMP SPEED, SPM: 8 SPM
5316'-24'

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR PERFORAT10N RECORD
6327-6332'

3/30/96 5316'-5324' 4 JSPF 32 holes
6345-6349, 4/02/96 5136'-5156' 4 JSPF ? holes

4/04/96 4560'-4579' 4 J$PF 72 holes
6394-6400'

07/23/07 6394-6400' 4 JSPF 24 oles

EOT @5535' 07/23/07 6345-6349' 4 JSPF 16 holes

07/23/07 6327-6332' 4 J$PF 20 holes

NEWFIELD 07/23/07 5196-5200' 4]SPF 16holes
Top ofñll644 65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4 JSPF 28 holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-R16E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170

TW

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/10/96 Wellbore Diagram
GL: 5413' KB: 5426'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:

GRADE: J-55
Cement Top@ Surface

77,770# of20/40 sand in 456 bbls of Boragel .

Treated wl, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual

LENGTH: jts. (305') flush: ?.

DEPTH LANDED: 302' 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbis of Boragel..

HOLE SIZE:12-1/4" Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf bpm, ISIP-2152 psi, Cale. flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
- 81,600#of20/40 sand in 453 bbis of Boragel.

Treated @avg press 1900 psi, avg rate 27.5
bpm, ISIP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

PRODUCTION CASING Recompletion:

07/23/07 6327-6400' Frac CPS & BS sand as follows:CSG SIZE: 5-1/2'
59429# of20/40 sand in 507 bb1sof Lighting

GRADE: J-55 17 frae fluid.Treated @avg press 4876 psi, avg

WEIGHT: 15.5#
rate 14.2 bpm. Calc. flush: 2514 gal.
Actual flush; 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265# of20/40 sand in 171 bbls of Lighting

HOLE SIZE: 7-7/8,, 17 frac fluid.Treated @avg press 4973 psi, avg
rate 14,2 bpm. Cale, flush; 2352 gal.

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.

CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PB11 sand as follows:
51007# of20/40 sand in 437 bbls of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush; 5486 gal. ?
Actual flush 1147 gal.

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS; 148 jts

TUBING ANCHOR: 4500' KB

NO, OF JOINTS: 27 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: ?

NO. OF JOINTS: 7 jts
TOTAL STRING LENGTH: EOT @5535' KB

Anchor @4500'

4560'-79'

SUCKER RODS
4838-4845'

POLISHED ROD 1-1/2" x 22' SM

SUCKER RODS: 4 1 1/2" wt rods, 4-3/4" scraper rods, 108-3/4" slick rods, 4917-4925'
96-3/4" scraper rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 1T RHAC
5136'-56'

STROKE LENGTH: 100" 5196-5200'

PUMP SPEED, SPM: 8 SPM
5316'-24'

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR PERFORAT10N RECORD
6327-6332'

3/30/96 5316'-5324' 4 JSPF 32 holes
6345-6349, 4/02/96 5136'-5156' 4 JSPF ? holes

4/04/96 4560'-4579' 4 J$PF 72 holes
6394-6400'

07/23/07 6394-6400' 4 JSPF 24 oles

EOT @5535' 07/23/07 6345-6349' 4 JSPF 16 holes

07/23/07 6327-6332' 4 J$PF 20 holes

NEWFIELD 07/23/07 5196-5200' 4]SPF 16holes
Top ofñll644 65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4 JSPF 28 holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-R16E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170

TW

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/10/96 Wellbore Diagram
GL: 5413' KB: 5426'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:

GRADE: J-55
Cement Top@ Surface

77,770# of20/40 sand in 456 bbls of Boragel .

Treated wl, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual

LENGTH: jts. (305') flush: ?.

DEPTH LANDED: 302' 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbis of Boragel..

HOLE SIZE:12-1/4" Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf bpm, ISIP-2152 psi, Cale. flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
- 81,600#of20/40 sand in 453 bbis of Boragel.

Treated @avg press 1900 psi, avg rate 27.5
bpm, ISIP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

PRODUCTION CASING Recompletion:

07/23/07 6327-6400' Frac CPS & BS sand as follows:CSG SIZE: 5-1/2'
59429# of20/40 sand in 507 bb1sof Lighting

GRADE: J-55 17 frae fluid.Treated @avg press 4876 psi, avg

WEIGHT: 15.5#
rate 14.2 bpm. Calc. flush: 2514 gal.
Actual flush; 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265# of20/40 sand in 171 bbls of Lighting

HOLE SIZE: 7-7/8,, 17 frac fluid.Treated @avg press 4973 psi, avg
rate 14,2 bpm. Cale, flush; 2352 gal.

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.

CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PB11 sand as follows:
51007# of20/40 sand in 437 bbls of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush; 5486 gal. ?
Actual flush 1147 gal.

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS; 148 jts

TUBING ANCHOR: 4500' KB

NO, OF JOINTS: 27 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: ?

NO. OF JOINTS: 7 jts
TOTAL STRING LENGTH: EOT @5535' KB

Anchor @4500'

4560'-79'

SUCKER RODS
4838-4845'

POLISHED ROD 1-1/2" x 22' SM

SUCKER RODS: 4 1 1/2" wt rods, 4-3/4" scraper rods, 108-3/4" slick rods, 4917-4925'
96-3/4" scraper rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 1T RHAC
5136'-56'

STROKE LENGTH: 100" 5196-5200'

PUMP SPEED, SPM: 8 SPM
5316'-24'

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR PERFORAT10N RECORD
6327-6332'

3/30/96 5316'-5324' 4 JSPF 32 holes
6345-6349, 4/02/96 5136'-5156' 4 JSPF ? holes

4/04/96 4560'-4579' 4 J$PF 72 holes
6394-6400'

07/23/07 6394-6400' 4 JSPF 24 oles

EOT @5535' 07/23/07 6345-6349' 4 JSPF 16 holes

07/23/07 6327-6332' 4 J$PF 20 holes

NEWFIELD 07/23/07 5196-5200' 4]SPF 16holes
Top ofñll644 65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4 JSPF 28 holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-R16E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170

TW



Monument Butte Federal #14-24-8-16
Spud Date: 5/29/96 Initial Production: 76 BOPD,
Put on Production: 8/3/96 Wellbore Diagram 96 MCFPD, ll BWPD
GL: 5430' KB: 5442'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/25/96 5202'-5396' Frac D1, D3 and C sands as follows:

GRADE: J-55 138,400# 20/40 sd in 688 bbls of
Boragel. Breakdown @2900 psi. Treated

WEIGHT: 24# @avg rate of36 bpm w/avg press of

LENGTH: 7 jts.(307.10') 1970 psi. ISIP-2039 psi., 5-min 1980 psi.
Flowback on 16/64" ok for 5 hrs & died.Cale.

DEPTH LANDED: 30L10' Flush: Actual Flush; 5081

HOLE SIZE: 12-1/4" 7/29/96 5072'-5080' Frac XY/DC sands as follows:

CEMENT DATA: 120 sxs Premium cmt, mixed, 50 sxs Premium Plus 72,900# 20/40 sd in 401 bble of

mixed, est 9 bbls cement to surf. Boraget Breakdown ( 2174 psi. Treated

@avg rate of20 bpm w/avg press of
2450 psi. ISIP- 2536 psi, 5-min 2409 ps¡.
Flowback on 16/64" ek for 4 hrs until
dead. Calc. Flush: Actual Flush: 5027

7/31/96 4711'-4728' Frac GB-6 sand as follows:
85,300# of20/40 sd in 401 bbis of J.. r

PRODUCTION CASING Boragel. Breakdown @1510 psi. Treated

CSG SIZE: 5-1/22, @avg rate of 20.5 bpm w/avg prešs of
2500 psi, ISIP-4371 psi, 5-min 3010 spi.

GRADE: J-55 Flowback on 16/64" ek. for 3-1/2 hrs

WEIGHT: 15.5#
unit] dead.

LENGTH: 152 jts.(6294.61') 7/11/01 Pumpchange. Revised rod and tubing etails.

DEPTH LANDED: 6288,61'
1/29/02 Tubing leak. Revised rod and tubing details,

HOLE SIZE: 7-7/8,, 01/29/03 Tubing Leak: Revised rod and tubing details.

CEMENT DATA: 330 sk Hyfill std mixed & 390 sxs Thixo mixed. 08/26/03 Tubing Leak: Revised rod and tubing details.

CEMENT TOP AT: Surface (estimate from ebl)
11/07/07 Tubing Leak. Rod & Tubing detailupdated.

TUBING

SIZE/GRADE/WT.: 2-7/8" / 6.5# / M-50

NO. OF JOINTS:170 jts. (5356.80') 20 new joints

TUBING ANCHOR: 5359.40' KB

NO. OF JOINTS: 2 jts. (62.89')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5423.33' KB

NO. OF JOINTS: 2 jts. (62.94')

TOTAL STRING LENGTH: EOT @5486.72' W/ 13'KB

4711'-4714' PERFORATIONRECORD

SUCKER RODS
4720'-4728, 7/24/96 5384'-5387' 2 JSPF 4 holes '

7/24/96 5388'-5392' 2 JSPF 8 holes

POLISHED ROD: 1-1/2" x 22' polished rod. 2 i ii 5072'-5080' 7/24/96 5394'-5396' 2 JSPF 4 holes

SUCKER RODS: 6-1 1/2" weighted bars ,
64-3/4" guided rods (45- new), 50. 7/24/96 5288'-5302' 4 JSPF 56 li les

3/4" plain rods, 94-3/4" guided rods, 1 -8', 2-6', X 3/4" pony rods. 2 Ë i 2 5202'-5204, 7/24/96 5202'-5204' 2 JSPF 4 holes

PUMP SIZE: 2 1/2" Xl 1/4" X 10' x 14' RHAC pump Zi Ë 5208'-5210, 7/24/96 5208'-5210' 2 JSPF 4 holes

STROKE LENGTH: 62" -=
-

7/27/96 5072'-5080' 4 JSPF 32 holes
5288'-5302' 7/30/96 4711'-4714' 4 JSPF 16 holes

PUMP SPEED, SPM: 4 SPM 7/30/96 4720'-4728' 4 JSPF 36 holes
LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR Anchor @5359'

5385'-5387'
- 5388'-5392'

- 5394'-5396'
SN @5423'

EOT 548T

NEWPIELD
¯ TopofFiliossoo'

PBTD 6242'

Monument Butte Federal #14-24-8-16 SHOE @6289'

660 FSL & 1980 FWL TD @6320'

SESW Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31630; Lease #UTU-67170

TW

Monument Butte Federal #14-24-8-16
Spud Date: 5/29/96 Initial Production: 76 BOPD,
Put on Production: 8/3/96 Wellbore Diagram 96 MCFPD, ll BWPD
GL: 5430' KB: 5442'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/25/96 5202'-5396' Frac D1, D3 and C sands as follows:

GRADE: J-55 138,400# 20/40 sd in 688 bbls of
Boragel. Breakdown @2900 psi. Treated

WEIGHT: 24# @avg rate of36 bpm w/avg press of

LENGTH: 7 jts.(307.10') 1970 psi. ISIP-2039 psi., 5-min 1980 psi.
Flowback on 16/64" ok for 5 hrs & died.Cale.

DEPTH LANDED: 30L10' Flush: Actual Flush; 5081

HOLE SIZE: 12-1/4" 7/29/96 5072'-5080' Frac XY/DC sands as follows:

CEMENT DATA: 120 sxs Premium cmt, mixed, 50 sxs Premium Plus 72,900# 20/40 sd in 401 bble of

mixed, est 9 bbls cement to surf. Boraget Breakdown ( 2174 psi. Treated

@avg rate of20 bpm w/avg press of
2450 psi. ISIP- 2536 psi, 5-min 2409 ps¡.
Flowback on 16/64" ek for 4 hrs until
dead. Calc. Flush: Actual Flush: 5027

7/31/96 4711'-4728' Frac GB-6 sand as follows:
85,300# of20/40 sd in 401 bbis of J.. r

PRODUCTION CASING Boragel. Breakdown @1510 psi. Treated

CSG SIZE: 5-1/22, @avg rate of 20.5 bpm w/avg prešs of
2500 psi, ISIP-4371 psi, 5-min 3010 spi.

GRADE: J-55 Flowback on 16/64" ek. for 3-1/2 hrs

WEIGHT: 15.5#
unit] dead.

LENGTH: 152 jts.(6294.61') 7/11/01 Pumpchange. Revised rod and tubing etails.

DEPTH LANDED: 6288,61'
1/29/02 Tubing leak. Revised rod and tubing details,

HOLE SIZE: 7-7/8,, 01/29/03 Tubing Leak: Revised rod and tubing details.

CEMENT DATA: 330 sk Hyfill std mixed & 390 sxs Thixo mixed. 08/26/03 Tubing Leak: Revised rod and tubing details.

CEMENT TOP AT: Surface (estimate from ebl)
11/07/07 Tubing Leak. Rod & Tubing detailupdated.

TUBING

SIZE/GRADE/WT.: 2-7/8" / 6.5# / M-50

NO. OF JOINTS:170 jts. (5356.80') 20 new joints

TUBING ANCHOR: 5359.40' KB

NO. OF JOINTS: 2 jts. (62.89')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5423.33' KB

NO. OF JOINTS: 2 jts. (62.94')

TOTAL STRING LENGTH: EOT @5486.72' W/ 13'KB

4711'-4714' PERFORATIONRECORD

SUCKER RODS
4720'-4728, 7/24/96 5384'-5387' 2 JSPF 4 holes '

7/24/96 5388'-5392' 2 JSPF 8 holes

POLISHED ROD: 1-1/2" x 22' polished rod. 2 i ii 5072'-5080' 7/24/96 5394'-5396' 2 JSPF 4 holes

SUCKER RODS: 6-1 1/2" weighted bars ,
64-3/4" guided rods (45- new), 50. 7/24/96 5288'-5302' 4 JSPF 56 li les

3/4" plain rods, 94-3/4" guided rods, 1 -8', 2-6', X 3/4" pony rods. 2 Ë i 2 5202'-5204, 7/24/96 5202'-5204' 2 JSPF 4 holes

PUMP SIZE: 2 1/2" Xl 1/4" X 10' x 14' RHAC pump Zi Ë 5208'-5210, 7/24/96 5208'-5210' 2 JSPF 4 holes

STROKE LENGTH: 62" -=
-

7/27/96 5072'-5080' 4 JSPF 32 holes
5288'-5302' 7/30/96 4711'-4714' 4 JSPF 16 holes

PUMP SPEED, SPM: 4 SPM 7/30/96 4720'-4728' 4 JSPF 36 holes
LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR Anchor @5359'

5385'-5387'
- 5388'-5392'

- 5394'-5396'
SN @5423'

EOT 548T

NEWPIELD
¯ TopofFiliossoo'

PBTD 6242'

Monument Butte Federal #14-24-8-16 SHOE @6289'

660 FSL & 1980 FWL TD @6320'

SESW Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31630; Lease #UTU-67170

TW

Monument Butte Federal #14-24-8-16
Spud Date: 5/29/96 Initial Production: 76 BOPD,
Put on Production: 8/3/96 Wellbore Diagram 96 MCFPD, ll BWPD
GL: 5430' KB: 5442'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/25/96 5202'-5396' Frac D1, D3 and C sands as follows:

GRADE: J-55 138,400# 20/40 sd in 688 bbls of
Boragel. Breakdown @2900 psi. Treated

WEIGHT: 24# @avg rate of36 bpm w/avg press of

LENGTH: 7 jts.(307.10') 1970 psi. ISIP-2039 psi., 5-min 1980 psi.
Flowback on 16/64" ok for 5 hrs & died.Cale.

DEPTH LANDED: 30L10' Flush: Actual Flush; 5081

HOLE SIZE: 12-1/4" 7/29/96 5072'-5080' Frac XY/DC sands as follows:

CEMENT DATA: 120 sxs Premium cmt, mixed, 50 sxs Premium Plus 72,900# 20/40 sd in 401 bble of

mixed, est 9 bbls cement to surf. Boraget Breakdown ( 2174 psi. Treated

@avg rate of20 bpm w/avg press of
2450 psi. ISIP- 2536 psi, 5-min 2409 ps¡.
Flowback on 16/64" ek for 4 hrs until
dead. Calc. Flush: Actual Flush: 5027

7/31/96 4711'-4728' Frac GB-6 sand as follows:
85,300# of20/40 sd in 401 bbis of J.. r

PRODUCTION CASING Boragel. Breakdown @1510 psi. Treated

CSG SIZE: 5-1/22, @avg rate of 20.5 bpm w/avg prešs of
2500 psi, ISIP-4371 psi, 5-min 3010 spi.

GRADE: J-55 Flowback on 16/64" ek. for 3-1/2 hrs

WEIGHT: 15.5#
unit] dead.

LENGTH: 152 jts.(6294.61') 7/11/01 Pumpchange. Revised rod and tubing etails.

DEPTH LANDED: 6288,61'
1/29/02 Tubing leak. Revised rod and tubing details,

HOLE SIZE: 7-7/8,, 01/29/03 Tubing Leak: Revised rod and tubing details.

CEMENT DATA: 330 sk Hyfill std mixed & 390 sxs Thixo mixed. 08/26/03 Tubing Leak: Revised rod and tubing details.

CEMENT TOP AT: Surface (estimate from ebl)
11/07/07 Tubing Leak. Rod & Tubing detailupdated.

TUBING

SIZE/GRADE/WT.: 2-7/8" / 6.5# / M-50

NO. OF JOINTS:170 jts. (5356.80') 20 new joints

TUBING ANCHOR: 5359.40' KB

NO. OF JOINTS: 2 jts. (62.89')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5423.33' KB

NO. OF JOINTS: 2 jts. (62.94')

TOTAL STRING LENGTH: EOT @5486.72' W/ 13'KB

4711'-4714' PERFORATIONRECORD

SUCKER RODS
4720'-4728, 7/24/96 5384'-5387' 2 JSPF 4 holes '

7/24/96 5388'-5392' 2 JSPF 8 holes

POLISHED ROD: 1-1/2" x 22' polished rod. 2 i ii 5072'-5080' 7/24/96 5394'-5396' 2 JSPF 4 holes

SUCKER RODS: 6-1 1/2" weighted bars ,
64-3/4" guided rods (45- new), 50. 7/24/96 5288'-5302' 4 JSPF 56 li les

3/4" plain rods, 94-3/4" guided rods, 1 -8', 2-6', X 3/4" pony rods. 2 Ë i 2 5202'-5204, 7/24/96 5202'-5204' 2 JSPF 4 holes

PUMP SIZE: 2 1/2" Xl 1/4" X 10' x 14' RHAC pump Zi Ë 5208'-5210, 7/24/96 5208'-5210' 2 JSPF 4 holes

STROKE LENGTH: 62" -=
-

7/27/96 5072'-5080' 4 JSPF 32 holes
5288'-5302' 7/30/96 4711'-4714' 4 JSPF 16 holes

PUMP SPEED, SPM: 4 SPM 7/30/96 4720'-4728' 4 JSPF 36 holes
LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR Anchor @5359'

5385'-5387'
- 5388'-5392'

- 5394'-5396'
SN @5423'

EOT 548T

NEWPIELD
¯ TopofFiliossoo'

PBTD 6242'

Monument Butte Federal #14-24-8-16 SHOE @6289'

660 FSL & 1980 FWL TD @6320'

SESW Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31630; Lease #UTU-67170

TW



Monument Butte Federal #15-24
Spud Date: 5/10/96 Initial Production: 9 BOPD,

Wellbore Diagra111 22 MCFPD, 20 BWPD
ut on Production: 6/15/96

ÈRW6E SSÏÑ FRAC JOB

CSG SIZE: 8-5/8" 6/6/96 6105'-6173' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 77,700#20/40 sd in 437 bbls ofBoragel.
Breakdown @1958 psi & treated @avg

WEIGHT:24# 1480 psi. ISIP-1802 psi, 5-min 1638 psi.
LENGTH: 7 jts.(293.68') Flwoback on 16/64" ck @1.4 bpm 1.5

hrs until dead.
DEPTH LANDED: 290'

6/8/96 5213'-5230' Frac D-1 sand as follows:
HOLE SIZE:12-l/4 ' 57,500# 20/40 sd in 433 bbls Boragel.

CEMENT DATA: 120 sxs Premium omt. Breakdown @2113 psi & treated @avg
rate 16,5 bpm w/ avg press 1250 psi.
ISIP-1846 psi, 5-min 1573 psi. Flowback
on 16/64" ck. 1-1/2 hrs until dead.

10/31/96 Hot Oil Treatment
Pump 60 bb1shot oil down casing.

12/18/06 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 148 jts.(6302.63')
DEPTH LANDED: 6300'

HOLE SIZE: 7-7/8"

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 200 jts
TUBING ANCHOR: 5175'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: ? (EOT @6092')

SN LANDED AT: 6026'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished rod.

SUCKER RODS: 4-3/4" scrapered, 138-3/4" plain rods, 93-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 6/5/96 6171'-6173' 4 JSPF 4 holes
PUMP NUMBER: ? 6/5/96 6144'-6146' 4 JSPF 8 holes

6/5/96 6105'-6112' 4 JSPF 28 holes
PUMP SIZE: 1-1/2" 6/7/96 5221'-2130' 4 JSPF 36 holes
STROKE LENGTH: 86"

- Anchor @5175' 6/7/96 5213'-5218' 4 JSPF 20 holes

PUMP SPEED, SPM: 7 SPM

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR

- - 5'-12'
4'-46'

617l'-73'

NEWFIELD ENOT@0092'

Monument Butte Federal #15-24
660 FSL 1980 FEL

SWSE Section 24-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31628; Lease

Monument Butte Federal #15-24
Spud Date: 5/10/96 Initial Production: 9 BOPD,

Wellbore Diagra111 22 MCFPD, 20 BWPD
ut on Production: 6/15/96

ÈRW6E SSÏÑ FRAC JOB

CSG SIZE: 8-5/8" 6/6/96 6105'-6173' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 77,700#20/40 sd in 437 bbls ofBoragel.
Breakdown @1958 psi & treated @avg

WEIGHT:24# 1480 psi. ISIP-1802 psi, 5-min 1638 psi.
LENGTH: 7 jts.(293.68') Flwoback on 16/64" ck @1.4 bpm 1.5

hrs until dead.
DEPTH LANDED: 290'

6/8/96 5213'-5230' Frac D-1 sand as follows:
HOLE SIZE:12-l/4 ' 57,500# 20/40 sd in 433 bbls Boragel.

CEMENT DATA: 120 sxs Premium omt. Breakdown @2113 psi & treated @avg
rate 16,5 bpm w/ avg press 1250 psi.
ISIP-1846 psi, 5-min 1573 psi. Flowback
on 16/64" ck. 1-1/2 hrs until dead.

10/31/96 Hot Oil Treatment
Pump 60 bb1shot oil down casing.

12/18/06 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 148 jts.(6302.63')
DEPTH LANDED: 6300'

HOLE SIZE: 7-7/8"

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 200 jts
TUBING ANCHOR: 5175'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: ? (EOT @6092')

SN LANDED AT: 6026'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished rod.

SUCKER RODS: 4-3/4" scrapered, 138-3/4" plain rods, 93-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 6/5/96 6171'-6173' 4 JSPF 4 holes
PUMP NUMBER: ? 6/5/96 6144'-6146' 4 JSPF 8 holes

6/5/96 6105'-6112' 4 JSPF 28 holes
PUMP SIZE: 1-1/2" 6/7/96 5221'-2130' 4 JSPF 36 holes
STROKE LENGTH: 86"

- Anchor @5175' 6/7/96 5213'-5218' 4 JSPF 20 holes

PUMP SPEED, SPM: 7 SPM

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR

- - 5'-12'
4'-46'

617l'-73'

NEWFIELD ENOT@0092'

Monument Butte Federal #15-24
660 FSL 1980 FEL

SWSE Section 24-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31628; Lease

Monument Butte Federal #15-24
Spud Date: 5/10/96 Initial Production: 9 BOPD,

Wellbore Diagra111 22 MCFPD, 20 BWPD
ut on Production: 6/15/96

ÈRW6E SSÏÑ FRAC JOB

CSG SIZE: 8-5/8" 6/6/96 6105'-6173' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 77,700#20/40 sd in 437 bbls ofBoragel.
Breakdown @1958 psi & treated @avg

WEIGHT:24# 1480 psi. ISIP-1802 psi, 5-min 1638 psi.
LENGTH: 7 jts.(293.68') Flwoback on 16/64" ck @1.4 bpm 1.5

hrs until dead.
DEPTH LANDED: 290'

6/8/96 5213'-5230' Frac D-1 sand as follows:
HOLE SIZE:12-l/4 ' 57,500# 20/40 sd in 433 bbls Boragel.

CEMENT DATA: 120 sxs Premium omt. Breakdown @2113 psi & treated @avg
rate 16,5 bpm w/ avg press 1250 psi.
ISIP-1846 psi, 5-min 1573 psi. Flowback
on 16/64" ck. 1-1/2 hrs until dead.

10/31/96 Hot Oil Treatment
Pump 60 bb1shot oil down casing.

12/18/06 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 148 jts.(6302.63')
DEPTH LANDED: 6300'

HOLE SIZE: 7-7/8"

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 200 jts
TUBING ANCHOR: 5175'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: ? (EOT @6092')

SN LANDED AT: 6026'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished rod.

SUCKER RODS: 4-3/4" scrapered, 138-3/4" plain rods, 93-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 6/5/96 6171'-6173' 4 JSPF 4 holes
PUMP NUMBER: ? 6/5/96 6144'-6146' 4 JSPF 8 holes

6/5/96 6105'-6112' 4 JSPF 28 holes
PUMP SIZE: 1-1/2" 6/7/96 5221'-2130' 4 JSPF 36 holes
STROKE LENGTH: 86"

- Anchor @5175' 6/7/96 5213'-5218' 4 JSPF 20 holes

PUMP SPEED, SPM: 7 SPM

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR

- - 5'-12'
4'-46'

617l'-73'

NEWFIELD ENOT@0092'

Monument Butte Federal #15-24
660 FSL 1980 FEL

SWSE Section 24-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31628; Lease



Monument Butte Federal #16-24-8-16
Spud Date: 5/4/96 Put on Initial Production: 76 BOPD,
Production: 6/14/96 GL: 65 MCFPD, 55 BWPD
5399' .KB: 5412, Wellbore Diagram

SURFACE CAS1NG FRACJOB

CSG SIZE: 8-5/8" 6/4/96 6105'-6170' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 99,600#20/40 sd in 548 bbls Boragel.
Breakdown @2969 psi & treated @avg

WEIGHT:24# rate 24.4 bpm @avg press 1700 psi.

LENGTH: 7 jts.(293.31')
ISIP-2283 psi, 5-min 2047 psi. Flowback
on 16/64" ck @l.8 bpm.

DEPTH LANDED: 306.31'
6/6/96 5854'-5895' Frac LODC sand as follows:

HOLE SIZE:12-l/4" 77,700#20/40 sd in 467 bbis BorageL

CEMENT DATA: 120 sxs Premium omt, est 7 bbls to surf. Breakdown @2582 psi & treated @avg
rate 14.9 bpm & avg press 1800 psi.
ISIP-2264 psi, 5-min 2110 psi. Flowback
on 16/64" ck @1.7bpm for 1 hr until
dead.

6/8/96 5378'-5496' Frac C and B-1 sands as follows:
91,500#20/40 sd in 514 bbls of Boragel.
Breakdown @2172 psi treated w/avg "

PRODUCTION CASING rate24 bpm w/avg press 1600 psi. ISIP

CSG SIZE: 5-1/2,, 2264 psi, 5-min 1425 spi. Flowback on
16/64" ck 3 hrs until dead.

GRADE: J-55 04/18/07 5202-5212' Frac D1 sand as follows:
89682#20/40 sand in 678 bbls Lightning 17

WEIGHT: 15.5# f ac fluid. Treated @avg press of3550 psi

LENGTH: 147 jts.(6341.36') w/avg rate of 14.7 BPM. ISIP 2188 psi.
Cale flush: 2316 gal. Actual Bush: 1260 gal.

DEPTH LANDED: 6296.23' 6/11/96 5197-5212' Frac D-1 sand as follows:
HOLE SIZE: 7-7/8" . 92,200# of 20/40 sd in 501 bbls Boragel.

CEMENT DATA: 315 sk Hyfill mixed & 350 sxs thixotropic atee
1 8

Si
br a p

esreated@apvSgt

CEMENT TOP AT: Surface per CBL 5197'-5199= ISIP-1979 psi, 5-min 1425 psi. Flwoback
on 16/64" ck. Flowed for 3 hrs & died.

5202'-5212' 1/4/02 Tubing leak. Isolate water zones.
TUBING Re-perf Update rod and tubing details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4/4/02 Squeeze D sands. Update rod & tubing details

NO, OF JOINTS: 188 jts. (5919.61') 04/18/07 Recompletion Rod & Tubing Detail updated.

TUBING ANCHOR: 5935.41' KB C 5494'-5496'

NO. OF JOINTS: 2 jt. (64.75')

SEATING NIPPLE: 2-7/8" (1.10') 2. 5378'-5384'

SN LANDED AT: 6001.26' KB
C 5854'-5861'

NO. OF JOINTS: 4 jts. (127.09')

TOTAL STRING LENGTH: EOT @6134.29'W/13' KB C 5868'-5878'

5883'-5885'

PERFORATION RECORD

SUCKER RODS
5888'-5891'

6/3/96 6105'-6108' 4 JSPF 12 holes

POLISHED ROD: 1-1/2" x 26' polished rod. 5893'-5895, 6/3/96 6113'-6120' 4 JSPF 28 hbles
6/3/96 6147'-6154' 4 JSPF 28 holes

$UCKER RODS: 6 - 1-1/2" wt rods, 55 - 3/4" scraperd rods, 78 - 3/4" plain
rods, 101 -7/8" scraperd rods, 2-4',6',8' x 7/8" pony rods Anchor @5935, 6/3/96 6168'-6170' 4 JSPF 8 holes

6/5/96 5854'-5861' 4 JSPF 28 holes
PDMP SIZE: 2-1/2' xl 1/2" x 16'x20' RHAC pump

6/5/96 5868'-5878' 4 JSPF 40 holes
STROKE LENGTH: 108" 6105'-6108, 6/5/96 5883'-5885' 4 JSPF 8 holes
PUMP $PEED, SPM: 6 SPM 6/5/96 5888'-5891' 4 JSPF 12 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
6113'-6l20'

6/5/96 5893'-5895' 4 JSPF 8 holes
6/7/96 5378'-5384' 4 JSPF 24 holes

614T-6154, 6/7/96 5494'-5496' 4 JSPF 8 holes
6/10/96 519T-5199' 4 JSPF 8 holes

6168'-6170'
6/10/96 5202'-5212' 4 JSPF 40 holes

04/18/07 5202'-5212' 4 JSPF 40 holes

Inland Resources Inc. or
6°1'34'

Topoffill@6167'
Monument Butte Federal #16-24-8-16 PBTD @6247'

660 FSL & 660 FEL TD @6300'

SESE Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31629; Lease #U-67170

TW 5/31/07

Monument Butte Federal #16-24-8-16
Spud Date: 5/4/96 Put on Initial Production: 76 BOPD,
Production: 6/14/96 GL: 65 MCFPD, 55 BWPD
5399' .KB: 5412, Wellbore Diagram

SURFACE CAS1NG FRACJOB

CSG SIZE: 8-5/8" 6/4/96 6105'-6170' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 99,600#20/40 sd in 548 bbls Boragel.
Breakdown @2969 psi & treated @avg

WEIGHT:24# rate 24.4 bpm @avg press 1700 psi.

LENGTH: 7 jts.(293.31')
ISIP-2283 psi, 5-min 2047 psi. Flowback
on 16/64" ck @l.8 bpm.

DEPTH LANDED: 306.31'
6/6/96 5854'-5895' Frac LODC sand as follows:

HOLE SIZE:12-l/4" 77,700#20/40 sd in 467 bbis BorageL

CEMENT DATA: 120 sxs Premium omt, est 7 bbls to surf. Breakdown @2582 psi & treated @avg
rate 14.9 bpm & avg press 1800 psi.
ISIP-2264 psi, 5-min 2110 psi. Flowback
on 16/64" ck @1.7bpm for 1 hr until
dead.

6/8/96 5378'-5496' Frac C and B-1 sands as follows:
91,500#20/40 sd in 514 bbls of Boragel.
Breakdown @2172 psi treated w/avg "

PRODUCTION CASING rate24 bpm w/avg press 1600 psi. ISIP

CSG SIZE: 5-1/2,, 2264 psi, 5-min 1425 spi. Flowback on
16/64" ck 3 hrs until dead.

GRADE: J-55 04/18/07 5202-5212' Frac D1 sand as follows:
89682#20/40 sand in 678 bbls Lightning 17

WEIGHT: 15.5# f ac fluid. Treated @avg press of3550 psi

LENGTH: 147 jts.(6341.36') w/avg rate of 14.7 BPM. ISIP 2188 psi.
Cale flush: 2316 gal. Actual Bush: 1260 gal.

DEPTH LANDED: 6296.23' 6/11/96 5197-5212' Frac D-1 sand as follows:
HOLE SIZE: 7-7/8" . 92,200# of 20/40 sd in 501 bbls Boragel.

CEMENT DATA: 315 sk Hyfill mixed & 350 sxs thixotropic atee
1 8

Si
br a p

esreated@apvSgt

CEMENT TOP AT: Surface per CBL 5197'-5199= ISIP-1979 psi, 5-min 1425 psi. Flwoback
on 16/64" ck. Flowed for 3 hrs & died.

5202'-5212' 1/4/02 Tubing leak. Isolate water zones.
TUBING Re-perf Update rod and tubing details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4/4/02 Squeeze D sands. Update rod & tubing details

NO, OF JOINTS: 188 jts. (5919.61') 04/18/07 Recompletion Rod & Tubing Detail updated.

TUBING ANCHOR: 5935.41' KB C 5494'-5496'

NO. OF JOINTS: 2 jt. (64.75')

SEATING NIPPLE: 2-7/8" (1.10') 2. 5378'-5384'

SN LANDED AT: 6001.26' KB
C 5854'-5861'

NO. OF JOINTS: 4 jts. (127.09')

TOTAL STRING LENGTH: EOT @6134.29'W/13' KB C 5868'-5878'

5883'-5885'

PERFORATION RECORD

SUCKER RODS
5888'-5891'

6/3/96 6105'-6108' 4 JSPF 12 holes

POLISHED ROD: 1-1/2" x 26' polished rod. 5893'-5895, 6/3/96 6113'-6120' 4 JSPF 28 hbles
6/3/96 6147'-6154' 4 JSPF 28 holes

$UCKER RODS: 6 - 1-1/2" wt rods, 55 - 3/4" scraperd rods, 78 - 3/4" plain
rods, 101 -7/8" scraperd rods, 2-4',6',8' x 7/8" pony rods Anchor @5935, 6/3/96 6168'-6170' 4 JSPF 8 holes

6/5/96 5854'-5861' 4 JSPF 28 holes
PDMP SIZE: 2-1/2' xl 1/2" x 16'x20' RHAC pump

6/5/96 5868'-5878' 4 JSPF 40 holes
STROKE LENGTH: 108" 6105'-6108, 6/5/96 5883'-5885' 4 JSPF 8 holes
PUMP $PEED, SPM: 6 SPM 6/5/96 5888'-5891' 4 JSPF 12 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
6113'-6l20'

6/5/96 5893'-5895' 4 JSPF 8 holes
6/7/96 5378'-5384' 4 JSPF 24 holes

614T-6154, 6/7/96 5494'-5496' 4 JSPF 8 holes
6/10/96 519T-5199' 4 JSPF 8 holes

6168'-6170'
6/10/96 5202'-5212' 4 JSPF 40 holes

04/18/07 5202'-5212' 4 JSPF 40 holes

Inland Resources Inc. or
6°1'34'

Topoffill@6167'
Monument Butte Federal #16-24-8-16 PBTD @6247'

660 FSL & 660 FEL TD @6300'

SESE Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31629; Lease #U-67170

TW 5/31/07

Monument Butte Federal #16-24-8-16
Spud Date: 5/4/96 Put on Initial Production: 76 BOPD,
Production: 6/14/96 GL: 65 MCFPD, 55 BWPD
5399' .KB: 5412, Wellbore Diagram

SURFACE CAS1NG FRACJOB

CSG SIZE: 8-5/8" 6/4/96 6105'-6170' Frac CP-2 and CP-1 sands as follows:

GRADE: J-55 99,600#20/40 sd in 548 bbls Boragel.
Breakdown @2969 psi & treated @avg

WEIGHT:24# rate 24.4 bpm @avg press 1700 psi.

LENGTH: 7 jts.(293.31')
ISIP-2283 psi, 5-min 2047 psi. Flowback
on 16/64" ck @l.8 bpm.

DEPTH LANDED: 306.31'
6/6/96 5854'-5895' Frac LODC sand as follows:

HOLE SIZE:12-l/4" 77,700#20/40 sd in 467 bbis BorageL

CEMENT DATA: 120 sxs Premium omt, est 7 bbls to surf. Breakdown @2582 psi & treated @avg
rate 14.9 bpm & avg press 1800 psi.
ISIP-2264 psi, 5-min 2110 psi. Flowback
on 16/64" ck @1.7bpm for 1 hr until
dead.

6/8/96 5378'-5496' Frac C and B-1 sands as follows:
91,500#20/40 sd in 514 bbls of Boragel.
Breakdown @2172 psi treated w/avg "

PRODUCTION CASING rate24 bpm w/avg press 1600 psi. ISIP

CSG SIZE: 5-1/2,, 2264 psi, 5-min 1425 spi. Flowback on
16/64" ck 3 hrs until dead.

GRADE: J-55 04/18/07 5202-5212' Frac D1 sand as follows:
89682#20/40 sand in 678 bbls Lightning 17

WEIGHT: 15.5# f ac fluid. Treated @avg press of3550 psi

LENGTH: 147 jts.(6341.36') w/avg rate of 14.7 BPM. ISIP 2188 psi.
Cale flush: 2316 gal. Actual Bush: 1260 gal.

DEPTH LANDED: 6296.23' 6/11/96 5197-5212' Frac D-1 sand as follows:
HOLE SIZE: 7-7/8" . 92,200# of 20/40 sd in 501 bbls Boragel.

CEMENT DATA: 315 sk Hyfill mixed & 350 sxs thixotropic atee
1 8

Si
br a p

esreated@apvSgt

CEMENT TOP AT: Surface per CBL 5197'-5199= ISIP-1979 psi, 5-min 1425 psi. Flwoback
on 16/64" ck. Flowed for 3 hrs & died.

5202'-5212' 1/4/02 Tubing leak. Isolate water zones.
TUBING Re-perf Update rod and tubing details.
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4/4/02 Squeeze D sands. Update rod & tubing details

NO, OF JOINTS: 188 jts. (5919.61') 04/18/07 Recompletion Rod & Tubing Detail updated.

TUBING ANCHOR: 5935.41' KB C 5494'-5496'

NO. OF JOINTS: 2 jt. (64.75')

SEATING NIPPLE: 2-7/8" (1.10') 2. 5378'-5384'

SN LANDED AT: 6001.26' KB
C 5854'-5861'

NO. OF JOINTS: 4 jts. (127.09')

TOTAL STRING LENGTH: EOT @6134.29'W/13' KB C 5868'-5878'

5883'-5885'

PERFORATION RECORD

SUCKER RODS
5888'-5891'

6/3/96 6105'-6108' 4 JSPF 12 holes

POLISHED ROD: 1-1/2" x 26' polished rod. 5893'-5895, 6/3/96 6113'-6120' 4 JSPF 28 hbles
6/3/96 6147'-6154' 4 JSPF 28 holes

$UCKER RODS: 6 - 1-1/2" wt rods, 55 - 3/4" scraperd rods, 78 - 3/4" plain
rods, 101 -7/8" scraperd rods, 2-4',6',8' x 7/8" pony rods Anchor @5935, 6/3/96 6168'-6170' 4 JSPF 8 holes

6/5/96 5854'-5861' 4 JSPF 28 holes
PDMP SIZE: 2-1/2' xl 1/2" x 16'x20' RHAC pump

6/5/96 5868'-5878' 4 JSPF 40 holes
STROKE LENGTH: 108" 6105'-6108, 6/5/96 5883'-5885' 4 JSPF 8 holes
PUMP $PEED, SPM: 6 SPM 6/5/96 5888'-5891' 4 JSPF 12 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
6113'-6l20'

6/5/96 5893'-5895' 4 JSPF 8 holes
6/7/96 5378'-5384' 4 JSPF 24 holes

614T-6154, 6/7/96 5494'-5496' 4 JSPF 8 holes
6/10/96 519T-5199' 4 JSPF 8 holes

6168'-6170'
6/10/96 5202'-5212' 4 JSPF 40 holes

04/18/07 5202'-5212' 4 JSPF 40 holes

Inland Resources Inc. or
6°1'34'

Topoffill@6167'
Monument Butte Federal #16-24-8-16 PBTD @6247'

660 FSL & 660 FEL TD @6300'

SESE Section 24-T8S-R16E

Duchesne Co, Utah

API #43-013-31629; Lease #U-67170

TW 5/31/07



Monument Butte NE Federal C-25-8-16
Spud Date: 4-20-07 Initial Production: BOPD,
Put on Production: 6-28-07 Wellbore Diagram MCFD, BWPD
GL; 5416' KB: 5428'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-22-07 6176-6185' Frac CP1 sands as follows:

GRADE: J-55 19923#20/40 sand in 316 bbls Lightning 17
iTac fluid. Treated @avg press of 1646 psi

WEIGHT: 24# Cement top @22' .. w/avg rate of24.8 BPM. ISIP 1815 psi. Calc

LENGTH: 7 jts (306.86')
flush: 6174 gal. Actual flush: 5628 gal.

DEPTH LANDED: 318.53' KB
06-22-07 5420-5476' Frac C, & B.5 sands as follows:

90854#20/40 sand in 666 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1960 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbls cmt to surf. w/avg rate of24,8 BPM. ISIP 2047 psi. Cale
flush: 5418 gal. Actual flush: 4914 gal.

06-22-07 5233-5250' Frac D1 sands as follows:
51299# 20/40 sand in 447 bbls Lightning 17
frac fluid. Treated @avg press of 1681 psi
w/avg rate of24.7 BPM. ISIP 1858 psi. Cale
flush: 5231 gal. Actual flush: 4704 gal

PRODUCTION CASING 06-22-07 4693-4708' Frac GB4 sand as follows:

CSG SIZE: 5-1/2., 29480# 20/40 sand in 302 bble Lightning 17
frac fluid. Treated @avg press of 1856 w/

GRADE: J-55 avg rate of24.8 BPM. ISIP 1941 psi. Cale

WEIGHT: 15.5#
nush:4691 gal. Actual flush: 4629 gal.

4693-4708

LENGTH: 153jts. (6691.92')

DEPTH LANDED: 6705.lT KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 400 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ.

CEMENT TOP AT: 22' 5233-5250'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 196 jts (6131.39') 5420-5430'
TUBING ANCHOR: 6143.39' KB

NO. OF JOINTS: 1jts (31.59')
5468-5476'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6177.08' KB

NO. OF JOINTS: 2 jts (63.33')

TOTAL STRING LENGTH: EOT @6241.96' KB

SUCKER RODS
Anchor @6143' PERFORATION RECORD

SN 6177' 6176-61851' 06-15-07 6176-6185' 4 JSPF 36 holes

POLISHED ROD: 1-1/2" x 26' SM 06-22-07 5468-5476' 4 JSPF 32 holes

SUCKER RODS: 1-4', & 1-2' X 7/8" pony rods, 242- 7/8" scrapered rods, 4 -

06-22-07 5420-5430' 4 JSPF 40 holes

1 ½" weight rods.. 06-22-07 5233-5250' 4 JSPF 68 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
06-22-07 4693-4708' 4 JSPF 60 holes

STROKE LENGTH: 126"

PUMP SPEED, SPM: 5 SPM

EOT @6242'

NEWFIELD
PBTD @6660'

SHOE @6705'
Monument Butte NE Federal C-25-8-16

TD @6709'
66T FNL & 1999' FEL

NW/NE Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33274; Lease # UTU-67170

TK

Monument Butte NE Federal C-25-8-16
Spud Date: 4-20-07 Initial Production: BOPD,
Put on Production: 6-28-07 Wellbore Diagram MCFD, BWPD
GL; 5416' KB: 5428'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-22-07 6176-6185' Frac CP1 sands as follows:

GRADE: J-55 19923#20/40 sand in 316 bbls Lightning 17
iTac fluid. Treated @avg press of 1646 psi

WEIGHT: 24# Cement top @22' .. w/avg rate of24.8 BPM. ISIP 1815 psi. Calc

LENGTH: 7 jts (306.86')
flush: 6174 gal. Actual flush: 5628 gal.

DEPTH LANDED: 318.53' KB
06-22-07 5420-5476' Frac C, & B.5 sands as follows:

90854#20/40 sand in 666 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1960 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbls cmt to surf. w/avg rate of24,8 BPM. ISIP 2047 psi. Cale
flush: 5418 gal. Actual flush: 4914 gal.

06-22-07 5233-5250' Frac D1 sands as follows:
51299# 20/40 sand in 447 bbls Lightning 17
frac fluid. Treated @avg press of 1681 psi
w/avg rate of24.7 BPM. ISIP 1858 psi. Cale
flush: 5231 gal. Actual flush: 4704 gal

PRODUCTION CASING 06-22-07 4693-4708' Frac GB4 sand as follows:

CSG SIZE: 5-1/2., 29480# 20/40 sand in 302 bble Lightning 17
frac fluid. Treated @avg press of 1856 w/

GRADE: J-55 avg rate of24.8 BPM. ISIP 1941 psi. Cale

WEIGHT: 15.5#
nush:4691 gal. Actual flush: 4629 gal.

4693-4708

LENGTH: 153jts. (6691.92')

DEPTH LANDED: 6705.lT KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 400 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ.

CEMENT TOP AT: 22' 5233-5250'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 196 jts (6131.39') 5420-5430'
TUBING ANCHOR: 6143.39' KB

NO. OF JOINTS: 1jts (31.59')
5468-5476'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6177.08' KB

NO. OF JOINTS: 2 jts (63.33')

TOTAL STRING LENGTH: EOT @6241.96' KB

SUCKER RODS
Anchor @6143' PERFORATION RECORD

SN 6177' 6176-61851' 06-15-07 6176-6185' 4 JSPF 36 holes

POLISHED ROD: 1-1/2" x 26' SM 06-22-07 5468-5476' 4 JSPF 32 holes

SUCKER RODS: 1-4', & 1-2' X 7/8" pony rods, 242- 7/8" scrapered rods, 4 -

06-22-07 5420-5430' 4 JSPF 40 holes

1 ½" weight rods.. 06-22-07 5233-5250' 4 JSPF 68 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
06-22-07 4693-4708' 4 JSPF 60 holes

STROKE LENGTH: 126"

PUMP SPEED, SPM: 5 SPM

EOT @6242'

NEWFIELD
PBTD @6660'

SHOE @6705'
Monument Butte NE Federal C-25-8-16

TD @6709'
66T FNL & 1999' FEL

NW/NE Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33274; Lease # UTU-67170

TK

Monument Butte NE Federal C-25-8-16
Spud Date: 4-20-07 Initial Production: BOPD,
Put on Production: 6-28-07 Wellbore Diagram MCFD, BWPD
GL; 5416' KB: 5428'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-22-07 6176-6185' Frac CP1 sands as follows:

GRADE: J-55 19923#20/40 sand in 316 bbls Lightning 17
iTac fluid. Treated @avg press of 1646 psi

WEIGHT: 24# Cement top @22' .. w/avg rate of24.8 BPM. ISIP 1815 psi. Calc

LENGTH: 7 jts (306.86')
flush: 6174 gal. Actual flush: 5628 gal.

DEPTH LANDED: 318.53' KB
06-22-07 5420-5476' Frac C, & B.5 sands as follows:

90854#20/40 sand in 666 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1960 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbls cmt to surf. w/avg rate of24,8 BPM. ISIP 2047 psi. Cale
flush: 5418 gal. Actual flush: 4914 gal.

06-22-07 5233-5250' Frac D1 sands as follows:
51299# 20/40 sand in 447 bbls Lightning 17
frac fluid. Treated @avg press of 1681 psi
w/avg rate of24.7 BPM. ISIP 1858 psi. Cale
flush: 5231 gal. Actual flush: 4704 gal

PRODUCTION CASING 06-22-07 4693-4708' Frac GB4 sand as follows:

CSG SIZE: 5-1/2., 29480# 20/40 sand in 302 bble Lightning 17
frac fluid. Treated @avg press of 1856 w/

GRADE: J-55 avg rate of24.8 BPM. ISIP 1941 psi. Cale

WEIGHT: 15.5#
nush:4691 gal. Actual flush: 4629 gal.

4693-4708

LENGTH: 153jts. (6691.92')

DEPTH LANDED: 6705.lT KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 400 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ.

CEMENT TOP AT: 22' 5233-5250'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 196 jts (6131.39') 5420-5430'
TUBING ANCHOR: 6143.39' KB

NO. OF JOINTS: 1jts (31.59')
5468-5476'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6177.08' KB

NO. OF JOINTS: 2 jts (63.33')

TOTAL STRING LENGTH: EOT @6241.96' KB

SUCKER RODS
Anchor @6143' PERFORATION RECORD

SN 6177' 6176-61851' 06-15-07 6176-6185' 4 JSPF 36 holes

POLISHED ROD: 1-1/2" x 26' SM 06-22-07 5468-5476' 4 JSPF 32 holes

SUCKER RODS: 1-4', & 1-2' X 7/8" pony rods, 242- 7/8" scrapered rods, 4 -

06-22-07 5420-5430' 4 JSPF 40 holes

1 ½" weight rods.. 06-22-07 5233-5250' 4 JSPF 68 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
06-22-07 4693-4708' 4 JSPF 60 holes

STROKE LENGTH: 126"

PUMP SPEED, SPM: 5 SPM

EOT @6242'

NEWFIELD
PBTD @6660'

SHOE @6705'
Monument Butte NE Federal C-25-8-16

TD @6709'
66T FNL & 1999' FEL

NW/NE Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33274; Lease # UTU-67170

TK



Monument Butte Federal #4-25-8-16
Spud Date: 7/16/96 Initial Production: 137 BOPD,

141 MCFPD, 14 BWPD
ut on Production: 8/14/96 Wellbore Diagram
GL: 5454' KB: 5467'
SURFACE CASING
CSG SIZE: 8-5/8" FRAC JOB

GRADE: J-55

WEIGHT:24# 8/2/96 6285'-6290' Frac CP-5 sand as follows:

LENGTH: 283.00'(7 jts.) 68,000# of20/40 sand in 438 bbis ofBoragel.
Treated @avg rate of20.8 bpm w/avg press

DEPTH LANDED: 281.40' GL of2200 psi. ISIP-2398 psi.

HOLE SIZE:12-l/4" 8/5/96 514T-5293' Frac D-1, D-2 & D-3 sands as follows:
138,000#of20/40 sand in 706 bbls of

CEMENT DATA: 120 sxs Premium cmt, est 3 bbis to surf
Boragel. Treated @avg rate of32.5 bpm
w/avg press of 1100psi. ISIP-1900 psi.

- - 8/7/96 4853'-4864' Frac PB-10 sand as follows:
61,300# of20/40 sand in 369 bbls of Borage].
Treated @avg rate of 16.3 bpm w/avg press
of 1750 psi. ISIP-2456 psi.

8/9/96 4710'-4717' Frac GB-6 sand as follows:
PRODUCTION CASING 68,700# of20/40 sd in 385 bbls of Boragel.
CSG SIZE: 5-1/2" Treated @avg rate of 16 bpm w/avg press of

GRADE: J-55 2100 psi. ISIP-2834 psi.

WEIGHT: 15.5#
1/29/02 Tubing leak. Update rod and tubing details.

LENGTH: 151 jts. (6355.35')
7/23/02 Tubing leak. Update rod and tubing details.

DEPTH LANDED: 6351.35, 12/24/03 Tubing leak. Update rod and tubing details.

HOLE SIZE: 7-7/8,, 7-29-05 Tubing leak. Update rod and tubing detail.

CEMENT DATA: 320 sk Hyfill mixed & 360 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING 4710'-4717'

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 179 jts (5678.372 4853'-4864'
TUBING ANCHOR: 5691.3T'

NO. OF JOINTS: 1jts (32.36') 5147'-5152'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5726.35, 5154'-5163'

NO. OF JOINTS: 2 jts (62.64')

TOTAL STRING LENGTH: EOT @5790.72' 5222'-5231'

5233'-5238'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished 5239'-5241'
SUCKER RODS: 6-1 1/2" wt rods, 105 -3/4" guided rods (52 are new) 37- ¾"
plain rods, 80-¾" guidedrods,4-4'x3/4"ponyrod. PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump 5288'-5293' 8/01/96 6285'-6290° 4 JSPF 24 holes

STROKE LENGTH: 86" 8/03/96 5288'-5293' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 SPM Anchor @5691'
8/03/96 5239'-5241' 4 JSPF 8 holes
8/03/96 5233'-5238' 4 JSPF 20 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
8/03/96 5222'-5231' 4 JSPF 36 holes

SN @5727 EOT @5791, 8/03/96 5147'-5152' 2 JSPF 10 holes
8/03/96 Sl54'-5163' 2 JSPF 18 holes

6285'-6290' 8/06/96 4853'-4864' 4 JSPF 44 holes
8/09/96 4710'-471T 4 ]SPF 32 holes

Top of fill ( 6250'
NEWFIELD paroosaos,

Monument Butte Federal #4-25-8-16 TD @6350'
660 FNL & 660 FWL

NWNW Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31639; Lease #U-34346

KC

Monument Butte Federal #4-25-8-16
Spud Date: 7/16/96 Initial Production: 137 BOPD,

141 MCFPD, 14 BWPD
ut on Production: 8/14/96 Wellbore Diagram
GL: 5454' KB: 5467'
SURFACE CASING
CSG SIZE: 8-5/8" FRAC JOB

GRADE: J-55

WEIGHT:24# 8/2/96 6285'-6290' Frac CP-5 sand as follows:

LENGTH: 283.00'(7 jts.) 68,000# of20/40 sand in 438 bbis ofBoragel.
Treated @avg rate of20.8 bpm w/avg press

DEPTH LANDED: 281.40' GL of2200 psi. ISIP-2398 psi.

HOLE SIZE:12-l/4" 8/5/96 514T-5293' Frac D-1, D-2 & D-3 sands as follows:
138,000#of20/40 sand in 706 bbls of

CEMENT DATA: 120 sxs Premium cmt, est 3 bbis to surf
Boragel. Treated @avg rate of32.5 bpm
w/avg press of 1100psi. ISIP-1900 psi.

- - 8/7/96 4853'-4864' Frac PB-10 sand as follows:
61,300# of20/40 sand in 369 bbls of Borage].
Treated @avg rate of 16.3 bpm w/avg press
of 1750 psi. ISIP-2456 psi.

8/9/96 4710'-4717' Frac GB-6 sand as follows:
PRODUCTION CASING 68,700# of20/40 sd in 385 bbls of Boragel.
CSG SIZE: 5-1/2" Treated @avg rate of 16 bpm w/avg press of

GRADE: J-55 2100 psi. ISIP-2834 psi.

WEIGHT: 15.5#
1/29/02 Tubing leak. Update rod and tubing details.

LENGTH: 151 jts. (6355.35')
7/23/02 Tubing leak. Update rod and tubing details.

DEPTH LANDED: 6351.35, 12/24/03 Tubing leak. Update rod and tubing details.

HOLE SIZE: 7-7/8,, 7-29-05 Tubing leak. Update rod and tubing detail.

CEMENT DATA: 320 sk Hyfill mixed & 360 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING 4710'-4717'

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 179 jts (5678.372 4853'-4864'
TUBING ANCHOR: 5691.3T'

NO. OF JOINTS: 1jts (32.36') 5147'-5152'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5726.35, 5154'-5163'

NO. OF JOINTS: 2 jts (62.64')

TOTAL STRING LENGTH: EOT @5790.72' 5222'-5231'

5233'-5238'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished 5239'-5241'
SUCKER RODS: 6-1 1/2" wt rods, 105 -3/4" guided rods (52 are new) 37- ¾"
plain rods, 80-¾" guidedrods,4-4'x3/4"ponyrod. PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump 5288'-5293' 8/01/96 6285'-6290° 4 JSPF 24 holes

STROKE LENGTH: 86" 8/03/96 5288'-5293' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 SPM Anchor @5691'
8/03/96 5239'-5241' 4 JSPF 8 holes
8/03/96 5233'-5238' 4 JSPF 20 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
8/03/96 5222'-5231' 4 JSPF 36 holes

SN @5727 EOT @5791, 8/03/96 5147'-5152' 2 JSPF 10 holes
8/03/96 Sl54'-5163' 2 JSPF 18 holes

6285'-6290' 8/06/96 4853'-4864' 4 JSPF 44 holes
8/09/96 4710'-471T 4 ]SPF 32 holes

Top of fill ( 6250'
NEWFIELD paroosaos,

Monument Butte Federal #4-25-8-16 TD @6350'
660 FNL & 660 FWL

NWNW Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31639; Lease #U-34346

KC

Monument Butte Federal #4-25-8-16
Spud Date: 7/16/96 Initial Production: 137 BOPD,

141 MCFPD, 14 BWPD
ut on Production: 8/14/96 Wellbore Diagram
GL: 5454' KB: 5467'
SURFACE CASING
CSG SIZE: 8-5/8" FRAC JOB

GRADE: J-55

WEIGHT:24# 8/2/96 6285'-6290' Frac CP-5 sand as follows:

LENGTH: 283.00'(7 jts.) 68,000# of20/40 sand in 438 bbis ofBoragel.
Treated @avg rate of20.8 bpm w/avg press

DEPTH LANDED: 281.40' GL of2200 psi. ISIP-2398 psi.

HOLE SIZE:12-l/4" 8/5/96 514T-5293' Frac D-1, D-2 & D-3 sands as follows:
138,000#of20/40 sand in 706 bbls of

CEMENT DATA: 120 sxs Premium cmt, est 3 bbis to surf
Boragel. Treated @avg rate of32.5 bpm
w/avg press of 1100psi. ISIP-1900 psi.

- - 8/7/96 4853'-4864' Frac PB-10 sand as follows:
61,300# of20/40 sand in 369 bbls of Borage].
Treated @avg rate of 16.3 bpm w/avg press
of 1750 psi. ISIP-2456 psi.

8/9/96 4710'-4717' Frac GB-6 sand as follows:
PRODUCTION CASING 68,700# of20/40 sd in 385 bbls of Boragel.
CSG SIZE: 5-1/2" Treated @avg rate of 16 bpm w/avg press of

GRADE: J-55 2100 psi. ISIP-2834 psi.

WEIGHT: 15.5#
1/29/02 Tubing leak. Update rod and tubing details.

LENGTH: 151 jts. (6355.35')
7/23/02 Tubing leak. Update rod and tubing details.

DEPTH LANDED: 6351.35, 12/24/03 Tubing leak. Update rod and tubing details.

HOLE SIZE: 7-7/8,, 7-29-05 Tubing leak. Update rod and tubing detail.

CEMENT DATA: 320 sk Hyfill mixed & 360 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING 4710'-4717'

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 179 jts (5678.372 4853'-4864'
TUBING ANCHOR: 5691.3T'

NO. OF JOINTS: 1jts (32.36') 5147'-5152'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5726.35, 5154'-5163'

NO. OF JOINTS: 2 jts (62.64')

TOTAL STRING LENGTH: EOT @5790.72' 5222'-5231'

5233'-5238'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished 5239'-5241'
SUCKER RODS: 6-1 1/2" wt rods, 105 -3/4" guided rods (52 are new) 37- ¾"
plain rods, 80-¾" guidedrods,4-4'x3/4"ponyrod. PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump 5288'-5293' 8/01/96 6285'-6290° 4 JSPF 24 holes

STROKE LENGTH: 86" 8/03/96 5288'-5293' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 SPM Anchor @5691'
8/03/96 5239'-5241' 4 JSPF 8 holes
8/03/96 5233'-5238' 4 JSPF 20 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
8/03/96 5222'-5231' 4 JSPF 36 holes

SN @5727 EOT @5791, 8/03/96 5147'-5152' 2 JSPF 10 holes
8/03/96 Sl54'-5163' 2 JSPF 18 holes

6285'-6290' 8/06/96 4853'-4864' 4 JSPF 44 holes
8/09/96 4710'-471T 4 ]SPF 32 holes

Top of fill ( 6250'
NEWFIELD paroosaos,

Monument Butte Federal #4-25-8-16 TD @6350'
660 FNL & 660 FWL

NWNW Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31639; Lease #U-34346

KC



Initial Production: 149 BO,
SpuddDate 34//2273//9966Puton ÀÍOnument Butte Federal #3-25-8-16 94MCF,3BWPD

Put on Injection: 1/29/97
GL: 5432' KB; 5445' Injection Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/16/96 5425'-5310' Frac B-1, Bi-Carb and C sand as follows:
GRADE: J-55 93,600#of20/40 sd in 583 bb1sofBoragel.

WEIGHT:24# Treated @avg Rate 31 bpm, avg press 1800

LENGTH: 293.72' psi. ISIP-1991 psi. Cale. flush: 5420 gal.

DEPTH LANDED: 290.52, Actual flush: 5262 gal

HOLE SIZE:12-l/4" 4/21/96 5142'-5160' Frac D-1 sand as follows:

CEMENT DATA: 120 sxs Premium cmt
79,000#20/49 sd in 471 bols Boragel.
Treated @avg rate 30 bpm w/1550 psi avg.
ISIP 1967 psi. Cale flush: 5142 gal. Actual
flush: 5039 gal,

1/24/97 Convert to injector.

7-26-05 6110-6166' Recompletion Frac CP2 & CP3 sand as

PRODUCTION CASING follows: 19,005#'s 20/40 sd in 198 bbis of

CSG SIZE: 5-1/2" Lightning 17 frac fluid. Treated @avg
pressure 3580 psi @ave rate of 14 BPM.

GRADE: J-55
ISIP 2250 psi. Calc flush: 1616 gal. AòMal

WEIGHT: 15.5# flush: 1504 gal.
LENGTH: 147 jts. (6247') 7-26-05 5200-5238' Recompletion Frac D2 & D3 sands as
DEPTH LANDED: 6250.31' follows:14,299#'s 20/40 sd in 158 bbls of
HOLE SIZE: 7-7/8" Lightning 17 frac fluid. Treated @avg

CEMENT DATA: 275 sk Hyfil mixed & 350 sxs thixotropic pressure 3408 psi @ave rate of 14.1 BPM.

CEMENT TOP AT: Surtàce per CBL ISIP 2500 psi. Cale flush: 1313 gal. Actual
flush: 1193 gal.

7-26-05 4842-4856' Recompletion Frac PB10 sands as
follows: 22,023#'s 20/40 sd in 338 bb1sof

TUBING Lightning 17 frac fluid. Treated (gavg
pressure 3015 psi @ave rate of 14.1 BPM.

SIZE/GRADE/WT.: 2 7/8 / M-50 / 6.5# ISIP 2100 psi. Calc flush: 1333 gal. Actual

NO. OF JOINTS: 164jts flush: 1155 gal.
SEATING NIPPLE: 2 7/8" 1.10' Packer @4798' 8-17-05 MIT completed
SN LANDED AT: 4793.68 KB

PACKER: 4798.03' KB

TOTAL STRING LENGTH: 4802.28 4842-4856'

5130-5134'

5142-5148'

5232-5238' PERFORATION RECORD

5310-5313' 4/15/96 5420'-5425' 4 JSPF 20 holes
4/15/96 5375'-5378' 4 JSPF 12 holes.
4/15/96 5310'-5313' 4 JSPF 12ËË

5375-5378'
4/17/96 5142'-5148' 4 JSPF 24 holes

5420-5425' 4/17/96 5150'-5160' 4 JSPF 40 höles

7-25-05 6110-6114' 4 JSPF 16 holes
6110-6114, 7-25-05 6160-6166' 4 JSPF 24 holes

7-25-05 5232-5238' 4 JSPF 24 holes
7-25-05 5200-5206' 4 JSPF 24 holes

160-6166> 7-25-05 5130-5134' 4 JSPF 16holes
7-25-05 4842-4856' 4- JFPF 56 holes

NEWFIELD
SN @ 4793'
EOT @ 4798'

Monument Butte Federal #3-25-8-16
PBTD @6199' sand

756 FNL 1946 FEL TD @6250'
NENW Section 25-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31605; Lease #U-67170

KC

Initial Production: 149 BO,
SpuddDate 34//2273//9966Puton ÀÍOnument Butte Federal #3-25-8-16 94MCF,3BWPD

Put on Injection: 1/29/97
GL: 5432' KB; 5445' Injection Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/16/96 5425'-5310' Frac B-1, Bi-Carb and C sand as follows:
GRADE: J-55 93,600#of20/40 sd in 583 bb1sofBoragel.

WEIGHT:24# Treated @avg Rate 31 bpm, avg press 1800

LENGTH: 293.72' psi. ISIP-1991 psi. Cale. flush: 5420 gal.

DEPTH LANDED: 290.52, Actual flush: 5262 gal

HOLE SIZE:12-l/4" 4/21/96 5142'-5160' Frac D-1 sand as follows:

CEMENT DATA: 120 sxs Premium cmt
79,000#20/49 sd in 471 bols Boragel.
Treated @avg rate 30 bpm w/1550 psi avg.
ISIP 1967 psi. Cale flush: 5142 gal. Actual
flush: 5039 gal,

1/24/97 Convert to injector.

7-26-05 6110-6166' Recompletion Frac CP2 & CP3 sand as

PRODUCTION CASING follows: 19,005#'s 20/40 sd in 198 bbis of

CSG SIZE: 5-1/2" Lightning 17 frac fluid. Treated @avg
pressure 3580 psi @ave rate of 14 BPM.

GRADE: J-55
ISIP 2250 psi. Calc flush: 1616 gal. AòMal

WEIGHT: 15.5# flush: 1504 gal.
LENGTH: 147 jts. (6247') 7-26-05 5200-5238' Recompletion Frac D2 & D3 sands as
DEPTH LANDED: 6250.31' follows:14,299#'s 20/40 sd in 158 bbls of
HOLE SIZE: 7-7/8" Lightning 17 frac fluid. Treated @avg

CEMENT DATA: 275 sk Hyfil mixed & 350 sxs thixotropic pressure 3408 psi @ave rate of 14.1 BPM.

CEMENT TOP AT: Surtàce per CBL ISIP 2500 psi. Cale flush: 1313 gal. Actual
flush: 1193 gal.

7-26-05 4842-4856' Recompletion Frac PB10 sands as
follows: 22,023#'s 20/40 sd in 338 bb1sof

TUBING Lightning 17 frac fluid. Treated (gavg
pressure 3015 psi @ave rate of 14.1 BPM.

SIZE/GRADE/WT.: 2 7/8 / M-50 / 6.5# ISIP 2100 psi. Calc flush: 1333 gal. Actual

NO. OF JOINTS: 164jts flush: 1155 gal.
SEATING NIPPLE: 2 7/8" 1.10' Packer @4798' 8-17-05 MIT completed
SN LANDED AT: 4793.68 KB

PACKER: 4798.03' KB

TOTAL STRING LENGTH: 4802.28 4842-4856'

5130-5134'

5142-5148'

5232-5238' PERFORATION RECORD

5310-5313' 4/15/96 5420'-5425' 4 JSPF 20 holes
4/15/96 5375'-5378' 4 JSPF 12 holes.
4/15/96 5310'-5313' 4 JSPF 12ËË

5375-5378'
4/17/96 5142'-5148' 4 JSPF 24 holes

5420-5425' 4/17/96 5150'-5160' 4 JSPF 40 höles

7-25-05 6110-6114' 4 JSPF 16 holes
6110-6114, 7-25-05 6160-6166' 4 JSPF 24 holes

7-25-05 5232-5238' 4 JSPF 24 holes
7-25-05 5200-5206' 4 JSPF 24 holes

160-6166> 7-25-05 5130-5134' 4 JSPF 16holes
7-25-05 4842-4856' 4- JFPF 56 holes

NEWFIELD
SN @ 4793'
EOT @ 4798'

Monument Butte Federal #3-25-8-16
PBTD @6199' sand

756 FNL 1946 FEL TD @6250'
NENW Section 25-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31605; Lease #U-67170

KC



Monument Butte Federal #1-25
Spud Date: 4/17/96 Initial Production: 354 BOPD,

t on Production: 5/10/96
N Wellbore Diagrani 458 MCFPD, 8 BWPD

E FRACJOB

CSG SIZE: 8-5/8 4/30/96 6091'-6184' Frac CP-3 and CP-2 sand as follow

GRADE: J-55 83,400#20/40 sd in 523 bbls Borageb

WEIGHT:24#
Breakdown @1801 psi. ISIP 1760 psi, 5-

min 1631 psi. Flowback after 5 Inin SI on

LENGTH: 304' 16/64" ek @1,6 bpm.

DEPTH LANDED: 303' 5/2/96 5459'-5468' Frac B-2 sand as follows:

HOLE SIZE:12-l/4,,
50,000# of 20/40 sd in 353 bbls Boragel.
Breakdown @1008 psi. Treated @avg

CEMENT DATA: 120 sxs Premium emt, est S bbis to surf rate 16.8 bpm, avg press 1450#. ISIP-
2256 psi, 5-min 2042 psi. Flowback on
16/64" ck @l bpm.

5/4/96 5317'-5327' Frac C sand as follows:
57,400#of20/40 sd in 383 bb1sof
Boragel. Frmtn broke @1797#. Avg
treating press 1450# @162 bpm. ISIP-
1820 psi, 5-min 1698 psi. Start flowback

PRODUCTION CASING on 16/64" ek @l.5 bpm.

CSG SIZE: 5-1/2" 5/7/96 5151'-5160' Frac D-1 sand as follows:

GRADE: J-55 56,400# of20/40 sd in 379 bbis of
Boragel. Breakdown @1794 psi, treat @

WEIGHT: 15.5# avg rate 18.5, avg press 1300 psi. ISIP-

LENGTH: 146 jts. 1843 psi, 5-min 1775 psi. Sta11flowback
on 16/64" ck @1.7 bpm, flowed for 1-

DEPTH LANDED: 6246.44' 1/4 hours & died.

HOLE SIZE: 7-7/8" 3/14/07 5 Year MIT completed and submitted.

CEMENT DATA: 275 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surfàce per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 199jts
TUBlNG ANCHOR: 5864'

SEATING NIPPLE: 2-7/8" (L10')

TOTAL STRING LENGTH: ? (EOT @5999')

SN LANDED AT: ?'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-3/4" scrapered, 132-3/4" slick rods, 95-3/4" scrapered
PERFORATION RECORD

TOTAL ROD STRING LENGTH: ?
4/25/96 6l79'-6184' 4 JSPF ? holes

PUMP NUMBER: ? . ~ '-60' 4/25/96 609l'-6094' 4 JSPF ? holes

PUMP SIZE: 2-1/2" x 1-1/2" x 10 x 15 RHAC 5162'-69, 4/25/96 6097'-6105' 4 JSPF ? holes
5/1/96 5459'-5468' 4 JSPF 36 holes

STROKE LENGTH: 86"
..

'-27' 5/3/96 531T-532T 4 JSPF 40 holes

PUMP SPEED, SPM: 7 SPM 5/6/96 5151'-5160' 4 JSPF 36 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
'-68, 5/6/96 5162 -5169' 4 JSPF 28 holes

Anchor @5864'

l'-94'
609T-6105'

9'-84'

NEWFIELD
SN @?'

EU-
EOTD

207
TD @6250'

Monument Butte Federal #1-25
660 FNL 660 FEL

NENE Section 25-T8S-R16E
Duchesne Co, Utah

API #43-013-31608; Lease #U-67170

Monument Butte Federal #1-25
Spud Date: 4/17/96 Initial Production: 354 BOPD,

t on Production: 5/10/96
N Wellbore Diagrani 458 MCFPD, 8 BWPD

E FRACJOB

CSG SIZE: 8-5/8 4/30/96 6091'-6184' Frac CP-3 and CP-2 sand as follow

GRADE: J-55 83,400#20/40 sd in 523 bbls Borageb

WEIGHT:24#
Breakdown @1801 psi. ISIP 1760 psi, 5-

min 1631 psi. Flowback after 5 Inin SI on

LENGTH: 304' 16/64" ek @1,6 bpm.

DEPTH LANDED: 303' 5/2/96 5459'-5468' Frac B-2 sand as follows:

HOLE SIZE:12-l/4,,
50,000# of 20/40 sd in 353 bbls Boragel.
Breakdown @1008 psi. Treated @avg

CEMENT DATA: 120 sxs Premium emt, est S bbis to surf rate 16.8 bpm, avg press 1450#. ISIP-
2256 psi, 5-min 2042 psi. Flowback on
16/64" ck @l bpm.

5/4/96 5317'-5327' Frac C sand as follows:
57,400#of20/40 sd in 383 bb1sof
Boragel. Frmtn broke @1797#. Avg
treating press 1450# @162 bpm. ISIP-
1820 psi, 5-min 1698 psi. Start flowback

PRODUCTION CASING on 16/64" ek @l.5 bpm.

CSG SIZE: 5-1/2" 5/7/96 5151'-5160' Frac D-1 sand as follows:

GRADE: J-55 56,400# of20/40 sd in 379 bbis of
Boragel. Breakdown @1794 psi, treat @

WEIGHT: 15.5# avg rate 18.5, avg press 1300 psi. ISIP-

LENGTH: 146 jts. 1843 psi, 5-min 1775 psi. Sta11flowback
on 16/64" ck @1.7 bpm, flowed for 1-

DEPTH LANDED: 6246.44' 1/4 hours & died.

HOLE SIZE: 7-7/8" 3/14/07 5 Year MIT completed and submitted.

CEMENT DATA: 275 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surfàce per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 199jts
TUBlNG ANCHOR: 5864'

SEATING NIPPLE: 2-7/8" (L10')

TOTAL STRING LENGTH: ? (EOT @5999')

SN LANDED AT: ?'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-3/4" scrapered, 132-3/4" slick rods, 95-3/4" scrapered
PERFORATION RECORD

TOTAL ROD STRING LENGTH: ?
4/25/96 6l79'-6184' 4 JSPF ? holes

PUMP NUMBER: ? . ~ '-60' 4/25/96 609l'-6094' 4 JSPF ? holes

PUMP SIZE: 2-1/2" x 1-1/2" x 10 x 15 RHAC 5162'-69, 4/25/96 6097'-6105' 4 JSPF ? holes
5/1/96 5459'-5468' 4 JSPF 36 holes

STROKE LENGTH: 86"
..

'-27' 5/3/96 531T-532T 4 JSPF 40 holes

PUMP SPEED, SPM: 7 SPM 5/6/96 5151'-5160' 4 JSPF 36 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
'-68, 5/6/96 5162 -5169' 4 JSPF 28 holes

Anchor @5864'

l'-94'
609T-6105'

9'-84'

NEWFIELD
SN @?'

EU-
EOTD

207
TD @6250'

Monument Butte Federal #1-25
660 FNL 660 FEL

NENE Section 25-T8S-R16E
Duchesne Co, Utah

API #43-013-31608; Lease #U-67170

Monument Butte Federal #1-25
Spud Date: 4/17/96 Initial Production: 354 BOPD,

t on Production: 5/10/96
N Wellbore Diagrani 458 MCFPD, 8 BWPD

E FRACJOB

CSG SIZE: 8-5/8 4/30/96 6091'-6184' Frac CP-3 and CP-2 sand as follow

GRADE: J-55 83,400#20/40 sd in 523 bbls Borageb

WEIGHT:24#
Breakdown @1801 psi. ISIP 1760 psi, 5-

min 1631 psi. Flowback after 5 Inin SI on

LENGTH: 304' 16/64" ek @1,6 bpm.

DEPTH LANDED: 303' 5/2/96 5459'-5468' Frac B-2 sand as follows:

HOLE SIZE:12-l/4,,
50,000# of 20/40 sd in 353 bbls Boragel.
Breakdown @1008 psi. Treated @avg

CEMENT DATA: 120 sxs Premium emt, est S bbis to surf rate 16.8 bpm, avg press 1450#. ISIP-
2256 psi, 5-min 2042 psi. Flowback on
16/64" ck @l bpm.

5/4/96 5317'-5327' Frac C sand as follows:
57,400#of20/40 sd in 383 bb1sof
Boragel. Frmtn broke @1797#. Avg
treating press 1450# @162 bpm. ISIP-
1820 psi, 5-min 1698 psi. Start flowback

PRODUCTION CASING on 16/64" ek @l.5 bpm.

CSG SIZE: 5-1/2" 5/7/96 5151'-5160' Frac D-1 sand as follows:

GRADE: J-55 56,400# of20/40 sd in 379 bbis of
Boragel. Breakdown @1794 psi, treat @

WEIGHT: 15.5# avg rate 18.5, avg press 1300 psi. ISIP-

LENGTH: 146 jts. 1843 psi, 5-min 1775 psi. Sta11flowback
on 16/64" ck @1.7 bpm, flowed for 1-

DEPTH LANDED: 6246.44' 1/4 hours & died.

HOLE SIZE: 7-7/8" 3/14/07 5 Year MIT completed and submitted.

CEMENT DATA: 275 sk Hyfill mixed & 355 sxs thixotropic

CEMENT TOP AT: Surfàce per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 199jts
TUBlNG ANCHOR: 5864'

SEATING NIPPLE: 2-7/8" (L10')

TOTAL STRING LENGTH: ? (EOT @5999')

SN LANDED AT: ?'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-3/4" scrapered, 132-3/4" slick rods, 95-3/4" scrapered
PERFORATION RECORD

TOTAL ROD STRING LENGTH: ?
4/25/96 6l79'-6184' 4 JSPF ? holes

PUMP NUMBER: ? . ~ '-60' 4/25/96 609l'-6094' 4 JSPF ? holes

PUMP SIZE: 2-1/2" x 1-1/2" x 10 x 15 RHAC 5162'-69, 4/25/96 6097'-6105' 4 JSPF ? holes
5/1/96 5459'-5468' 4 JSPF 36 holes

STROKE LENGTH: 86"
..

'-27' 5/3/96 531T-532T 4 JSPF 40 holes

PUMP SPEED, SPM: 7 SPM 5/6/96 5151'-5160' 4 JSPF 36 holes

LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL-GR
'-68, 5/6/96 5162 -5169' 4 JSPF 28 holes

Anchor @5864'

l'-94'
609T-6105'

9'-84'

NEWFIELD
SN @?'

EU-
EOTD

207
TD @6250'

Monument Butte Federal #1-25
660 FNL 660 FEL

NENE Section 25-T8S-R16E
Duchesne Co, Utah

API #43-013-31608; Lease #U-67170



SpudDate:5/18/96
Tar Sands Federal #4-30

POP: 6/26/96
Initial Production: 224 BOPD,

Wellbore Diagram 140 MCFPD, 8 BWPD
GL: 5378' KB: 5391'

FRAC JOB

SURFACE CASING 6/19/96 5160'-5172' Frac D-1 sand as follows:

CSG SIZE: 8-5/8,, 94,400#20/40 sand in 470 bbis of
Boragel. Breakdown @1613 psi, treated

GRADE: J-55 @avg rate 18.3 bpm wlavg press of l670

WEIGHT:24# psi. ISIP 1947 psi, 5-min 1877 psi. Start
flowback on 16/64" ck after 5 min.

LENGTH: 7 jts.(287.64') Flowed for 3 hrs and died.

DEPTH LANDED: 300' KB 6/21/96 4629'-4650' Frac GB-4 sand as follows:

HOLE SIZE:12-1/4,, 95,400# of 20/40 sand in 491 bbls of
Boragel. Breakdown @1777 psi. Treated

CEMENT DATA: 120 sxs Premium omt, est 5 bbls to surf @avg rate 18.2 bpm w/avg press of 1470
psi. ISIP-2166 psi. 5-min 1637 psi.
Flowback after 5 min on 16/64" ck.
Flowed for 5-1/2 hrs & died.

02/28/07 Workover Rod & Tubing Detail Updated.
11-15-07 Tubing Leak. Updated rod & tubingPRODUCTION CASING details.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 166 jts. (6255.57')

DEPTH LANDED: 625L57' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 290 sk Hyfill mixed & 360 sxs thixotropic

CEMENT TOP AT: Surfàce per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 166jts 5190.1l'

TUBING ANCHOR: 5202.11'

NO OF JOINTS: 2 Jts, (60,71')

SEAT1NGNIPPLE: 2-7/8" (1.10')

SN LANDED AT; (5265.62)

NO. OF JOINTS: 2 jts (63.19)

TOTAL STR1NGLENGTH: (EOT @5330.36')KB

SUCKER RODS 4

POLISHED ROD: 1-1/2" x 26' SM 5160'-72'
SUCKER RODS: 99-7/8" guided,7-3/4" guided rods, 88-3/4" slick rods, 10-3/4" PERFORATION RECORD
guided, 6-1 ½" weight bars Anchor @5202' 6/18/96 5160'-5l72' 4 JSPF 48 holes
PUMP SlZE: 2-l/2" x 1-3/4" x 19 1/2' RHAC 6/20/96 4629'-4632' 4 JSPF 12 holes
STROKE LENGTH: 98" 6/20/96 4635'-4644' 4 JSPF 36 holes

6/20/96 4645'-4650' 4 JSPF 20 holes
PUMP SPEED, SPM: 5 SPM

SN @5265.62'

EOT @5330.36'

NEWFIELD ----

Sand Top @6240'
PBTD @6250'

Tar Sands Federal #4-30 TD @6252'

559 FNL 643 FWL

NWNW Section 30-T8S-RI7E

Duchesne Co, Utah

API #43-013-31621; Lease #U-74869
TW

SpudDate:5/18/96
Tar Sands Federal #4-30

POP: 6/26/96
Initial Production: 224 BOPD,

Wellbore Diagram 140 MCFPD, 8 BWPD
GL: 5378' KB: 5391'
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CSG SIZE: 8-5/8,, 94,400#20/40 sand in 470 bbis of
Boragel. Breakdown @1613 psi, treated

GRADE: J-55 @avg rate 18.3 bpm wlavg press of l670

WEIGHT:24# psi. ISIP 1947 psi, 5-min 1877 psi. Start
flowback on 16/64" ck after 5 min.

LENGTH: 7 jts.(287.64') Flowed for 3 hrs and died.
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HOLE SIZE:12-1/4,, 95,400# of 20/40 sand in 491 bbls of
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CEMENT DATA: 120 sxs Premium omt, est 5 bbls to surf @avg rate 18.2 bpm w/avg press of 1470
psi. ISIP-2166 psi. 5-min 1637 psi.
Flowback after 5 min on 16/64" ck.
Flowed for 5-1/2 hrs & died.

02/28/07 Workover Rod & Tubing Detail Updated.
11-15-07 Tubing Leak. Updated rod & tubingPRODUCTION CASING details.
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SN LANDED AT; (5265.62)

NO. OF JOINTS: 2 jts (63.19)

TOTAL STR1NGLENGTH: (EOT @5330.36')KB
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POLISHED ROD: 1-1/2" x 26' SM 5160'-72'
SUCKER RODS: 99-7/8" guided,7-3/4" guided rods, 88-3/4" slick rods, 10-3/4" PERFORATION RECORD
guided, 6-1 ½" weight bars Anchor @5202' 6/18/96 5160'-5l72' 4 JSPF 48 holes
PUMP SlZE: 2-l/2" x 1-3/4" x 19 1/2' RHAC 6/20/96 4629'-4632' 4 JSPF 12 holes
STROKE LENGTH: 98" 6/20/96 4635'-4644' 4 JSPF 36 holes

6/20/96 4645'-4650' 4 JSPF 20 holes
PUMP SPEED, SPM: 5 SPM
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559 FNL 643 FWL

NWNW Section 30-T8S-RI7E

Duchesne Co, Utah

API #43-013-31621; Lease #U-74869
TW

SpudDate:5/18/96
Tar Sands Federal #4-30

POP: 6/26/96
Initial Production: 224 BOPD,

Wellbore Diagram 140 MCFPD, 8 BWPD
GL: 5378' KB: 5391'

FRAC JOB

SURFACE CASING 6/19/96 5160'-5172' Frac D-1 sand as follows:

CSG SIZE: 8-5/8,, 94,400#20/40 sand in 470 bbis of
Boragel. Breakdown @1613 psi, treated

GRADE: J-55 @avg rate 18.3 bpm wlavg press of l670

WEIGHT:24# psi. ISIP 1947 psi, 5-min 1877 psi. Start
flowback on 16/64" ck after 5 min.

LENGTH: 7 jts.(287.64') Flowed for 3 hrs and died.

DEPTH LANDED: 300' KB 6/21/96 4629'-4650' Frac GB-4 sand as follows:

HOLE SIZE:12-1/4,, 95,400# of 20/40 sand in 491 bbls of
Boragel. Breakdown @1777 psi. Treated

CEMENT DATA: 120 sxs Premium omt, est 5 bbls to surf @avg rate 18.2 bpm w/avg press of 1470
psi. ISIP-2166 psi. 5-min 1637 psi.
Flowback after 5 min on 16/64" ck.
Flowed for 5-1/2 hrs & died.

02/28/07 Workover Rod & Tubing Detail Updated.
11-15-07 Tubing Leak. Updated rod & tubingPRODUCTION CASING details.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 166 jts. (6255.57')

DEPTH LANDED: 625L57' KB
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CEMENT DATA: 290 sk Hyfill mixed & 360 sxs thixotropic
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SIZE/GRADE/WT.: 2-7/8" / M-50
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NO OF JOINTS: 2 Jts, (60,71')

SEAT1NGNIPPLE: 2-7/8" (1.10')

SN LANDED AT; (5265.62)

NO. OF JOINTS: 2 jts (63.19)

TOTAL STR1NGLENGTH: (EOT @5330.36')KB

SUCKER RODS 4

POLISHED ROD: 1-1/2" x 26' SM 5160'-72'
SUCKER RODS: 99-7/8" guided,7-3/4" guided rods, 88-3/4" slick rods, 10-3/4" PERFORATION RECORD
guided, 6-1 ½" weight bars Anchor @5202' 6/18/96 5160'-5l72' 4 JSPF 48 holes
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559 FNL 643 FWL

NWNW Section 30-T8S-RI7E
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TW



Federal H-25-8-16
Spud Date: 4-18-2007 Initial Production: BOPD,
Put on Production: 6-20-2007 Wellbore Diagram MCFD, BWPD
GL: 5434' KB: 5446'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-14-07 6388-6408' Frac CPS sands as follows:

GRADE: J-55 39472#20/40 sand in 433 bbis Lightning 17
frac fluid. Treated @avg press of 1988 psi

WEIGHT: 24# Cement top @260' w/avg rate of24.8 BPM. ISIP 2380 psi. Cale
LENGTH: 7 jts (301.23') flush: 6386 gal. Actual flush: 5922 gaL

DEPTH LANDED: 313.08' KB 06-14-07 6311-6328' Frac CP4 sands as follows:
39700#20/40 sand in 419 bb1sLightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1915 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis omt to surf w/avg rate of24.8 BPM. ISIP 2190 psi. Calc
flush: 6309 gal. Actual flush; 5838 gal.

06-14-07 6192-6254' Frac CP3, & CP2 sands as follows:
29158#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of 2328 psi
w/avg rate of24.8 BPM. ISIP 2260 psi. Calc
flush: 6190 gal. Actual flush: 5754 gal.

PRODUCTION CASING
CSG SIZE: 5-1/,,, 06-14-07 5952-5964' Frac LODC sands as follows:

59537#20/40 sand in 534 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of 2694 w/

WEIGHT: 15.5# avg rate of 24.8 BPM. ISIP 2270 psi. Cale
flush: 5950 gal. Actual flush: 5460 gal.

LENGTH: 150jts. (6563.15')

DEPTH LANDED: 6576.4' KB
06-14-07 5444-5452' Frac B.5 sands as follows:

19361#20/40 sand in 301 bbls Lightning 17
HOLE SIZE: 7-7/8" 4622-4634' frac fluid. Treated @avg press of2302 w/

CEMENT DATA: 350 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ. 4718-4732' us!
Se4

gl t
alISIP 20400 psi. Calc

CEMENT TOP AT: 260'
5218-5236, 06-15-07 5218-5283'

0
OD22/4D1 s

5 7 l ightning 17
5277-5283, frac fluid. Treated @avg press of 2027 w/

TUBING avgrateof24.8BPM.ISIP2260psi.Cale

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5444-5452'
flush; 5216 gal. Actual flush: 4746 gal

NO. OF JOINTS: 204 jts (6366.95') 06-15-07 4718-4732' Frac GB6 sands as follows:
39978#20/40 sand in 374 bb1sLightning 17

TUBING ANCHOR: 6378.95' KB fiac fluid. Treated @avg press of 1964 w/

NO. OF JOINTS: 1jts (31.66') avg rate of24.8 BPM. ISIP 2010 psi. Cale
flush: 4716 gal. Actual flush: 4242 gal.

SEATING NIPPLE: 2-7/8" (1.10') -·- 5952-5964'

SN LANDED AT: 6413.41' KB 06-15-07 4622-4634' Frac GB4 sands as follows:
6192-6202' 43948# 20/40 sand in 313 bbls Lightning 17

NO. OF JOINTS: 2 jts (63.24') frac fluid. Treated @avg press of2382 w/

TOTAL STRING LENGTH: EOT @6478.20 KB 6244-6254' avg rate of24.8 BPM. ISIP 4000 psi. Calc
flush: 4620 gal. Actual flush: 1638 gal.

6311-6328'

Anchor @6379'
SUCKER RODS

SN 6413' 6388-6408'

POLISHED ROD: 1-1/2" x 26' SM

SUCKER RODS: 1-8', & 1-4' x 7/8" pony rods, 251- 7/8" scrapered rods, 4-1
½" weight rods

PUMP SIZE: 2-1/2" x 1-1/2" x 20.5' RHAC w/SM plunger

STROKE LENGTH: 144"

PUMP SPEED, SPM: 5 SPM

PERFORATION RECORD

06-14-07 6388-6408" 4 JSPF 80 holes
06-14-07 6311-6328' 4 JSPF 68 holes
06-14-07 6244-6254' 4 JSPF 40 holes.
06-14-07 6192-6202' 4 JSPF 40 holjs
06-14-07 5952-5964' 4 JSPF 48 hofes
06-14-07 5444-5452' 4 JSPF 32lhdles

EOT @6478' 06-14-07 5277-5283' 4 J$PF 24 lioles
NEWFIELD

PBTD @6555' 06-14-07 5218-5236' 4 JSPF 72 holes
06-15-07 4718-4732' 4 JSPF 56 holes

SHOE @6576' 06-15-07 4622-4634' 4 JSPF 48 holes
Federal H-25-8-16

TD @6580'
740' FNL & 1958' FWL

NE/NW Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33273; Lease # UTU-67170

TK

Federal H-25-8-16
Spud Date: 4-18-2007 Initial Production: BOPD,
Put on Production: 6-20-2007 Wellbore Diagram MCFD, BWPD
GL: 5434' KB: 5446'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-14-07 6388-6408' Frac CPS sands as follows:

GRADE: J-55 39472#20/40 sand in 433 bbis Lightning 17
frac fluid. Treated @avg press of 1988 psi

WEIGHT: 24# Cement top @260' w/avg rate of24.8 BPM. ISIP 2380 psi. Cale
LENGTH: 7 jts (301.23') flush: 6386 gal. Actual flush: 5922 gaL

DEPTH LANDED: 313.08' KB 06-14-07 6311-6328' Frac CP4 sands as follows:
39700#20/40 sand in 419 bb1sLightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1915 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis omt to surf w/avg rate of24.8 BPM. ISIP 2190 psi. Calc
flush: 6309 gal. Actual flush; 5838 gal.

06-14-07 6192-6254' Frac CP3, & CP2 sands as follows:
29158#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of 2328 psi
w/avg rate of24.8 BPM. ISIP 2260 psi. Calc
flush: 6190 gal. Actual flush: 5754 gal.

PRODUCTION CASING
CSG SIZE: 5-1/,,, 06-14-07 5952-5964' Frac LODC sands as follows:

59537#20/40 sand in 534 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of 2694 w/

WEIGHT: 15.5# avg rate of 24.8 BPM. ISIP 2270 psi. Cale
flush: 5950 gal. Actual flush: 5460 gal.

LENGTH: 150jts. (6563.15')

DEPTH LANDED: 6576.4' KB
06-14-07 5444-5452' Frac B.5 sands as follows:

19361#20/40 sand in 301 bbls Lightning 17
HOLE SIZE: 7-7/8" 4622-4634' frac fluid. Treated @avg press of2302 w/

CEMENT DATA: 350 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ. 4718-4732' us!
Se4

gl t
alISIP 20400 psi. Calc

CEMENT TOP AT: 260'
5218-5236, 06-15-07 5218-5283'

0
OD22/4D1 s

5 7 l ightning 17
5277-5283, frac fluid. Treated @avg press of 2027 w/

TUBING avgrateof24.8BPM.ISIP2260psi.Cale

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5444-5452'
flush; 5216 gal. Actual flush: 4746 gal

NO. OF JOINTS: 204 jts (6366.95') 06-15-07 4718-4732' Frac GB6 sands as follows:
39978#20/40 sand in 374 bb1sLightning 17

TUBING ANCHOR: 6378.95' KB fiac fluid. Treated @avg press of 1964 w/

NO. OF JOINTS: 1jts (31.66') avg rate of24.8 BPM. ISIP 2010 psi. Cale
flush: 4716 gal. Actual flush: 4242 gal.

SEATING NIPPLE: 2-7/8" (1.10') -·- 5952-5964'

SN LANDED AT: 6413.41' KB 06-15-07 4622-4634' Frac GB4 sands as follows:
6192-6202' 43948# 20/40 sand in 313 bbls Lightning 17

NO. OF JOINTS: 2 jts (63.24') frac fluid. Treated @avg press of2382 w/

TOTAL STRING LENGTH: EOT @6478.20 KB 6244-6254' avg rate of24.8 BPM. ISIP 4000 psi. Calc
flush: 4620 gal. Actual flush: 1638 gal.

6311-6328'

Anchor @6379'
SUCKER RODS

SN 6413' 6388-6408'

POLISHED ROD: 1-1/2" x 26' SM

SUCKER RODS: 1-8', & 1-4' x 7/8" pony rods, 251- 7/8" scrapered rods, 4-1
½" weight rods

PUMP SIZE: 2-1/2" x 1-1/2" x 20.5' RHAC w/SM plunger

STROKE LENGTH: 144"

PUMP SPEED, SPM: 5 SPM

PERFORATION RECORD

06-14-07 6388-6408" 4 JSPF 80 holes
06-14-07 6311-6328' 4 JSPF 68 holes
06-14-07 6244-6254' 4 JSPF 40 holes.
06-14-07 6192-6202' 4 JSPF 40 holjs
06-14-07 5952-5964' 4 JSPF 48 hofes
06-14-07 5444-5452' 4 JSPF 32lhdles

EOT @6478' 06-14-07 5277-5283' 4 J$PF 24 lioles
NEWFIELD

PBTD @6555' 06-14-07 5218-5236' 4 JSPF 72 holes
06-15-07 4718-4732' 4 JSPF 56 holes

SHOE @6576' 06-15-07 4622-4634' 4 JSPF 48 holes
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TD @6580'
740' FNL & 1958' FWL

NE/NW Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33273; Lease # UTU-67170

TK

Federal H-25-8-16
Spud Date: 4-18-2007 Initial Production: BOPD,
Put on Production: 6-20-2007 Wellbore Diagram MCFD, BWPD
GL: 5434' KB: 5446'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-14-07 6388-6408' Frac CPS sands as follows:

GRADE: J-55 39472#20/40 sand in 433 bbis Lightning 17
frac fluid. Treated @avg press of 1988 psi

WEIGHT: 24# Cement top @260' w/avg rate of24.8 BPM. ISIP 2380 psi. Cale
LENGTH: 7 jts (301.23') flush: 6386 gal. Actual flush: 5922 gaL

DEPTH LANDED: 313.08' KB 06-14-07 6311-6328' Frac CP4 sands as follows:
39700#20/40 sand in 419 bb1sLightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1915 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis omt to surf w/avg rate of24.8 BPM. ISIP 2190 psi. Calc
flush: 6309 gal. Actual flush; 5838 gal.

06-14-07 6192-6254' Frac CP3, & CP2 sands as follows:
29158#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of 2328 psi
w/avg rate of24.8 BPM. ISIP 2260 psi. Calc
flush: 6190 gal. Actual flush: 5754 gal.

PRODUCTION CASING
CSG SIZE: 5-1/,,, 06-14-07 5952-5964' Frac LODC sands as follows:

59537#20/40 sand in 534 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of 2694 w/

WEIGHT: 15.5# avg rate of 24.8 BPM. ISIP 2270 psi. Cale
flush: 5950 gal. Actual flush: 5460 gal.

LENGTH: 150jts. (6563.15')

DEPTH LANDED: 6576.4' KB
06-14-07 5444-5452' Frac B.5 sands as follows:

19361#20/40 sand in 301 bbls Lightning 17
HOLE SIZE: 7-7/8" 4622-4634' frac fluid. Treated @avg press of2302 w/

CEMENT DATA: 350 sxs Prem. Lite II mixed & 480 sxs 50/50 POZ. 4718-4732' us!
Se4

gl t
alISIP 20400 psi. Calc

CEMENT TOP AT: 260'
5218-5236, 06-15-07 5218-5283'

0
OD22/4D1 s

5 7 l ightning 17
5277-5283, frac fluid. Treated @avg press of 2027 w/

TUBING avgrateof24.8BPM.ISIP2260psi.Cale

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5444-5452'
flush; 5216 gal. Actual flush: 4746 gal

NO. OF JOINTS: 204 jts (6366.95') 06-15-07 4718-4732' Frac GB6 sands as follows:
39978#20/40 sand in 374 bb1sLightning 17

TUBING ANCHOR: 6378.95' KB fiac fluid. Treated @avg press of 1964 w/

NO. OF JOINTS: 1jts (31.66') avg rate of24.8 BPM. ISIP 2010 psi. Cale
flush: 4716 gal. Actual flush: 4242 gal.

SEATING NIPPLE: 2-7/8" (1.10') -·- 5952-5964'

SN LANDED AT: 6413.41' KB 06-15-07 4622-4634' Frac GB4 sands as follows:
6192-6202' 43948# 20/40 sand in 313 bbls Lightning 17

NO. OF JOINTS: 2 jts (63.24') frac fluid. Treated @avg press of2382 w/

TOTAL STRING LENGTH: EOT @6478.20 KB 6244-6254' avg rate of24.8 BPM. ISIP 4000 psi. Calc
flush: 4620 gal. Actual flush: 1638 gal.

6311-6328'

Anchor @6379'
SUCKER RODS

SN 6413' 6388-6408'

POLISHED ROD: 1-1/2" x 26' SM

SUCKER RODS: 1-8', & 1-4' x 7/8" pony rods, 251- 7/8" scrapered rods, 4-1
½" weight rods

PUMP SIZE: 2-1/2" x 1-1/2" x 20.5' RHAC w/SM plunger

STROKE LENGTH: 144"

PUMP SPEED, SPM: 5 SPM

PERFORATION RECORD

06-14-07 6388-6408" 4 JSPF 80 holes
06-14-07 6311-6328' 4 JSPF 68 holes
06-14-07 6244-6254' 4 JSPF 40 holes.
06-14-07 6192-6202' 4 JSPF 40 holjs
06-14-07 5952-5964' 4 JSPF 48 hofes
06-14-07 5444-5452' 4 JSPF 32lhdles

EOT @6478' 06-14-07 5277-5283' 4 J$PF 24 lioles
NEWFIELD

PBTD @6555' 06-14-07 5218-5236' 4 JSPF 72 holes
06-15-07 4718-4732' 4 JSPF 56 holes

SHOE @6576' 06-15-07 4622-4634' 4 JSPF 48 holes
Federal H-25-8-16

TD @6580'
740' FNL & 1958' FWL

NE/NW Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33273; Lease # UTU-67170

TK



Monument Butte Federal #6-25-8-16
Spud Date: 3/6/96

Put on Production: 3/28/96 Injection Wellbore
GL: 5467' KB: 5480' Diagram

FRACJOB

3/20/96 6090'-6098' Frac CP-2 sand as follows:
SURFACE CASING 54,700# 20/40 sd in 427 bb1sBoragel.

Breakdown @1586 psi. Prefrac ISIP NA
CSG SIZE: 8-5/8" Treated @avg rate 20.5 bpm avg press

GRADE: J-55 1750 psi, ISIP-2185 psi, 1-min 2113, 2-
min 2000, 3-min 1986, 4-min 1950, 5-

WEIGHT:24#
- .. min 1941, Start flowback after 5 min. SI

LENGTH: 7 jts. (305.95') on 16/64" ck @l.8 bpm.

DEPTH LANDED: 303.25' 3/22/96 5308'-5316' Frac C sand as follows:
71,400# of20/40 sd in 452 bbis Boragel,

HOLE SIZE:12-l/4" Breakdown @2352'. Treated @avg rate

CEMENT DATA: 120 sxs Premium Plus cmt, 25 sxs Premium Plus cmt, . .

20 bpm, avg press 1500 psi. ISIP-lŠ92

return 7 bbls cmt to surface psi, 5-min 1200 psi. Flowback after 5
min on 16/64" ck @l.7 bpm.

3/25/96 5l22'-5139' Frac D-1 sand as follows:
69,000# 20/40 sd in 421 bb1sBoragel.

PRODUCTION CASING Breakdown @1525 psi. Treated @avg

CSG SIZE: 5-1/2,, rate 22 bpm, avg press 1200 psi. ISIP
1982 psi, 2-min 1908. Flowback w

GRADE: J-55 16/64" ck @1.8 bpm,

WEIGHT: 15.5# 2/24/03 Pump change, update rod detail.

LENGTH: 149 jts. (6294.76') 7/24/03 Pump change. Update rod detail.

DEPTH LANDED: 6291.96' 3/9/04 Pump change. Ball sand. Update tubing

HOLE SIZE: 7-7/8,, and rod detail.

CEMENT DATA: 290 sks Hyfill mixed & 370 sxs Thixotropic
3/5/05 Pump Change, Updated rod detail

CEMENT TOP AT: 991' per CBL
2/6/08 Well converted to an Injection we

2/20/08 MIT completed and submitted. /

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 161 jts (5030.30')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5044.40' KB Packer @5048'

TOTAL STRING LENGTH: EOT @5051.80' KB - EOT @5052'

5122'- 5139' PERFORATION RECORD

3/19/96 6090'-6098' 4 JSPF 32 holes
3/21/96 5308'-5316' 4 JSPF 32 holes

5308'- 5316' 3/23/96 5122'-5139' 4 JSPF 64 holes

NEWFIELD

PBTD @6252'

Monument Butte Federal #6-25-8-16

2137 FNL & 2101' FWL SHOE: 6292'

SE/NW Section 25-T8S-Rl6E TD @6300'

Duchesne Co, Utah

API #43-013-31596; Lease #UTU-67170
CR

Monument Butte Federal #6-25-8-16
Spud Date: 3/6/96

Put on Production: 3/28/96 Injection Wellbore
GL: 5467' KB: 5480' Diagram

FRACJOB

3/20/96 6090'-6098' Frac CP-2 sand as follows:
SURFACE CASING 54,700# 20/40 sd in 427 bb1sBoragel.

Breakdown @1586 psi. Prefrac ISIP NA
CSG SIZE: 8-5/8" Treated @avg rate 20.5 bpm avg press

GRADE: J-55 1750 psi, ISIP-2185 psi, 1-min 2113, 2-
min 2000, 3-min 1986, 4-min 1950, 5-

WEIGHT:24#
- .. min 1941, Start flowback after 5 min. SI

LENGTH: 7 jts. (305.95') on 16/64" ck @l.8 bpm.

DEPTH LANDED: 303.25' 3/22/96 5308'-5316' Frac C sand as follows:
71,400# of20/40 sd in 452 bbis Boragel,

HOLE SIZE:12-l/4" Breakdown @2352'. Treated @avg rate

CEMENT DATA: 120 sxs Premium Plus cmt, 25 sxs Premium Plus cmt, . .

20 bpm, avg press 1500 psi. ISIP-lŠ92

return 7 bbls cmt to surface psi, 5-min 1200 psi. Flowback after 5
min on 16/64" ck @l.7 bpm.

3/25/96 5l22'-5139' Frac D-1 sand as follows:
69,000# 20/40 sd in 421 bb1sBoragel.

PRODUCTION CASING Breakdown @1525 psi. Treated @avg

CSG SIZE: 5-1/2,, rate 22 bpm, avg press 1200 psi. ISIP
1982 psi, 2-min 1908. Flowback w

GRADE: J-55 16/64" ck @1.8 bpm,

WEIGHT: 15.5# 2/24/03 Pump change, update rod detail.

LENGTH: 149 jts. (6294.76') 7/24/03 Pump change. Update rod detail.

DEPTH LANDED: 6291.96' 3/9/04 Pump change. Ball sand. Update tubing

HOLE SIZE: 7-7/8,, and rod detail.

CEMENT DATA: 290 sks Hyfill mixed & 370 sxs Thixotropic
3/5/05 Pump Change, Updated rod detail

CEMENT TOP AT: 991' per CBL
2/6/08 Well converted to an Injection we

2/20/08 MIT completed and submitted. /

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 161 jts (5030.30')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5044.40' KB Packer @5048'

TOTAL STRING LENGTH: EOT @5051.80' KB - EOT @5052'

5122'- 5139' PERFORATION RECORD

3/19/96 6090'-6098' 4 JSPF 32 holes
3/21/96 5308'-5316' 4 JSPF 32 holes

5308'- 5316' 3/23/96 5122'-5139' 4 JSPF 64 holes

NEWFIELD

PBTD @6252'

Monument Butte Federal #6-25-8-16

2137 FNL & 2101' FWL SHOE: 6292'

SE/NW Section 25-T8S-Rl6E TD @6300'

Duchesne Co, Utah

API #43-013-31596; Lease #UTU-67170
CR



Monument Butte Federal #7-25-8-16
Spud Date: 2/9/96

P
ut on Production: 3/13/96 Injectioli Wellbore Diagram
GL: 545T KB: 5468'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2/28/96 6096'-6110' Frac CP-2 sand as follows:

GRADE: J-55 43,900#of20/40 sd in 414 bbls of
Boragel, avg rate 24.5, avg press 2100

WEIGHT:24# psi. ISIP 2268 psi, 5-min 2139 psi, 10-

LENGTH: ? jts. (306.7T) inin 2100 psi. Flowback @l bpm on
12/64" ek.

DEPTH LANDED: 305.24'
3/1/96 5289'-5301' Frac C sand as follows:

HOLE SIZE:12-l/4" 65,200# 20/40 sd in 460 bb1sof Boragel

CEMENT DATA: 120 sxs Premium emt, 3 bbls to stir£ brokedown @1920, pre-frec 1SIP: 1438
psi, Treated @avg rate 22 bpm @1900
psi, ISIP-1989 psi, 5-min 1971 psi, 10-

min 1972. Flowback @1 bpm for 3
hours until dead.

3/4/96 5133'-5147' Frac D-1 sand as follows:
72,500#20/40 sd in 464 bb1sofBoraget .
Breakdown @2034, pre-frac ISIP @

PRODUCTION CASING 1105. Treated @avg rate 20 bpm @
1850 psi. ISIP 2277, 5-min 2187, 10-min

CSG SIZE: 5-1/2"
2154. Flowback @l bpm on 12/64" ek.

GRADE: 1-55
3/6/96 4620'-4628' Frac GB-6 zone as follows:

WEIGHT; 15.5# 56,200# of20/40 sd in 388 bbls of

LENGTH: ? jts. (6199.78') Boragel. Breakdown @2356, preffac
I$IP @1957 psi treated @avg rate 20

DEPTH LANDED: 6193' bpm, avg press 2150. ISIP 2303 psi, 5-

HOLE SIZE: 7-7/8" min 2276, 10-min2255. Flowback 1 bom
on 12/64" ek.

CEMENT DATA: 70 sk Hyfill mixed & 430 sxs thixotropic 1/4/07 5 Year MIT completed and submitted.
CEMENT TOP AT: 2948 per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / WC-50 / 6.5#

NO. OF JOINTS: 202 jts (6101')

TUBING ANCHOR: 5891'

SEATING NIPPLE: 2-7/8" (1.10')

MUD ANCHOR:

TOTAL STRING LENGTH: ? (EOT @5991')

SN LANDED AT: 592T

SUCKER RODS

POLISHED ROD: 1-1/4" x 22' SM

SUCKERRODS: 4-3/4" scrapered, 132-3/4" slick rods, 96-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 2/27/96 6096'-6110' 4 JSPF 52 holes
PUMP NUMBER: 7 2/29/96 5289'-5301' 4 JSPF 44 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 16' '-28'

STROKE LENGTH: 74" 3'-47'
PUMP SPEED, SPM: 8 SPM

PUMPING UNIT SIZE: ? '-530 l'
PRIME MOVER: ?

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
- Anchor @5891'

-6110'

NEWFIELD N 95297

| 7"a
e6140'

Monument Butte Federal #7-25-8-16
1980 FNL 1950 FEL

NENE Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31561; Lease

Monument Butte Federal #7-25-8-16
Spud Date: 2/9/96

P
ut on Production: 3/13/96 Injectioli Wellbore Diagram
GL: 545T KB: 5468'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2/28/96 6096'-6110' Frac CP-2 sand as follows:

GRADE: J-55 43,900#of20/40 sd in 414 bbls of
Boragel, avg rate 24.5, avg press 2100

WEIGHT:24# psi. ISIP 2268 psi, 5-min 2139 psi, 10-

LENGTH: ? jts. (306.7T) inin 2100 psi. Flowback @l bpm on
12/64" ek.

DEPTH LANDED: 305.24'
3/1/96 5289'-5301' Frac C sand as follows:

HOLE SIZE:12-l/4" 65,200# 20/40 sd in 460 bb1sof Boragel

CEMENT DATA: 120 sxs Premium emt, 3 bbls to stir£ brokedown @1920, pre-frec 1SIP: 1438
psi, Treated @avg rate 22 bpm @1900
psi, ISIP-1989 psi, 5-min 1971 psi, 10-

min 1972. Flowback @1 bpm for 3
hours until dead.

3/4/96 5133'-5147' Frac D-1 sand as follows:
72,500#20/40 sd in 464 bb1sofBoraget .
Breakdown @2034, pre-frac ISIP @

PRODUCTION CASING 1105. Treated @avg rate 20 bpm @
1850 psi. ISIP 2277, 5-min 2187, 10-min

CSG SIZE: 5-1/2"
2154. Flowback @l bpm on 12/64" ek.

GRADE: 1-55
3/6/96 4620'-4628' Frac GB-6 zone as follows:

WEIGHT; 15.5# 56,200# of20/40 sd in 388 bbls of

LENGTH: ? jts. (6199.78') Boragel. Breakdown @2356, preffac
I$IP @1957 psi treated @avg rate 20

DEPTH LANDED: 6193' bpm, avg press 2150. ISIP 2303 psi, 5-

HOLE SIZE: 7-7/8" min 2276, 10-min2255. Flowback 1 bom
on 12/64" ek.

CEMENT DATA: 70 sk Hyfill mixed & 430 sxs thixotropic 1/4/07 5 Year MIT completed and submitted.
CEMENT TOP AT: 2948 per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / WC-50 / 6.5#

NO. OF JOINTS: 202 jts (6101')

TUBING ANCHOR: 5891'

SEATING NIPPLE: 2-7/8" (1.10')

MUD ANCHOR:

TOTAL STRING LENGTH: ? (EOT @5991')

SN LANDED AT: 592T

SUCKER RODS

POLISHED ROD: 1-1/4" x 22' SM

SUCKERRODS: 4-3/4" scrapered, 132-3/4" slick rods, 96-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 2/27/96 6096'-6110' 4 JSPF 52 holes
PUMP NUMBER: 7 2/29/96 5289'-5301' 4 JSPF 44 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 16' '-28'

STROKE LENGTH: 74" 3'-47'
PUMP SPEED, SPM: 8 SPM

PUMPING UNIT SIZE: ? '-530 l'
PRIME MOVER: ?

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
- Anchor @5891'

-6110'

NEWFIELD N 95297

| 7"a
e6140'

Monument Butte Federal #7-25-8-16
1980 FNL 1950 FEL

NENE Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31561; Lease

Monument Butte Federal #7-25-8-16
Spud Date: 2/9/96

P
ut on Production: 3/13/96 Injectioli Wellbore Diagram
GL: 545T KB: 5468'
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2/28/96 6096'-6110' Frac CP-2 sand as follows:

GRADE: J-55 43,900#of20/40 sd in 414 bbls of
Boragel, avg rate 24.5, avg press 2100

WEIGHT:24# psi. ISIP 2268 psi, 5-min 2139 psi, 10-

LENGTH: ? jts. (306.7T) inin 2100 psi. Flowback @l bpm on
12/64" ek.

DEPTH LANDED: 305.24'
3/1/96 5289'-5301' Frac C sand as follows:

HOLE SIZE:12-l/4" 65,200# 20/40 sd in 460 bb1sof Boragel

CEMENT DATA: 120 sxs Premium emt, 3 bbls to stir£ brokedown @1920, pre-frec 1SIP: 1438
psi, Treated @avg rate 22 bpm @1900
psi, ISIP-1989 psi, 5-min 1971 psi, 10-

min 1972. Flowback @1 bpm for 3
hours until dead.

3/4/96 5133'-5147' Frac D-1 sand as follows:
72,500#20/40 sd in 464 bb1sofBoraget .
Breakdown @2034, pre-frac ISIP @

PRODUCTION CASING 1105. Treated @avg rate 20 bpm @
1850 psi. ISIP 2277, 5-min 2187, 10-min

CSG SIZE: 5-1/2"
2154. Flowback @l bpm on 12/64" ek.

GRADE: 1-55
3/6/96 4620'-4628' Frac GB-6 zone as follows:

WEIGHT; 15.5# 56,200# of20/40 sd in 388 bbls of

LENGTH: ? jts. (6199.78') Boragel. Breakdown @2356, preffac
I$IP @1957 psi treated @avg rate 20

DEPTH LANDED: 6193' bpm, avg press 2150. ISIP 2303 psi, 5-

HOLE SIZE: 7-7/8" min 2276, 10-min2255. Flowback 1 bom
on 12/64" ek.

CEMENT DATA: 70 sk Hyfill mixed & 430 sxs thixotropic 1/4/07 5 Year MIT completed and submitted.
CEMENT TOP AT: 2948 per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / WC-50 / 6.5#

NO. OF JOINTS: 202 jts (6101')

TUBING ANCHOR: 5891'

SEATING NIPPLE: 2-7/8" (1.10')

MUD ANCHOR:

TOTAL STRING LENGTH: ? (EOT @5991')

SN LANDED AT: 592T

SUCKER RODS

POLISHED ROD: 1-1/4" x 22' SM

SUCKERRODS: 4-3/4" scrapered, 132-3/4" slick rods, 96-3/4" scrapered PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 2/27/96 6096'-6110' 4 JSPF 52 holes
PUMP NUMBER: 7 2/29/96 5289'-5301' 4 JSPF 44 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 16' '-28'

STROKE LENGTH: 74" 3'-47'
PUMP SPEED, SPM: 8 SPM

PUMPING UNIT SIZE: ? '-530 l'
PRIME MOVER: ?

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
- Anchor @5891'

-6110'

NEWFIELD N 95297

| 7"a
e6140'

Monument Butte Federal #7-25-8-16
1980 FNL 1950 FEL

NENE Section 25-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31561; Lease



Monument Butte Federal #8-25 InitialProduction:43BOPD,
Spud Date: 2/29/96 80 MCFG, 3 BWPD
Put on Production: 3/28/96
GL: 5429' KB: 5442' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/20/96 5792'-5870' Frac LDC sand as follows:

GRADE: J-55 89,700#of20/40 sd in 550 bb1sof Boragel.
Treated @avgrate 24.5 bpm, avg press 1300

WEIGHT:24# psi. ISIP-1894 psi. Calc. Flush: 5792 gal.

LENGTH: ? jts. (306')
Actual flush: 5705 gal.

DEPTH LANDED: 305, 3/22/96 5623'-5712' Frac A sand as follows:
103,200# of 20/40 sd w/ 61 l bbis Boragel

HOLE SIZE:12-1/4" Treated @avg rate 24.2 bpm, avg press 2050

CEMENT DATA: 170 sxs Premium emt, est 2 bbls cotto surf psi. ISIP 2124 psi. Calc. Flush: 5623 gal
Actual flush: 5565 gal.

3/25/96 5414'-5451' Frac B-2 sand as follows:
71,800#of20/40 sd in 470 bbls Boragel.
Treated @avg rate 20.5 bpm, avg press 1700

PRODUCTION CASING psi. ISIP- 2676 psi. Cale. Flush: 5414 gal.

CSG SIZE: 5-1/2"
Actual flush: 5328 gal.

GRADE: J-55
1/29/02 Pump change.

WEIGHT: 15.5#
1/27/05 6136-6170' Frac CP3 sand as follows:

LENGTH: 148 jts. (6327.5T) 54,039# of20/40 sd in 467 bbls Lightning 17

DEPTH LANDED: 6326' fliud. Treated @avg rate 14.6 bpm, avg press
3245 psi. ISIP-2040psi. Calc. Flush :1573

HOLE SIZE: 7-7/8" gal. Actual flush:1549 gal.
CEMENT DATA: 290 sk Hyfill mixed & 380 sxs thixotropic

CEMENT TOP AT: ? per CBL 1/28/05 5414-5424' Frac B2 sand as follows:
33,466# of20/40 sd in 247 bbls Lightning 17

TUB1NG fluid. Screenedout

SIZE/GRADE/WT.: 2-7/8" / WC-50 / M-50 6.5# 01/28/05 Frac PB 10 sand as follows:

NO. OF JOINTS: 94 jts WC-50 (2907.17') 30,086#of20/40 sd in 325 bbls Lightning 17
fluid. Treated @avg rate 24.7 bpm, avg

NO. OF JOINTS: 95 jts M-50 (2881.78') pressure 2023 psi. ISIP-2250 psi Calc. Flush:

NO. OF JOINTS: 11 jts M-50 (344.14') 4878 gal, Actual flush: 4669 gal.

TUBING ANCHOR: 6146.05'

NO. OF JOINTS: 1 jts M-50 (31.10')

SEATING NIPPLE: 2-7/8" (1.10') : E (1 4616-4624'

SN LANDED AT: 6179.95'

NO. OF JOINTS: 1jt M-50 (31.50')
4665-4668'

TOTAL STRING LENGTH: EOT @6213.00'
4880-4890'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1-1/2" K-bars, 34-3/4" scrapered rods, 116-3/4" plain 5414'-5424'
rods, 91-3/4" scrapered rods, 1-2', 1-6', 1-8' x 3/4" pony rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC 5446'-5451, PERFORATION RECORD
STROIŒ LENGTH: 51" 3/19/96 5792'-5820' 2 JSPF 52 holes

PUMP SPEED, SPM: 6 $PM 5623'-5628, 3/19/96 5826'-5834' 2 JSPF 16 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 3/19/96 5840'-5844' 2 JSPF 8 holes

56863-5712, 3/19/96 5856'-5870' 2 JSPF 26 holes
3/21/96 5623'-5628' 2 ]SPF 10 holes
3/21/96 5686'-5712' 2 JSPF 50 holes

5792'-5820' 3/23/96 5414'-5424' 4 JSPF 40 holes
1/26/05 6162-6170' 4 JSPF 32 holes

5826'-5834'
1/26/05 6136-6146' 4 JSPF 40 holes

5840'-5844' 1/28/05 5414-5425' 8 JSPF 80 holes
(reperf)

5856'-5870' 1/28/05 4880-4890' 4 JSPF 40 holes

6136-6146'
Anchor @6146'

NEWFIELD SN6181'
6162-6170'

EOT @6213'

PBTD 6285'

Monument Butte Federal #8-25
SHOE @6326'

1979 FNL & 660 FEL
TD 6350'

SENE Section 25-T8S-R16E

Duchesne Co, Utah

API #43-013-31601; Lease #U-67170

TK

Monument Butte Federal #8-25 InitialProduction:43BOPD,
Spud Date: 2/29/96 80 MCFG, 3 BWPD
Put on Production: 3/28/96
GL: 5429' KB: 5442' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/20/96 5792'-5870' Frac LDC sand as follows:

GRADE: J-55 89,700#of20/40 sd in 550 bb1sof Boragel.
Treated @avgrate 24.5 bpm, avg press 1300

WEIGHT:24# psi. ISIP-1894 psi. Calc. Flush: 5792 gal.

LENGTH: ? jts. (306')
Actual flush: 5705 gal.

DEPTH LANDED: 305, 3/22/96 5623'-5712' Frac A sand as follows:
103,200# of 20/40 sd w/ 61 l bbis Boragel

HOLE SIZE:12-1/4" Treated @avg rate 24.2 bpm, avg press 2050

CEMENT DATA: 170 sxs Premium emt, est 2 bbls cotto surf psi. ISIP 2124 psi. Calc. Flush: 5623 gal
Actual flush: 5565 gal.

3/25/96 5414'-5451' Frac B-2 sand as follows:
71,800#of20/40 sd in 470 bbls Boragel.
Treated @avg rate 20.5 bpm, avg press 1700

PRODUCTION CASING psi. ISIP- 2676 psi. Cale. Flush: 5414 gal.

CSG SIZE: 5-1/2"
Actual flush: 5328 gal.

GRADE: J-55
1/29/02 Pump change.

WEIGHT: 15.5#
1/27/05 6136-6170' Frac CP3 sand as follows:

LENGTH: 148 jts. (6327.5T) 54,039# of20/40 sd in 467 bbls Lightning 17

DEPTH LANDED: 6326' fliud. Treated @avg rate 14.6 bpm, avg press
3245 psi. ISIP-2040psi. Calc. Flush :1573

HOLE SIZE: 7-7/8" gal. Actual flush:1549 gal.
CEMENT DATA: 290 sk Hyfill mixed & 380 sxs thixotropic

CEMENT TOP AT: ? per CBL 1/28/05 5414-5424' Frac B2 sand as follows:
33,466# of20/40 sd in 247 bbls Lightning 17

TUB1NG fluid. Screenedout

SIZE/GRADE/WT.: 2-7/8" / WC-50 / M-50 6.5# 01/28/05 Frac PB 10 sand as follows:

NO. OF JOINTS: 94 jts WC-50 (2907.17') 30,086#of20/40 sd in 325 bbls Lightning 17
fluid. Treated @avg rate 24.7 bpm, avg

NO. OF JOINTS: 95 jts M-50 (2881.78') pressure 2023 psi. ISIP-2250 psi Calc. Flush:

NO. OF JOINTS: 11 jts M-50 (344.14') 4878 gal, Actual flush: 4669 gal.

TUBING ANCHOR: 6146.05'

NO. OF JOINTS: 1 jts M-50 (31.10')

SEATING NIPPLE: 2-7/8" (1.10') : E (1 4616-4624'

SN LANDED AT: 6179.95'

NO. OF JOINTS: 1jt M-50 (31.50')
4665-4668'

TOTAL STRING LENGTH: EOT @6213.00'
4880-4890'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1-1/2" K-bars, 34-3/4" scrapered rods, 116-3/4" plain 5414'-5424'
rods, 91-3/4" scrapered rods, 1-2', 1-6', 1-8' x 3/4" pony rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC 5446'-5451, PERFORATION RECORD
STROIŒ LENGTH: 51" 3/19/96 5792'-5820' 2 JSPF 52 holes

PUMP SPEED, SPM: 6 $PM 5623'-5628, 3/19/96 5826'-5834' 2 JSPF 16 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 3/19/96 5840'-5844' 2 JSPF 8 holes

56863-5712, 3/19/96 5856'-5870' 2 JSPF 26 holes
3/21/96 5623'-5628' 2 ]SPF 10 holes
3/21/96 5686'-5712' 2 JSPF 50 holes

5792'-5820' 3/23/96 5414'-5424' 4 JSPF 40 holes
1/26/05 6162-6170' 4 JSPF 32 holes

5826'-5834'
1/26/05 6136-6146' 4 JSPF 40 holes

5840'-5844' 1/28/05 5414-5425' 8 JSPF 80 holes
(reperf)

5856'-5870' 1/28/05 4880-4890' 4 JSPF 40 holes

6136-6146'
Anchor @6146'

NEWFIELD SN6181'
6162-6170'

EOT @6213'

PBTD 6285'

Monument Butte Federal #8-25
SHOE @6326'
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Monument Butte NE M-25-8-16
Spud Date:11-3-06 Initial Production: BOPD,
Put on Production: 12-26-06 WdllboreDiagrarn MCFD, BWPD
GL: 5465' KB: 5477'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12-14-06 6299-6308' Frac CP4 sands as follows:

GRADE: J-55 25258#20/40 sand in 374 bbis Lightning 17
frac fluid. Treated @avg press of2342 lisi

WEIGHT: 24# Cement top @140' w/avg rate of21 BPM. ISIP 2387 psi. Calc

LENGTH: 7 jts (310.6T) flush: 6297 gal. Actual flush: 5792 gal.

DEPTH LANDED: 322.52' KB 12-14-06 5934-5962' Frac LODC sands as follows:
120945#20/40 sand in 863 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2169 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbIs cot to surf w/avg rate of24.1 BPM, ISIP 2610 psi. Cale
flush: 5932 gal. Actual flush; 5427 gal.

- - 12-14-06 5676-5682' Frac A1 sands as follows:
19921# 20/40 sand in 313 bb1sLightning 17
frac fluid. Treated @avg press of2455 psi
w/avg rate of24.4 BPM. ISIP 2420 psi. Calc
flush: 5674 gal. Actual flush: 5166 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 12-14-06 5177-5194' Frat D1 sands as follows:

50074# 20/40 sand in 434 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of22.3 w/

WEIGHT: 15.5#
avg rate of24.5 BPM. ISIP 2160 psi. Cale
flush: 5175 gal. Actual flush: 4662 gal.

LENGTH: 150jts. (6600.lT)

DEPTH LANDED: 6613.42' KB
12-14-06 4692-4702' Frac GB6 sands as follows:

27874#20/40 sand in 332 bbls Lightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of2224 w/

CEMENT DATA: 350 sxs Prem. Lite II mixed & 475 sxs 50/50 POZ. avg i te69t27.9 BAPM.I P 2140 ps alc

CEMENT TOP AT: 140'

4692-4702'
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 199jts (6273.64') 5177-5194'
TUBING ANCHOR: 6285.64' KB

NO. OF JOINTS: I jts (31.53')

SEATlNG NIPPLE: 2-7/8" (1.10')

SN LANDED AT; 6319.9T KB 5676-5682'

NO. OF JOINTS: 2 jts (62.89')

TOTAL STRING LENGTH: EOT @6384.41' KB

5934-5962'

Anchor @6286' PERFORATION RECORD
SUCKER RODS

SN 6320' 6299-6308' 11-21-06 6299-6308' 4 JSPF 36 holes

POLISHED ROD: 1-1/2" x 25' SM 12-14-06 5934-5962' 4 JSPF 112 holes
12-14-06 5676-5682' 4 JSPF 24 holes

SUCKER RODS: 1-2' x 7/8" pony rods, 248- 7/8" guided rods, 4-1 ½" weight
rods. 12-14-06 5177-5194' 4 JSPF 68 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
12-14-06 4692-4702' 4 JSPF 40 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @6384'

NEWFIELD
PBTD @6575'

SHOE @6613'
Monument Butte NE M-25-8-16

TD @6627'
246' FNL & 2108' FWL

SE/SE Section 25-T8S-R16E

Duchesne Co, Utah

API # 43-013-33251; Lease # UTU-67170
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West Coast Region
5125 Boylan Street

Bakersfield, CA 83308
(661) 325-4138

Lab Team Leader - Sheila Hernandez
(432) 495-7240

Water Analysis Report by Baker Petrolite

Company: NEWFIELD EXPLORATION Sales RDT: 31706

Region: WESTERN REGION Account Manager: RANDYHUBER (435) 823-0023

Area: MYTON,UT Sample #: 384397

Lease/Platform: MONUMENTBUTTE FEDERAL Analysis ID#: 79294

Entity (or well #): 2-25-8-16 Analysis Cost: $80.00
Formation: UNKNOWN

Sample Point: WELLHEAD

Summary Analysis of Sample 384397 @75 °F

Sampling Date: 02/15/08 Anions mg/I meqll Cations mg/I meqll
Analysis Date: 02/22/08 Chloride: 4789.0 135.08 Sodium: 3666.6 159.49
Analyst: LISA HAMILTON Bicarbonate: 1130.0 18.52 Magnesium: 0.4 0.03

Carbonate: 185.0 6.17 Calcium: 0.6 0.03TDS (mgli or gIm3): 9835.7
Sulfate: 31.0 0.65 Strontium: 1.0 0.02Density (g/cm3,tonnelm3): 1.007
Phosphate: Barium: 10.0 0.15Anion/Cation Ratio: 0.9999999
Borate: Iron: 12.0 0.43
Silicate: Potassium: 10.0 0.26

Aluminum:
Carbon Dioxide: Hydrogen Sulfide: Chromium:
Oxygen:

.
Copper:pH at timeof sampling:

Comments: Lead:
pH at timeof analysis: 9.05 Manganese: 0.1 0.
pH used in Calculation: 9.05 Nickel:

Conditions Values Calculated at the Given Conditions - Amounts of Scale in Ibl1000 bbi

Gauge Calcite Gypsum Anhydrite Celestite Barite CO2
Temp Press. CaCO3 CaSO4*2H20 CaSO4 SrSO4 BaSO4 Press

°F psi Index Amount Index Amount Index Amount Index Amount index Amount psi
80 0 -0.19 0.00 -4.89 0.00 -4.96 0.00 -2.88 0.00 1.24 5.55 0.01
100 0 -0.23 0.00 -4.90 0.00 -4.90 0.00 -2.85 0.00 1.10 5.21 0.03
120 0 -0.26 0.00 -4.89 0.00 -4.81 0.00 -2.81 0.00 0.99 5.21 0.05
140 0 -0.29 0.00 -4.88 0.00 -4.71 0.00 -2.77 0.00 0.90 4.86 0.09

Note 1: When assessing the severity of the scale problem, both the saturation index (SI) and amount of scale must be considered.
Note 2: Precipitation of each scale is considered separately. Total scale will be less than the sum of the amounts of the five scales.
Note 3: The reported CO2 pressure is actually the calculated CO2 fugacity. It is usually nearly the same as the CO2 partial
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140 0 -0.29 0.00 -4.88 0.00 -4.71 0.00 -2.77 0.00 0.90 4.86 0.09

Note 1: When assessing the severity of the scale problem, both the saturation index (SI) and amount of scale must be considered.
Note 2: Precipitation of each scale is considered separately. Total scale will be less than the sum of the amounts of the five scales.
Note 3: The reported CO2 pressure is actually the calculated CO2 fugacity. It is usually nearly the same as the CO2 partial

West Coast Region
5125 Boylan Street

Bakersfield, CA 83308
(661) 325-4138

Lab Team Leader - Sheila Hernandez
(432) 495-7240

Water Analysis Report by Baker Petrolite

Company: NEWFIELD EXPLORATION Sales RDT: 31706

Region: WESTERN REGION Account Manager: RANDYHUBER (435) 823-0023

Area: MYTON,UT Sample #: 384397

Lease/Platform: MONUMENTBUTTE FEDERAL Analysis ID#: 79294

Entity (or well #): 2-25-8-16 Analysis Cost: $80.00
Formation: UNKNOWN

Sample Point: WELLHEAD

Summary Analysis of Sample 384397 @75 °F

Sampling Date: 02/15/08 Anions mg/I meqll Cations mg/I meqll
Analysis Date: 02/22/08 Chloride: 4789.0 135.08 Sodium: 3666.6 159.49
Analyst: LISA HAMILTON Bicarbonate: 1130.0 18.52 Magnesium: 0.4 0.03

Carbonate: 185.0 6.17 Calcium: 0.6 0.03TDS (mgli or gIm3): 9835.7
Sulfate: 31.0 0.65 Strontium: 1.0 0.02

Density (g/cm3,tonnelm3): 1.007
Phosphate: Barium: 10.0 0.15Anion/Cation Ratio: 0.9999999
Borate: Iron: 12.0 0.43
Silicate: Potassium: 10.0 0.26

Aluminum:
Carbon Dioxide: Hydrogen Sulfide: Chromium:
Oxygen:

.
Copper:

pH at timeof sampling:
Comments: Lead:

pH at timeof analysis: 9.05 Manganese: 0.1 0.
pH used in Calculation: 9.05 Nickel:

Conditions Values Calculated at the Given Conditions - Amounts of Scale in Ibl1000 bbi

Gauge Calcite Gypsum Anhydrite Celestite Barite CO2
Temp Press. CaCO3 CaSO4*2H20 CaSO4 SrSO4 BaSO4 Press

°F psi Index Amount Index Amount Index Amount Index Amount index Amount psi
80 0 -0.19 0.00 -4.89 0.00 -4.96 0.00 -2.88 0.00 1.24 5.55 0.01
100 0 -0.23 0.00 -4.90 0.00 -4.90 0.00 -2.85 0.00 1.10 5.21 0.03
120 0 -0.26 0.00 -4.89 0.00 -4.81 0.00 -2.81 0.00 0.99 5.21 0.05
140 0 -0.29 0.00 -4.88 0.00 -4.71 0.00 -2.77 0.00 0.90 4.86 0.09

Note 1: When assessing the severity of the scale problem, both the saturation index (SI) and amount of scale must be considered.
Note 2: Precipitation of each scale is considered separately. Total scale will be less than the sum of the amounts of the five scales.
Note 3: The reported CO2 pressure is actually the calculated CO2 fugacity. It is usually nearly the same as the CO2 partial



West Coast Region
5125 Boylan Street

Bakersfield, CA 83308
(661) 325-4138

Lab Team Leader - Sheila Hernandez
(432) 495-7240

Water Analysis Report by Baker Petrolite

Company: NEWFIELDEXPLORATION Sales RDT: 31706

Region: WESTERN REGION Account Manager: RANDYHUBER (435) 823-0023

Area: MYTON,UT Sample #: 409372

Lease/Platform: MONUMENTBUTTE FEDERAL Analysis ID #: 78567

Entity (or well #): INJECTIONSYSTEM Analysis Cost: $80.00

Formation: UNKNOWN

Sample Point: TRIPLEX SUCTION

Summary Analysis of Sample 409372 @75 *F

Sampling Date: 01/21/08 Anions mg/l meqll Cations mg/I meqll
Analysis Date: 01/25/08 Chloride: 1529.0 43.13 Sodium: 1199.3 52.17
Analyst: STACEY SMITH Bicarbonate: 577.0 9 46 Magneslum: 18.0 1.48

Carbonate: 34.0 1.13 Calcium: 34.0 1.7
TDS (mgli or g/m3): 3497

Sulfate: 92.0 1.92 Strontium: 2.0 0.05
Density (g/cm3,tonnelm3): 1.002

Phosphate: Barium: 5.0 0.07
Anion/Cation Ratio: 1.0000003

Borate: Iron: 0.1 0.
Silicate: Potassium: 6.5 0.17

Aluminum:
Carbon Dioxide: Hydrogen Sulfide: Chromium:
Oxygen: Copper:

pH at timeof sampling:
Comments: Lead:

pH at timeof analysis: 8.48 Manganese: 0.050 0

pH used in Calculation: 8.48 Nickel:

Conditions Values Calculated at the Given Conditions - Amounts of Scale in Ibl1000 bbl

Gauge Calcite Gypsum Anhydrite Celestite Barite CO2
Temp Press. CaCOg CaSO4*2g0 CaSO4 SrSO4 BaSO4 Press

°F psi Index Amount Index Amount index Amount Index Arnount Index Amount psi
80 0 1.00 17.46 -2.30 0.00 -2.37 0.00 -1.78 0.00 1.71 2.79 0.03
100 0 1.02 18.86 -2.31 0.00 -2.31 0.00 -1.76 0.00 1.57 2.79 0.05
120 0 1.05 20.26 -2.30 0.00 -2.23 0.00 -1.73 0.00 1.46 2.79 0.08

140 0 1.08 21.66 -2.29 0.00 -2.12 0.00 -1.69 0.00 1.37 2.79 0.12

Note 1: When assessing the severity of the scale problem, both the saturation index (SI) and amount of scale must be considered.

Note 2: Precipitation of each scale is considered separately. Total scale willbe less than the sum of the amounts of the five scales.
Note 3: The reported CO2 pressure is actually the calculated CO2 fugacity. It is usually nearly the same as the CO2 partial
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Scale Predictions from Baker Petrolite
Analysis of Sample 409372 @75°F for NEWFIELD EXPLORATION,01/25/08
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Attachment "G"

Monument Butte 2-25-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5316 5324 5320 2267 0.86 2232
5136 5156 5146 2152 0.85 2119
4560 4579 4570 2346 0.95 2316

Minimum 2119

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"

Monument Butte 2-25-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5316 5324 5320 2267 0.86 2232
5136 5156 5146 2152 0.85 2119
4560 4579 4570 2346 0.95 2316

Minimum 2119

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"

Monument Butte 2-25-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5316 5324 5320 2267 0.86 2232
5136 5156 5146 2152 0.85 2119
4560 4579 4570 2346 0.95 2316

Minimum 2119

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



RESOURCES INC.
475 17th Street, Suite 1500

Denver, CO 80202

Daily Completion Report

MONUMENT BUTTE FEDERAL 2-25 Surf Spud Date: 3/7/96
NWINE Sec. 25, 8S, 16E Rotary Spud Date: 3/13/96
Duchesne Co., Utah TD: 6600'
API #: 43-013-31604 Comp Rig: Basin #6

3/30/96 PO: Perf "C" sd. (Day 1)
Summary: 3/29/96 - MIRU Basin #6. Unload tbg on racks. NU BOP. PU 5-1/2 csg scraper &
bit. TlH w/182 jts 2-7/8 M-50 tbg. TlH to 5529'. RU pmp & lines, tst csg to 3000#"held good".
RU swb. Swb well from surf to 3100'. SDFN.
DC: $5,445 TWC: $130,080

3/31/96 PO: Frac "C" sd. (Day 2)
Summary: 3/30/96 - RU swb. Swb well dn f/3100-4800'. TOH w/bit & scraper. RU Western
Atlas & PERF "C" SD @5316-5324' Wl4 JSPF. RD WL. TlH w/NC & tbgto 5526'. TlH w/sd
line, tag PBTD @6440'. Made 4 swb runs, rec 18 BW. FFL 5450'. SDFN.
DC: $2,250 TWC: $132,330

4/1/96 SD for Sunday

4/2/96 PO: Perf "D" sd. (Day 3)
Summary: 4/1/96 - TP: 0, CP: 0. RU swb. Made 3 runs f/SN @ 5526', rec 5 BW. TOH
w/tbg. NU tree saver. RU Halliburton & frac "C" sd w/77,700# of 20/40 sd w/456 bbis Boragel.
Break dn @2168 psi, treatedas follows: avg rate 18 bpm, avg press 2100 psi. ISIP-2267 psi,
5 min-2242 psi. Flowback after 5 min on 16/64" ck @ 1.5 bpm. Flowed for 2 hrs & rec 112
bbis fluid, no sd, no oil. SDFN. Est 344 BWTR.
DC: $20,195 TWC: $152,525

4/3/96 PO: Frac "D" sd. (Day 4)
Summary: 4/2/96 - TP: 0, CP: 0. ND tree saver. RU floor. TlH wl5-1/2 BU plug, set RBP @
5240'. LD 1 jt, tst plug to 3000# "held". Displace 1 sk sd on plug w/30 BW. RU swb. IFL @
surf. FFL @ 4600'. TOH wltbg. RU Western Atlas & PERF "D" SD @ 5136-5156'. TlH
wltbg. RU swb. \FL @4000'. Made 2 runs. FFL @ 5220' w/10% oil & good gas blow after
runs. Rec 14 bbis fluid. FFL @4600'. SDFN. Est 330 BWTR.
DC: $4,110 TWC: $156,635

4/4/96 PO: Perf GB-4 sd. (Day 5)
Summary: 4/3/96 - TP: 50 psi, CP: 150 psi. RU swb. IFL @ 2200'. Made 2 runs f/SN @
5220', rec 28 bbls fluid, 80% oil. FFL @ 2200'. TOH wltbg. NU tree saver. RU Halliburton &
frac "D" sd w/72,000# of 20/40 sd in 430 bbis Boragel. Break dn @1601# treated @avg rate
23.3 bpm, avg press 1750 psi. ISlP-2152 psi, 5 min-2042 psi. Flowback after 5 min on 16/64"
ck @ 1 bpm. Flowed for 1-1/2 hrs & died. Rec 88 bb\s frac fluid, no sd, no oil. SDFN. Est
672 BWTR.
DC: $20,015 TWC:
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Duchesne Co., Utah TD: 6600'
API #: 43-013-31604 Comp Rig: Basin #6

3/30/96 PO: Perf "C" sd. (Day 1)
Summary: 3/29/96 - MIRU Basin #6. Unload tbg on racks. NU BOP. PU 5-1/2 csg scraper &
bit. TlH w/182 jts 2-7/8 M-50 tbg. TlH to 5529'. RU pmp & lines, tst csg to 3000#"held good".
RU swb. Swb well from surf to 3100'. SDFN.
DC: $5,445 TWC: $130,080

3/31/96 PO: Frac "C" sd. (Day 2)
Summary: 3/30/96 - RU swb. Swb well dn f/3100-4800'. TOH w/bit & scraper. RU Western
Atlas & PERF "C" SD @5316-5324' Wl4 JSPF. RD WL. TlH w/NC & tbgto 5526'. TlH w/sd
line, tag PBTD @6440'. Made 4 swb runs, rec 18 BW. FFL 5450'. SDFN.
DC: $2,250 TWC: $132,330

4/1/96 SD for Sunday

4/2/96 PO: Perf "D" sd. (Day 3)
Summary: 4/1/96 - TP: 0, CP: 0. RU swb. Made 3 runs f/SN @ 5526', rec 5 BW. TOH
w/tbg. NU tree saver. RU Halliburton & frac "C" sd w/77,700# of 20/40 sd w/456 bbis Boragel.
Break dn @2168 psi, treatedas follows: avg rate 18 bpm, avg press 2100 psi. ISIP-2267 psi,
5 min-2242 psi. Flowback after 5 min on 16/64" ck @ 1.5 bpm. Flowed for 2 hrs & rec 112
bbis fluid, no sd, no oil. SDFN. Est 344 BWTR.
DC: $20,195 TWC: $152,525

4/3/96 PO: Frac "D" sd. (Day 4)
Summary: 4/2/96 - TP: 0, CP: 0. ND tree saver. RU floor. TlH wl5-1/2 BU plug, set RBP @
5240'. LD 1 jt, tst plug to 3000# "held". Displace 1 sk sd on plug w/30 BW. RU swb. IFL @
surf. FFL @ 4600'. TOH wltbg. RU Western Atlas & PERF "D" SD @ 5136-5156'. TlH
wltbg. RU swb. \FL @4000'. Made 2 runs. FFL @ 5220' w/10% oil & good gas blow after
runs. Rec 14 bbis fluid. FFL @4600'. SDFN. Est 330 BWTR.
DC: $4,110 TWC: $156,635

4/4/96 PO: Perf GB-4 sd. (Day 5)
Summary: 4/3/96 - TP: 50 psi, CP: 150 psi. RU swb. IFL @ 2200'. Made 2 runs f/SN @
5220', rec 28 bbls fluid, 80% oil. FFL @ 2200'. TOH wltbg. NU tree saver. RU Halliburton &
frac "D" sd w/72,000# of 20/40 sd in 430 bbis Boragel. Break dn @1601# treated @avg rate
23.3 bpm, avg press 1750 psi. ISlP-2152 psi, 5 min-2042 psi. Flowback after 5 min on 16/64"
ck @ 1 bpm. Flowed for 1-1/2 hrs & died. Rec 88 bb\s frac fluid, no sd, no oil. SDFN. Est
672 BWTR.
DC: $20,015 TWC:
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MONUMENT BUTTE FEDERAL 2-25 Surf Spud Date: 3/7/96
NWINE Sec. 25, 8S, 16E Rotary Spud Date: 3/13/96
Duchesne Co., Utah TD: 6600'
API #: 43-013-31604 Comp Rig: Basin #6

4/6/96 PO: Prep to frac GB-4 sd. (Day 6)
Summary: 4/4/96 - TP: 0, CP: 0. ND tree saver. TlH w/5-1/2 BU BP, 155 jts tbg. Set plug @
4680'. LD 1 jt, press csg to 3000# "held". Circ 1 sk sd to plug w/27 BW. Swb FL to 4000'.
TOH wltbg. RU Western Atlas & PERF GB-4 ZONE @ 4560-4579' WI4 JSPF. TlH w/RH,
SN, 154 jts tbg to 4660'. Swb fluid from 4000' to 4660' in 3 runs, rec 6 BW. SDFN. Est 561
BWTR.
DC: $3,975 TWC: $180,625

4/6/96 PO: Pull plugs. (Day 7)
Summary: 4/5/96 - TP: 0, CP: 0. Make 1 run f/SN @4660'. Rec .3 bbis fluid. TOH wltbg.
NU tree saver. RU Halliburton & frac GB-4 sd w/81,600# of 20/40 sd in 453 bbls Boragel.
Break dn @ 2350, treated @ avg rate 27.5 bpm, avg press 1900 psi. ISIP 2346 psi, 5 min-
2339 psi. Flowback after 5 min on 16/64" ck @2.1 bpm. Flowed for 2-1/2 hrs & died, rec 173
bb\s frac fluid, no oil, med sd. Est 841 BWTR.
DC: $20,535 TWC: $201,160

4/7/96 PO: Prep for prod. (Day 8)
Summary: 4/6/96 - TP: 0, CP: 0. ND tree saver. TlH w/RH. Tag sd @4573'. Reverse circ
sd out to RBP @4680'. Release plug. TOH LD BP. TlH w/RH. Tag sd @ 5028'. Reverse
circ sd out to RBP @ 5240'. Release plug, PU 9 jts. TlH to 5529' (no sd). TOH wltbg. LD
plug. TlH w/prod string as follows: NC, 7 jts tbg,SN, 27 jts tbg,5-1/2 TA, 148 jts 2-7/8" 6.5 M-
50 tbg. EOT @5535' KB. ND BOPs set TA @4500' w/8000# tension. TlH w/sd line, tag sd
top @5965'. RU swb. IFL @surf. Made 2 swb runs, rec 40 BW. FFL @500'. SDFN. Est
801 BWTR.
DC: $19,325 TWC: $220,485

4/8/96 SD for Sunday

4/9/96 PO: Run pmp & rods & prep to put on prod. (Day 9)
Summary: 4/8/96 - TP: 0, CP: 0. Cont to swb. IFL @500'. Made 26 swb runs, rec 493 bbls
fluid. FOC 20% wltr of sd. FFL @1000'. SDFN. Est 349 BWTR.
DC: $2,095 TWC: $222,580

4/10/96 PO: Place on prod. (Day 10)
Summary: 4/9/96 - TP: 100 psi, CP: 250 psi. Cont to swb. IFL @600'. Flowed &swbd 216
bb\s fluid wlavg of 40% oil (130 wtr, 86 oil). FFL @ 1800'. TlH w/sd line, tag sd top @5940'.
RD swb. Flush tbgw/50 bbls KCIwtr. PU 1-1/2 pmp, 4 wt rods, 4 - ¾" scrapered, 3 - ¾" slick
rods. Pmp staked out. Pmp 20 bbis hot wtr, stillwould not go. TOH w/pmp, no go on pmp
scored. Release TA. TOH w/9 jts tbg. Pmp would not go through btm of jt #9. LD 1 jt. TlH
reset TA. Land tbgw/8000# tension. RU for rods. SDFN. Est 276 BWTR.
DC: $2,740 TWC:
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Summary: 4/8/96 - TP: 0, CP: 0. Cont to swb. IFL @500'. Made 26 swb runs, rec 493 bbls
fluid. FOC 20% wltr of sd. FFL @1000'. SDFN. Est 349 BWTR.
DC: $2,095 TWC: $222,580

4/10/96 PO: Place on prod. (Day 10)
Summary: 4/9/96 - TP: 100 psi, CP: 250 psi. Cont to swb. IFL @600'. Flowed &swbd 216
bb\s fluid wlavg of 40% oil (130 wtr, 86 oil). FFL @ 1800'. TlH w/sd line, tag sd top @5940'.
RD swb. Flush tbgw/50 bbls KCIwtr. PU 1-1/2 pmp, 4 wt rods, 4 - ¾" scrapered, 3 - ¾" slick
rods. Pmp staked out. Pmp 20 bbis hot wtr, stillwould not go. TOH w/pmp, no go on pmp
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MONUMENT BUTTE FEDERAL 2-25 Surf Spud Date: 3/7/96
NWINESec. 25, 8S, 16E Rotary Spud Date: 3/13/96
Duchesne Co., Utah TD: 6600'
API #: 43-013-31604 Comp Rig: Basin #6

4/11/96 PO: On prod. (Day 11)
Summary: 4/10/96 - TP: 0, CP: 0. Flush tbgw/35 bbis KCIwtr. TlH w/rods as follows: 2-1/2
x 1-1/2 x 12 x 17 RHAC pmp, 4 - 1-1/2 wt rods, 4 - ¾" scrapered, 108 - ¾" plain, 96 - ¾"
scrapered rods. PU 1-1/2 x 22' polished rod. Seat pmp. Filltbgw/7 bbls KCIwtr. Stroke pmp
up w/rods to 800#. Tst good w/good action. Hang off horse head. Clean sd out of swb tank &.
flat tank. RDMO. PUT ON PROD 4/10/96 @4 PM, Wl100" SL @8 SPM. Est 318 BWTR.
DC: $9,330 TWC:
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @4465'.

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement.

3. Plug #2 Set 200' plug from 2000'-2200' with 25 sx Class "G" cement.

4. Plug #3 Pump 41 sx Class G Cement down 5 -1/2" casing to 352'

The approximate cost to plug and abandon this well is $35,401.
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Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/10/96 Proposed P & A
GL: 5413' KB: 5426' Wellbore Diagram
SURFACE CASING
CSG SIZE: 8-5/8"

Cement Top@ Surface
GRADE: J-55 Pump 41 sx Class O Cement down 5 -1/2" casing to 352'

WEIGHT:24#

LENGTH: jts. (305')

DEPTH LANDED: 302'

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls cmt to surf

. Casing Shoe @302'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 157 jts. (6605.03')

DEPTH LANDED: 6583.60'

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic
200' Balanced Plug (25 sx) Class G Cement over water

CEMENT TOP AT: Sudace per CBL zone 2000' - 2200'

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4465'

4560°-79'

4838-4845'

4917-4925'

5136'-56'

5196-5200'

6327-6332'

6345-6349'

6394-6400'

NEWFIELD
Top of lg 65'

Monument Butte Federal #2-25-8-16

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-RlóE

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170
JM 2/25/2008
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FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR OMBNo. 1004-0135
Expire.s January 31,2004

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-67170

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SL BRIIT IN TRIPLICATE - Other Instructions on reyrse si le . 7. IfUnitor CA/Agreement, Nameand/or

MON BUTTE NE
1. Type of Wel

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator MONUMENT BUTTE FED 2-25

NEWFIELD PRODUCTION COMPANY p;
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331604

Myton, UT 84052 435 646 3721 10 Field and Pool. or FYpioratorv Area

4. Location of Well (Footage, Sec., T., R., M.. or Survey Description) MONUMENT BUTTE
679 FNL 1979 FEL 11. County or Parish, State

NWNE Section 25 T8S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen . O Production(Start/Resume) Water Shut-Off
Notice of Intent Alter Casing O Fracture Treat Q Reclamation Well Integrity

O Subsequent Report Casing Repair O New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Convertto O Plug, Back Q Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, inchiding estimated startingdate of any proposed work and approximateduration thereof Ifthe

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under whicÍlthe work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

of the involved operations. If the operation results in a multiple completion or ecompletion in a new interval, a Fom13160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, inclûding reclaination, have been completed, and the operator has determined that the site is ready for final

inspectiond
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, JR. ExecutiveDirector

covernor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

April 21, 2008

Newfield Production Company
1401 17thStreet, Suite 1000
Denver, Colorado 80202

Re: Monument Butte Northeast Unit Well: Monument Butte Federal 2-25-8-16, Section 25, Township
8 South, Range 16 East, Duchesne County, Utah

Mr. Eric Sundberg,

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division")
issues its administrative approval for conversion of the referenced well to a Class II injection well.
Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells pursuant to
Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

The Division will issue an Underground Injection Control Permit after the above stipulations
have been meet. If you have any questions regarding this approval or the necessary requirements, please
contact Brad Hill or Dan Jarvis at this office.

Sincerely,

Gil Hunt
Associate Director

cc: Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Newfield Production Company, Myton
Duchesne County um
Well File DNR

1594 West North Temple,Suite 1210, PO Box 145801, SaltLakeCity, UT 84114-5801
telephone(801) 538-5340 •facsimile (801)359-3940 • TTY (801)538-7458 • www.ogm.utah.gov OIL, GAS &
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Monument Butte Federal 2-25-8-16

Location: 25/8S/16E API: 43-013-31604

Ownership Issues: The proposed well is located on Federal land. The well is located in the
Monument Butte Northeast Unit. Lands in the one-half mile radius of the well are administered
by the BLM. The Federal Government is the mineral owner within the area of review. Newfield
and other various individuals hold the leases in the unit. Newfield has provided a list of all
surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Monument Butte Northeast Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 302 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,584 feet. A cement bond log demonstrates
adequate bond in this well up to 3,909 feet. A 2 7/8 inch tubing with a packer will be set at
4,525 feet. A mechanical integrity test will be run on the well prior to injection. There are 11
producing wells, 4 injection wells and 1 shut-in well in the area of review. All of the wells have
evidence of adequate casing and cement. No other corrective action will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is approximately 413 feet. Injection shall be the interval between 4,708 feet and
6,424 feet in the Green River Formation. Information submitted by Newfield indicates that the
fracture gradient for the 2-25-8-16 well is .85 psi/ft which was the lowest reported fracture
gradient for the injection zone. The resulting minimum fracture pressure for the proposed
injection interval is 2,119 psig. The requested maximum pressure is 2,119 psig. The anticipated
average injection pressure is l100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground water
present should be adequately
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Monument Butte Federal 2-25-8-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Monument Butte Northeast Unit March 5, 1996. Correlative rights issues were addressed at that
time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Clinton Dworshak Date
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an informal adjudicative Selectivezones in the
NOTICE OF proceedingtoconsiderthe Green River Formation

AGENCY applicatiop of the New- will be used for water
field Exploration Com- injection. The maximum

ACTION paný for administrative requested injection pres-

CAUSE NO approvaloftheHawkeye sure and rate will be
10-23-8-16 well, located determined on each indi-

UIC 344 inNWl4SE/4 Section 23, vidual well based on frac-
Monument Butte Federal ture gradient information

. BEFORE THE DIVI- 14-24-8-16 well, located submitted by Newfield
SIONOFOIL,GASAND in SE/4 SWl4 Section 24, Exploration Company.
MINING Monument Butte Federal Any person desiring

DEPARTMENT OF 4-25-8-16well,locatedin to object to the proposed
NATURAL RESOURC- NWl4 NW/4 Section 25 applíbation or otherWise
ES Monument Butte Federal intervene in the proceed-

STATEOFUTAH 2-25-8-16well,locatedin ing, must file a written
THESTATEOFUTAH NWl4 NE/4 Section 25, protest or notice of in-

TO ALL PERSONSIN- Monument Butte 16-24 terventionwith the Divi-
TERESTED IN THE 9-16welllocatedinSE/4 sion within fifteen days
ABOVE ENTITLED SE/4 Section 2, $outh following publicatÏon.of
MATTER· Wells Draw 14-2-9-16 thisnotice.TheDivision's

Notice isherebygiven well located SE/4 SW/4 Presiding Officer for the
that the Division of Oil, in Section 2, Moriument proceeding is Gil Hunt,
GasandMining(the"Di- Butte 10-2-9-16 well AssociateDirector,atP.O.
vision") is commencing located in NW/4 SE/4 Box 145801, Salt Lake
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cated SE/4 NW/4 in See_ 5340. If such a protest or
tion 2, MonumentBittte notice of intervention is
2-2-9-16 well located received,ahearingwillbe
in NWl4 NE/4 Section scheduled in accoïdance
2, South Wells Draw with the aforementioned
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South WellsDraw7-3-9 interveners should be
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Federal ll-4G-9-16 well March,2008
16eatedin 1\iWl4NW/4 STATEOF UTAH
Section 4, Wells Draw DIVISION OF OIL,
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located in SWl4 NW/4
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Federal 7-18-9-16 well
located in SW/4 NE/4
Section 18, West Point
Federal 3-18-9-16 well
located in NE/4 NW/4
Section 18, Township 9
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These wells are located in
theHawkeye,Monument
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Admin. Rule R649-10,
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, JR. Executive Director

Govemor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-344

Operator: Newfield Production Company

Well: Monument Butte Federal 2-25-8-16

Location: . Section 25, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-31604

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
April 21, 2008 .

2. Maximum Allowable Injection Pressure: 2, 000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4,708' - 6,424')

Approved by: "

Gil Hunt Date
Associate Director

cc: Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County
Well File

UTAH

N:\O&G Reviewed Docs\ChronFile\UIC\Newfield\Monument Butte DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458•www.ogm.utah.gov 01E, GAS &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASEDESIGNATION ANDSERIALNUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME:Do not use this formfor proposals to drill new wells, significantlydeepen existing wells below curent bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals. MON BUTTE NE

L TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR; 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331604
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 679 FNL 1979 FEL COUNTY: DUCHESNE

OTR/OTlt SECTION.TOWNSHIP. RANGE.MERIDIAN: NWNE, 25, T8S, Rl6E STATE: UT

: CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEODENTREPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only) --

|X CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: -

02/09/2009 CONVERTWELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths,volumes, etc.

The above listed well was converted to an injection well on 2/9/09.
On 2/12/09 Dennis Ingram with the State of Utah (DOGM) was contacted concerning the MITon the above listed well. Permission was
given at that timeto perform the test on 2/13/09. On 2/13/09 the csg was pressured up to 1350 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was Opsig during the test. There was not a State
representative available to witness the test.

API # 43-013-31604

NAME (PLEASEP S TITLEE Producti0onClerk

(This space for State use only)

RECEIVED
FEB23 2009

DIV.0FOIL,GAS&
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Mechanical integrity Test
Casing or Annulus Pressure Test

inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Date i ime 9 d(7 pmTest Conducted by: AVE cf

Weti: Monommi ßst Field: mw Rafts Edad'146-2
chse C%2+g üt»A unc7r10Well Location:

4 API No: 48-00 -3K>OS

Time Casing Pressure

0 min / psig
5 )2£ Q psig

10 jg go psig
15 )¾gr psig
20 )25 0 psig
25 | gg psig
30 min )3g () psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting
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.Summary Rig Activity Page 1 of 1

MON BT 2-25-8-16
12/1/2008To4/28/2009

2/6/2009 Day: 1 Conversion

Stone #5 on 2/5/2009 - MIRU Stone #5. RU HO trk & pump 70 BW dn annulus @ 250°F. RD
pumping unit & unseat pump. Flush tbg & rods W/ 40 BW @ 250°F. Re-seat pump, soft joint
rod string & strip off flow-T. Fill tbg W/ 6 BW & pressure up to 3000 psi-tbg ruptured.
Retrieve rod string & unseat pump. LD 171 rods. PU polished rod & SIFN.

2/7/2009 Day: 2 Conversion

Stone #5 on 2/6/2009 - LD polished rod & con't LD rod string and pump. ND wellhead &
release TA @ 6175'. NU BOP. TOH & talley tbg. Break each connection, clean & inspect pins
and apply Liquid O-ring to pins. LD BHA & btm 59 jts tbg. SIFN.

2/10/2009 Day: 3 Conversion

Stone #5 on 2/9/2009 - RIH w/ 5 1/2" AS1 pkr., PSN (w/ standing valve in place), 50 jts 2
7/8" tbg. RU hotoiler to tbg. Pressure test tbg. to 3500 psi. Cont. RIH w/ 50 jts 2 7/8" tbg.
Pressure test tbg. to 3200 psi. Cont, RIH w/ 48 jts 2 7/8" tbg. Pressure test tbg. to 3000 psi
for 30 min w/ no pressure loss. RIH w/ overshot on sandline. Tag oil plug @ 1800'. RU hotoiler
to csg. Pump 70 bbls 250° water down csg. RIH w/ overshot on sandline. Retrieve standing
valve. RD wireline. ND BOP. NU B-2 adapter flange. SWIFN.

2/11/2009 Day: 4 Conversion

Stone #5 on 2/10/2009 - RU hotoiler to csg. Pump 60 bbis fresh water w/ pkr. fluid down csg.
Set AS1 pkr. @ 4511' w/ 15,000# tension. NU wellhead. Pressure test csg. to 1375 psi for 30
min. w/ no bleedoff. RD. WELL READY FOR MIT.

2/14/2009 Day: 5 Conversion

Rigless on 2/13/2009 - On 2/12/09 Dennis Ingram with the State of Utah DOGM was
contacted concerning the MIT on the above listed well (MB 2-25-8-16). Permission was given
at that time to perform the test on 2/13/09. On 2/13/09 the csg was pressured up to 1350
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test . The tbg pressure was O psig during the test. There was not a State representative
available to witness the test. API # 43-013-31604

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152520&API=4301331604000...
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MON BT 2-25-8-16
12/1/2008To4/28/2009
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STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5 LEASE DESIGNATION AND SERIAL NUMBER

DIVISIONOF OIL, GASAND MINING es, gyg g,,,o
IFINDIAN,ALLOTTEEOATRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells. sigrtificantlydeepen existingwells below current bottom-hole depth,reenter plugged 7 UNITorCA AGREEMENTNAME:

wells, or to drill horizontal laterals,UseAPPLICATION FORPERMlT TO DRILL form for suchproposals. MONBUTTENE
1 TYPE OF WELL:

()IL WELL GAS WELL 0 oraea it'ofoNT-BUT
1 FED 2-25

2 NAMEOVOPERATOR: 9 APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301331604
1 ADDRESSOFOPERATOR: PIIONENUMBER lŒ FIELDANDPOOLORWILOCAT:

Route 3 Box 3630 ciTY Myton stATE UT z!P 84052 435.646,3721 MONUMENT BUTTE
4 LOCATION OFWEt,L:

FOOTAGESAT SURFAce 679FNL 1979 FEL couNTY DUCHESNE

OTIVOTitSECTION TOWNSillP RANGE MERIDIAN NWNE, 25, T8S, R16E STATE UT

a CHECK APPROPRIATEBOXESTO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATION
O NOTICEOF INTENT

(Submitin Duplicat¢) O --o O FRACTURE TREAT SIDETRACK TOREPAIR WELL

Approxmutedateworkwill CASMG- 0 -cosstavenos O WOmm,YMON

O CilANGETOPREVIOUSPLANS OPERATORCHANGE TUnlNG-

O CHANGETIJOING 0 Km-ON ORM

SUBSEOUENTREPORT cuANot wsu - 0 ocea nsex 0 «sma otarosa
(SubmitOriginal FormOnly}

CilANGEWELL STATUS PRODUCTION (STARTASTOP) WATURSMUT-OFF

Date of Work Completion: O co- 66moovema so-om O RECLAMATION OF WELL SYTE ONR •

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

11 DESCRIBE PROPOSED OR COMPLETED OPERATIONS, Clearly show all pertinent details including dates, depths, volumes, etc.

The above listed wellwas converted toan injection wellon2/9/09.
On 2/12/09 Dennis Ingram with the State of Utah (DOGM) was contacted concerning the MITon the above listed well. Permission was
given at thattimeto perform the teston2/13/09, On 2/13/09 the csg was pressured up to 1350 psig and charted for 30 minuteswithno
pressure loss. The well was not injecting during thetest The tbgpressure was 0 psig during the test There was not a State
representative available towitness thetest.

API # 43-013-31604

RECEIVED
MAY0 6 2009

DIVOFOIL,GAS&MINING

NAME (PLEASE PRINT) CON 88 TITLE Production Clerk

StGNATURE DATE

(This spaceforSme use
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NEWFIELD

DAILYWORKOVER REPORT
WELLNAME:Monument Butte Federal 2.25-8-16 Report Date: Fei 6, 2009 Day:

_

1

Operation: Conversion Rig: Stone #5

WELLSTATUS
Surf Csg: 8 5/8 @ 302' Prod csg: 5 1/2" g 6584' WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Anchor @: 6175' BPISand PSTD: _6440'

PERFORATION RECORD
Z_qa.g M SPFI#shots Zone Perfs SPFI#shots

GB4 sds 4680-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds $327-6332' 4/20
PB11 sds 4917-4925' 4/32 CPS sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: Feb. 5, 2009 SITP:

_

SICP:
MIRU Stone #5. RU HO trk & pump 70 BW dn annulus @250°F. RD pumping unit & unseat pump. Flush tog & rods

WI40 BW@250°F. Re-seat pump, softjointrod string &stripoffflow-T, Fill tbg W/6 BW &pressure up to 3000 psi-tbg
ruptured. Retrieva rod string&unseat pump. LD171 rods, PU polished rod &SIFN.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostfrecovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: F1nalFluid Rate: Final oil cut:

KB 13.00' 1 1/2"X 26' polished rod

178 2 7/8 M-50 tbg (5404.89') 1-2' X 7/8 ' pony rod

24 2 7/8 J-55 tbg (757.28') 111-7/8" scrapered rods

TA (2.80' @6175.17' KB) 108-3/4" plain rods

1 2 7/8 J-55 tbg (30.43) 22-3/4"scraperedrods

SN (1.10' @6208.40' KB) 6-1 1/2"weightrods

1 2 7/8 M-50tbg (29.71') CDi 2 1/2" X 1 3/4' X20'

"Collarsized" gas anchor (5.22't RHACpump W/ SM plunger

3 2 7/8 M-50 tbg(92.42')
ELS bugug/collar g2

EOT 6337.73' W/ 13' KB

Workover Supervisor: Gary
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3 2 7/8 M-50 tbg(92.42')
ELS bugug/collar g2

EOT 6337.73' W/ 13' KB

Workover Supervisor: Gary



NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:MonumentButte Federal 2-25•8-16 Report Date: Feb. 7, 2009 Day: 2

Operation: Conversion Rig: Stone #5

WELLSTATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" g 6584' WT: 15.5# Csg PBTD:

_ g
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: O BPISand PBTD: 6440'

PERFORATION RECORD
ZB Perfs SPFl#shots Zone Egrig SPFl#shots

GB4 sds 4560-4579' 4/76 C sde 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sde 4917-4925' 4/32 CPS eds 6345-6349' 4/16
D sds $136-5156' 4/80 BS sds 6394.6400' 4/24
D2 sds 5196-5200'

CHRONOLOGICAL OPERATIONS
Date Work Performed: Feb. 6, 2009 SITP: SICP:

LD polished rod & con't LD rod string and pump. ND wellhead & release TA @ 6175'. NU BOP. TOH & talleytbg.
Break each connection, clean& inspect pins and apply Uquid O-ringto pins. LDBHA & btm 59 jts tbg. SIFN.

FLUlD RECOVERY(BBLS)
Starting fluid load to be recovered Starting oil ret to date:
Fluîd lost/recovered today: Oil tost/recoveredtoday:
Ending fluid to be recovered: Cum on recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oît cut:

TUBINGDETAIL

Workover Supervisor: Gary

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:MonumentButte Federal 2-25•8-16 Report Date: Feb. 7, 2009 Day: 2

Operation: Conversion Rig: Stone #5

WELLSTATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" g 6584' WT: 15.5# Csg PBTD:

_ g
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: O BPISand PBTD: 6440'

PERFORATION RECORD
ZB Perfs SPFl#shots Zone Egrig SPFl#shots

GB4 sds 4560-4579' 4/76 C sde 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sde 4917-4925' 4/32 CPS eds 6345-6349' 4/16
D sds $136-5156' 4/80 BS sds 6394.6400' 4/24
D2 sds 5196-5200'

CHRONOLOGICAL OPERATIONS
Date Work Performed: Feb. 6, 2009 SITP: SICP:

LD polished rod & con't LD rod string and pump. ND wellhead & release TA @ 6175'. NU BOP. TOH & talleytbg.
Break each connection, clean& inspect pins and apply Uquid O-ringto pins. LDBHA & btm 59 jts tbg. SIFN.

FLUlD RECOVERY(BBLS)
Starting fluid load to be recovered Starting oil ret to date:
Fluîd lost/recovered today: Oil tost/recoveredtoday:
Ending fluid to be recovered: Cum on recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oît cut:

TUBINGDETAIL

Workover Supervisor: Gary

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:MonumentButte Federal 2-25•8-16 Report Date: Feb. 7, 2009 Day: 2

Operation: Conversion Rig: Stone #5

WELLSTATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" g 6584' WT: 15.5# Csg PBTD:

_ g
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: O BPISand PBTD: 6440'

PERFORATION RECORD
ZB Perfs SPFl#shots Zone Egrig SPFl#shots

GB4 sds 4560-4579' 4/76 C sde 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sde 4917-4925' 4/32 CPS eds 6345-6349' 4/16
D sds $136-5156' 4/80 BS sds 6394.6400' 4/24
D2 sds 5196-5200'

CHRONOLOGICAL OPERATIONS
Date Work Performed: Feb. 6, 2009 SITP: SICP:

LD polished rod & con't LD rod string and pump. ND wellhead & release TA @ 6175'. NU BOP. TOH & talleytbg.
Break each connection, clean& inspect pins and apply Uquid O-ringto pins. LDBHA & btm 59 jts tbg. SIFN.

FLUlD RECOVERY(BBLS)
Starting fluid load to be recovered Starting oil ret to date:
Fluîd lost/recovered today: Oil tost/recoveredtoday:
Ending fluid to be recovered: Cum on recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oît cut:

TUBINGDETAIL

Workover Supervisor: Gary



NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2525-8-16 Report Date: 2/10/2009 Day: 3

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Usg: 8 5/8 @ 302' Prod Csg: ji 1/2" 6584' wT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 PkrlEOT @: 4515' BPIsand PBTD: _ 6440'

PERFORATION RECORD
go.02 .P..egg SPFI#shots goqag Pg_rfg SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sde 6327-6332' 4/20
PB11 sds 49f7-4925' CP5 ads 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394 6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RiHw/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place), 50 jts 2 7/8"tbg. RU hotoiler to tbg. Pressure test tbg.to 3500
psi. Cont, RIHw/ 50 Jts2 7/8" tbg, Pressure test tbg.to 3200 psi. Cont. RlH wl 48 Jts2 7/8" tbg, Pressure test tbg. to
3000 psi for 30 minwl no pressure loss. RIH w/ overshoton sandline. Tag oilplug @1800'. RU hotoilerto csg, Pump
70 bbls 250° water down osg. RlH w/ overshot on sandline. Retrieve standing valve. RD wireline NO BOP. NU 8-2
adapter flange. SWIFN.

FLUID RECOVERY {BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAfL

KB 13.00'

148 Jts2 7/8" tbg. (4493.33')

PSN
.10'@ 4506.33')

AS1 PKR (7 39')
EOTg 4514,82'

PKR. Elements @4510 68'

Workover Supervisor: Don

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2525-8-16 Report Date: 2/10/2009 Day: 3

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Usg: 8 5/8 @ 302' Prod Csg: ji 1/2" 6584' wT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 PkrlEOT @: 4515' BPIsand PBTD: _ 6440'

PERFORATION RECORD
go.02 .P..egg SPFI#shots goqag Pg_rfg SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sde 6327-6332' 4/20
PB11 sds 49f7-4925' CP5 ads 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394 6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RiHw/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place), 50 jts 2 7/8"tbg. RU hotoiler to tbg. Pressure test tbg.to 3500
psi. Cont, RIHw/ 50 Jts2 7/8" tbg, Pressure test tbg.to 3200 psi. Cont. RlH wl 48 Jts2 7/8" tbg, Pressure test tbg. to
3000 psi for 30 minwl no pressure loss. RIH w/ overshoton sandline. Tag oilplug @1800'. RU hotoilerto csg, Pump
70 bbls 250° water down osg. RlH w/ overshot on sandline. Retrieve standing valve. RD wireline NO BOP. NU 8-2
adapter flange. SWIFN.

FLUID RECOVERY {BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAfL

KB 13.00'

148 Jts2 7/8" tbg. (4493.33')

PSN
.10'@ 4506.33')

AS1 PKR (7 39')
EOTg 4514,82'

PKR. Elements @4510 68'

Workover Supervisor: Don

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2525-8-16 Report Date: 2/10/2009 Day: 3

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Usg: 8 5/8 @ 302' Prod Csg: ji 1/2" 6584' wT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 PkrlEOT @: 4515' BPIsand PBTD: _ 6440'

PERFORATION RECORD
go.02 .P..egg SPFI#shots goqag Pg_rfg SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sde 6327-6332' 4/20
PB11 sds 49f7-4925' CP5 ads 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394 6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RiHw/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place), 50 jts 2 7/8"tbg. RU hotoiler to tbg. Pressure test tbg.to 3500
psi. Cont, RIHw/ 50 Jts2 7/8" tbg, Pressure test tbg.to 3200 psi. Cont. RlH wl 48 Jts2 7/8" tbg, Pressure test tbg. to
3000 psi for 30 minwl no pressure loss. RIH w/ overshoton sandline. Tag oilplug @1800'. RU hotoilerto csg, Pump
70 bbls 250° water down osg. RlH w/ overshot on sandline. Retrieve standing valve. RD wireline NO BOP. NU 8-2
adapter flange. SWIFN.

FLUID RECOVERY {BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAfL

KB 13.00'

148 Jts2 7/8" tbg. (4493.33')

PSN
.10'@ 4506.33')

AS1 PKR (7 39')
EOTg 4514,82'

PKR. Elements @4510 68'

Workover Supervisor: Don



NEWFIELD

DAILYWORKOVERREPORT
WELL NAME: Monument Butte Federal 2-25-846 Report Date: 2/10/2009 Day: 4

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 @ Prod Csg: 5 1/2" 6584'__ WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zoge .P.ge¡,..fg SPF/#shots Zone Perfs SPFl#shots

GB4 sde 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB 4917-4925' CP5 sde 6345-6349' 4/16
D sde 5136•5156' 4/80 BS sds 6394-6400' 4I24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to cag. Pump 60 bble fresh water wl pkr, fluiddown csg. Set AS1 pkt. @4511' wl 15,000# tension. NU
wellhead, Pressure test esg. to 1375 psi for 30 min,wl no bleedoff. RD.

WELLREADY FOR MIT.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oli tostirecoveredtoday:
Ending fluid to be recovered: Cum oli recovered:
[FL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')
PSEL1SÊ450623'
AS1 PKR (7.39')
EOT g45g82'

PKR. Elements 4510 68'

Workover Supervisor:

NEWFIELD

DAILYWORKOVERREPORT
WELL NAME: Monument Butte Federal 2-25-846 Report Date: 2/10/2009 Day: 4

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 @ Prod Csg: 5 1/2" 6584'__ WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zoge .P.ge¡,..fg SPF/#shots Zone Perfs SPFl#shots

GB4 sde 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB 4917-4925' CP5 sde 6345-6349' 4/16
D sde 5136•5156' 4/80 BS sds 6394-6400' 4I24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to cag. Pump 60 bble fresh water wl pkr, fluiddown csg. Set AS1 pkt. @4511' wl 15,000# tension. NU
wellhead, Pressure test esg. to 1375 psi for 30 min,wl no bleedoff. RD.

WELLREADY FOR MIT.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oli tostirecoveredtoday:
Ending fluid to be recovered: Cum oli recovered:
[FL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')
PSEL1SÊ450623'
AS1 PKR (7.39')
EOT g45g82'

PKR. Elements 4510 68'

Workover Supervisor:

NEWFIELD

DAILYWORKOVERREPORT
WELL NAME: Monument Butte Federal 2-25-846 Report Date: 2/10/2009 Day: 4

Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 @ Prod Csg: 5 1/2" 6584'__ WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zoge .P.ge¡,..fg SPF/#shots Zone Perfs SPFl#shots

GB4 sde 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB 4917-4925' CP5 sde 6345-6349' 4/16
D sde 5136•5156' 4/80 BS sds 6394-6400' 4I24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to cag. Pump 60 bble fresh water wl pkr, fluiddown csg. Set AS1 pkt. @4511' wl 15,000# tension. NU
wellhead, Pressure test esg. to 1375 psi for 30 min,wl no bleedoff. RD.

WELLREADY FOR MIT.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oli tostirecoveredtoday:
Ending fluid to be recovered: Cum oli recovered:
[FL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')
PSEL1SÊ450623'
AS1 PKR (7.39')
EOT g45g82'

PKR. Elements 4510 68'

Workover Supervisor:



NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 BIS @ 302' Prod Osg: 5 1/2" @ 6584' WT: 15.5# csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt' 6.5# Grd: M-50 PktlEOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPF/#shots _Z_o_rie Pqda SPFI#shots

GB4 sds 4560-4570' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4I2 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 N s 6394-8400' 4124
D2 sds 5196-5200' 4/16

CHRONOLOGICALOPERATIONS
Date Work Performed: 2/1312009 SITP: SICP:

On 2/12/09 Dennis Ingram with the State of Utah DOGMwas contactedconcerningthe MITon the above îlsted well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the esg was pressured up to
1350 psig and charted for 30 minuteswith no pressure loss. The well was not injecting during the test . The tbg pressure
was 0 psig during the test.There was not a State representative availabletowitness thetest.

API# 43-013-31604

FLUIDRECOVERY (BBLS)
Starting fluid foad to be recovered: Starting oilree to date:
Fluid lostIrecovered today: Oil lostiracovered today:
Ending fluid to be recovered: Cum oli recovered:
IFL: FFL: FTP: Choke:

___

Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')

PSN( 10'g4506.33')

AS1 PKR (7.39')

EOTg 4 4 82

PKR Elements @4510 68'

Workover Supervisor: JD

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 BIS @ 302' Prod Osg: 5 1/2" @ 6584' WT: 15.5# csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt' 6.5# Grd: M-50 PktlEOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPF/#shots _Z_o_rie Pqda SPFI#shots

GB4 sds 4560-4570' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4I2 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 N s 6394-8400' 4124
D2 sds 5196-5200' 4/16

CHRONOLOGICALOPERATIONS
Date Work Performed: 2/1312009 SITP: SICP:

On 2/12/09 Dennis Ingram with the State of Utah DOGMwas contactedconcerningthe MITon the above îlsted well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the esg was pressured up to
1350 psig and charted for 30 minuteswith no pressure loss. The well was not injecting during the test . The tbg pressure
was 0 psig during the test.There was not a State representative availabletowitness thetest.

API# 43-013-31604

FLUIDRECOVERY (BBLS)
Starting fluid foad to be recovered: Starting oilree to date:
Fluid lostIrecovered today: Oil lostiracovered today:
Ending fluid to be recovered: Cum oli recovered:
IFL: FFL: FTP: Choke:

___

Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')

PSN( 10'g4506.33')

AS1 PKR (7.39')

EOTg 4 4 82

PKR Elements @4510 68'

Workover Supervisor: JD

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 BIS @ 302' Prod Osg: 5 1/2" @ 6584' WT: 15.5# csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt' 6.5# Grd: M-50 PktlEOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPF/#shots _Z_o_rie Pqda SPFI#shots

GB4 sds 4560-4570' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4I2 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 N s 6394-8400' 4124
D2 sds 5196-5200' 4/16

CHRONOLOGICALOPERATIONS
Date Work Performed: 2/1312009 SITP: SICP:

On 2/12/09 Dennis Ingram with the State of Utah DOGMwas contactedconcerningthe MITon the above îlsted well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the esg was pressured up to
1350 psig and charted for 30 minuteswith no pressure loss. The well was not injecting during the test . The tbg pressure
was 0 psig during the test.There was not a State representative availabletowitness thetest.

API# 43-013-31604

FLUIDRECOVERY (BBLS)
Starting fluid foad to be recovered: Starting oilree to date:
Fluid lostIrecovered today: Oil lostiracovered today:
Ending fluid to be recovered: Cum oli recovered:
IFL: FFL: FTP: Choke:

___

Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg.(4493.33')

PSN( 10'g4506.33')

AS1 PKR (7.39')

EOTg 4 4 82

PKR Elements @4510 68'

Workover Supervisor: JD



O O
NEWFIELD

DAILYWORKOVERREPORT
WELL NAME:Monumemt Butte Federal 2-25-8-16 Report Date: Feb. 6, 2009 Day: 1

Operation:
__

Corwersion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 302' Prod csg: 5 1/2" g 6584' WT: 15 5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Anchor @: 6175' BPISand PBTD: 6440'

PERFORATION RECORD
Z_o_ne SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds ÃÏÏŠŠ4ÃÃÑ 4/28 CP5 sds Ä3TÃ3i 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds ÉiŠ6-5ië 4/80 BS sds 6304-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGlCALOPERATIONS
Date Work Performed: Feb. 5, 2009 SITP: SICP:

MIRUStone #5, RU HO trk & pump 70 BW dn annulus @250°F. RD pumping unit & unseat pump. Flush tbg &rods
W/ 40 BW@250°F. Re-seat pump, soft joint rod string &strip offflow-T. Fill tbg W/ 6 BW&pressure up to 3000 psi-tbg
ruptured. Retrieve rod string&unseat pump. LD171 rods, PU polished rod &SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: _ FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL

KB 00 1 1/2"X 26' páÃe d

178 2 7/8 M-50 tbg (5404.89') 1-2' X 7/8" pon

24 2 7/8 J-55 tbg 757.28') 111-7/8" scrapered rods

TA (2.80' g6175.17'KB) 108-3/4" plain rods
1 2 7/8 J-55 tbg (30.43') 22-3/4"scrapered rods

SN (1.10' g 6208.40' KB} 6-1 1/2" weight rods
1 2 7/8 M-50 tbg (29.7¾) CDI 2 1/2" X 1 3/4"X 20'
"Collarsized" gas anchor (5.22') RHACpumpW/ SM plunger

.2 7/8 nipple 16')
3 2 7/8 M-50 tbg (92,42')

2 7is gegicomR
EOT 6337.73' W/ 13' KB

Workover Supervisor: Gary

O O
NEWFIELD

DAILYWORKOVERREPORT
WELL NAME:Monumemt Butte Federal 2-25-8-16 Report Date: Feb. 6, 2009 Day: 1

Operation:
__

Corwersion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 302' Prod csg: 5 1/2" g 6584' WT: 15 5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Anchor @: 6175' BPISand PBTD: 6440'

PERFORATION RECORD
Z_o_ne SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds ÃÏÏŠŠ4ÃÃÑ 4/28 CP5 sds Ä3TÃ3i 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds ÉiŠ6-5ië 4/80 BS sds 6304-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGlCALOPERATIONS

Date Work Performed: Feb. 5, 2009 SITP: SICP:
MIRUStone #5, RU HO trk & pump 70 BW dn annulus @250°F. RD pumping unit & unseat pump. Flush tbg &rods

W/ 40 BW@250°F. Re-seat pump, soft joint rod string &strip offflow-T. Fill tbg W/ 6 BW&pressure up to 3000 psi-tbg
ruptured. Retrieve rod string&unseat pump. LD171 rods, PU polished rod &SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: _ FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL

KB 00 1 1/2"X 26' páÃe d

178 2 7/8 M-50 tbg (5404.89') 1-2' X 7/8" pon

24 2 7/8 J-55 tbg 757.28') 111-7/8" scrapered rods

TA (2.80' g6175.17'KB) 108-3/4" plain rods
1 2 7/8 J-55 tbg (30.43') 22-3/4"scrapered rods

SN (1.10' g 6208.40' KB} 6-1 1/2" weight rods
1 2 7/8 M-50 tbg (29.7¾) CDI 2 1/2" X 1 3/4"X 20'
"Collarsized" gas anchor (5.22') RHACpumpW/ SM plunger

.2 7/8 nipple 16')
3 2 7/8 M-50 tbg (92,42')

2 7is gegicomR
EOT 6337.73' W/ 13' KB

Workover Supervisor: Gary

O O
NEWFIELD

DAILYWORKOVERREPORT
WELL NAME:Monumemt Butte Federal 2-25-8-16 Report Date: Feb. 6, 2009 Day: 1

Operation:
__

Corwersion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 302' Prod csg: 5 1/2" g 6584' WT: 15 5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Anchor @: 6175' BPISand PBTD: 6440'

PERFORATION RECORD
Z_o_ne SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds ÃÏÏŠŠ4ÃÃÑ 4/28 CP5 sds Ä3TÃ3i 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds ÉiŠ6-5ië 4/80 BS sds 6304-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGlCALOPERATIONS

Date Work Performed: Feb. 5, 2009 SITP: SICP:
MIRUStone #5, RU HO trk & pump 70 BW dn annulus @250°F. RD pumping unit & unseat pump. Flush tbg &rods

W/ 40 BW@250°F. Re-seat pump, soft joint rod string &strip offflow-T. Fill tbg W/ 6 BW&pressure up to 3000 psi-tbg
ruptured. Retrieve rod string&unseat pump. LD171 rods, PU polished rod &SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: _ FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL

KB 00 1 1/2"X 26' páÃe d

178 2 7/8 M-50 tbg (5404.89') 1-2' X 7/8" pon

24 2 7/8 J-55 tbg 757.28') 111-7/8" scrapered rods

TA (2.80' g6175.17'KB) 108-3/4" plain rods
1 2 7/8 J-55 tbg (30.43') 22-3/4"scrapered rods

SN (1.10' g 6208.40' KB} 6-1 1/2" weight rods
1 2 7/8 M-50 tbg (29.7¾) CDI 2 1/2" X 1 3/4"X 20'
"Collarsized" gas anchor (5.22') RHACpumpW/ SM plunger

.2 7/8 nipple 16')
3 2 7/8 M-50 tbg (92,42')

2 7is gegicomR
EOT 6337.73' W/ 13' KB

Workover Supervisor: Gary



O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:Monument Butte Federa12-25-8-16 Report Date: Feb. 7, 2009 Day: _2

Operation: Conversion _ Rig: Stone #5

WELL STATUS
Surf csg: 8 5/8 g 302' Prod Csg: 5 1/2" 6584' WT: 15:5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 0 BPISand PBTD: 6440'

PERFORATION RECORD
Z_gng Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 55iŠ 5iŠŠi 4/80 BS sds 6394-6400'

ÃÑÏ¯¯
D2 sds 5196-5200' ÃÏÏŠ

CHRONOLOGICAL OPERATIONS
Date Work Performed: Feb. 6, 2009 SITP:

_

SICP:
LD polished rod & con't LD rod string and pump. ND wellhead & release TA @6175'. NU BOP. TOH & talleytbg.

Break each connection, clean & inspect pins and apply Liquid O-ringto pins. LD BHA & btm 59 jts tbg SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostIrecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAIL

Workover Supervisor: Gary

O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:Monument Butte Federa12-25-8-16 Report Date: Feb. 7, 2009 Day: _2

Operation: Conversion _ Rig: Stone #5

WELL STATUS
Surf csg: 8 5/8 g 302' Prod Csg: 5 1/2" 6584' WT: 15:5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 0 BPISand PBTD: 6440'

PERFORATION RECORD
Z_gng Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 55iŠ 5iŠŠi 4/80 BS sds 6394-6400'

ÃÑÏ¯¯

D2 sds 5196-5200' ÃÏÏŠ
CHRONOLOGICAL OPERATIONS

Date Work Performed: Feb. 6, 2009 SITP:
_

SICP:
LD polished rod & con't LD rod string and pump. ND wellhead & release TA @6175'. NU BOP. TOH & talleytbg.

Break each connection, clean & inspect pins and apply Liquid O-ringto pins. LD BHA & btm 59 jts tbg SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostIrecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAIL

Workover Supervisor: Gary

O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME:Monument Butte Federa12-25-8-16 Report Date: Feb. 7, 2009 Day: _2

Operation: Conversion _ Rig: Stone #5

WELL STATUS
Surf csg: 8 5/8 g 302' Prod Csg: 5 1/2" 6584' WT: 15:5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 0 BPISand PBTD: 6440'

PERFORATION RECORD
Z_gng Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CPS sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 55iŠ 5iŠŠi 4/80 BS sds 6394-6400'

ÃÑÏ¯¯

D2 sds 5196-5200' ÃÏÏŠ
CHRONOLOGICAL OPERATIONS

Date Work Performed: Feb. 6, 2009 SITP:
_

SICP:
LD polished rod & con't LD rod string and pump. ND wellhead & release TA @6175'. NU BOP. TOH & talleytbg.

Break each connection, clean & inspect pins and apply Liquid O-ringto pins. LD BHA & btm 59 jts tbg SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostIrecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

ROD DETAIL

Workover Supervisor: Gary



O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/ 0/2009

_

Day: 3
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf ceg: 8 5/8 @ 302' Prod Csg: 5 1/2" e 6584'

_

WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4176 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds ŠŠ¾-ÏÏ4¾
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RlH w/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place). 50 jts 2 7/8" tbg. RU hotoiler to tbg- Pressure test tbg.to 3500
psi. Cont. RIH wl 50 jts 2 7/8" tbg. Pressure test tbg. to 3200 psL Cont. RIH w/ 48 jts 2 7/8" tbg. Pressure test tbg. to
3000 psi for 30 min wl no pressure loss RlH wl overshot on sandline. Tag oil plug @ 1800'. RU hotoiler to csg. Pump
70 bbis 250° water down csg. RIHwl overshoton sandline. Retrieve standingvalve. RD wireline, ND BOP. NU B-2
adapter flange. SWlFN.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAJL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33')

PSN 19g450§gt
AS1 PKR (7,39')
EOTg4514 2'

PKR. Elements g 4510 68

Workover Supervisor: Don

O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/ 0/2009

_

Day: 3
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf ceg: 8 5/8 @ 302' Prod Csg: 5 1/2" e 6584'

_

WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4176 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds ŠŠ¾-ÏÏ4¾
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RlH w/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place). 50 jts 2 7/8" tbg. RU hotoiler to tbg- Pressure test tbg.to 3500
psi. Cont. RIH wl 50 jts 2 7/8" tbg. Pressure test tbg. to 3200 psL Cont. RIH w/ 48 jts 2 7/8" tbg. Pressure test tbg. to
3000 psi for 30 min wl no pressure loss RlH wl overshot on sandline. Tag oil plug @ 1800'. RU hotoiler to csg. Pump
70 bbis 250° water down csg. RIHwl overshoton sandline. Retrieve standingvalve. RD wireline, ND BOP. NU B-2
adapter flange. SWlFN.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAJL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33')

PSN 19g450§gt
AS1 PKR (7,39')
EOTg4514 2'

PKR. Elements g 4510 68

Workover Supervisor: Don

O O
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/ 0/2009

_

Day: 3
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf ceg: 8 5/8 @ 302' Prod Csg: 5 1/2" e 6584'

_

WT: 15.5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4176 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28 CP5 sds 6327-6332' 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds ŠŠ¾-ÏÏ4¾
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RlH w/ 5 1/2" AS1 pkr., PSN (wlstanding valve in place). 50 jts 2 7/8" tbg. RU hotoiler to tbg- Pressure test tbg.to 3500
psi. Cont. RIH wl 50 jts 2 7/8" tbg. Pressure test tbg. to 3200 psL Cont. RIH w/ 48 jts 2 7/8" tbg. Pressure test tbg. to
3000 psi for 30 min wl no pressure loss RlH wl overshot on sandline. Tag oil plug @ 1800'. RU hotoiler to csg. Pump
70 bbis 250° water down csg. RIHwl overshoton sandline. Retrieve standingvalve. RD wireline, ND BOP. NU B-2
adapter flange. SWlFN.

FLUlDRECOVERY(BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lostirecovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAJL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33')

PSN 19g450§gt
AS1 PKR (7,39')
EOTg4514 2'

PKR. Elements g 4510 68

Workover Supervisor: Don



NEWFIELD

DAILYWORKOVER REPORT
WELLNAME:Monument Butte Federat 2-25-8-16 Report Date: 2/10/2009

_

Day:
_

4
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 g 2' Prod Csg: 5_1/2" 6584 wT: 15,5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6,5# Grd: M-50 Pkr/EoT @: 4515' BPisand PBTD: 6440'

PERFORATION RECORD
2one Perfs SPFI#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28

Chidi¯ T3iÝÃfi 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to csg. Pump 60 bbls fresh water wl pkr, fluiddown csg. Set AS1 pkr. @ 4511' w/ 15,000# tension. NU
wellhead. Pressure test csg. to 1375 psi for 30 min.wl no bleedoff. RD.

WELL READY FOR MIT.

FLUIDRECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil ree to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAL ROD DETAIL

KB 13,00'

148 jts 2 7/8" tbp, (4493.33'

PSN (1 10'¶4506.33')
AS1 PKR (7.39')
EOT ¶4514.82'

PKR ments 4510 68

Workover Supervisor: Don

NEWFIELD

DAILYWORKOVER REPORT
WELLNAME:Monument Butte Federat 2-25-8-16 Report Date: 2/10/2009

_

Day:
_

4
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 g 2' Prod Csg: 5_1/2" 6584 wT: 15,5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6,5# Grd: M-50 Pkr/EoT @: 4515' BPisand PBTD: 6440'

PERFORATION RECORD
2one Perfs SPFI#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28

Chidi¯ T3iÝÃfi 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to csg. Pump 60 bbls fresh water wl pkr, fluiddown csg. Set AS1 pkr. @ 4511' w/ 15,000# tension. NU
wellhead. Pressure test csg. to 1375 psi for 30 min.wl no bleedoff. RD.

WELL READY FOR MIT.

FLUIDRECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil ree to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAL ROD DETAIL

KB 13,00'

148 jts 2 7/8" tbp, (4493.33'

PSN (1 10'¶4506.33')
AS1 PKR (7.39')
EOT ¶4514.82'

PKR ments 4510 68

Workover Supervisor: Don

NEWFIELD

DAILYWORKOVER REPORT
WELLNAME:Monument Butte Federat 2-25-8-16 Report Date: 2/10/2009

_

Day:
_

4
Operation: Conversion Rig: Stone #5

WELL STATUS
Surf Csg: 8 5/8 g 2' Prod Csg: 5_1/2" 6584 wT: 15,5# Csg PBTD: 6440'
Tbg: Size: 2 7/8" Wt: 6,5# Grd: M-50 Pkr/EoT @: 4515' BPisand PBTD: 6440'

PERFORATION RECORD
2one Perfs SPFI#shots Zone Perfs SPFl#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' 4/28

Chidi¯ T3iÝÃfi 4/20
PB11 sds 4917-4925' 4/32 CP5 sds 6345-6349' 4/16
D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/9/2009 SITP: SICP:

RU hotoiler to csg. Pump 60 bbls fresh water wl pkr, fluiddown csg. Set AS1 pkr. @ 4511' w/ 15,000# tension. NU
wellhead. Pressure test csg. to 1375 psi for 30 min.wl no bleedoff. RD.

WELL READY FOR MIT.

FLUIDRECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil ree to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAL ROD DETAIL

KB 13,00'

148 jts 2 7/8" tbp, (4493.33'

PSN (1 10'¶4506.33')
AS1 PKR (7.39')
EOT ¶4514.82'

PKR ments 4510 68

Workover Supervisor: Don



g e
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" @ 6584' WT: 15.5# Csg PBTD: 6440'
Tbg: SIze: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' ÄÏËÏÏ 6327-6332' 4/20
Ïiii sds ÃÖiÏ-ÄÃžÏ 4/32 CP5 sds 6345-6349' 4/16

D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLQGICALOPERATIONS
Date Work Performed: 2/13/2009 SITP: SICP:

On 2/12/09 Dennis Ingram Ähthe State of Utah DOGM was contacted concerning the MIT on the above listed well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the csg was pressured up to
1350 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tbg pressure
was Opsig during the test There was not a State representative available to witness the test,

API# 43-013-31604

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum all recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33)

PSN 1 10' @4506.33')
AS1 PKR (7.39')
EOT @45192'

PKR Elements g 4510 68

Workover Supervisor: JD Ho

g e
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" @ 6584' WT: 15.5# Csg PBTD: 6440'
Tbg: SIze: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' ÄÏËÏÏ 6327-6332' 4/20
Ïiii sds ÃÖiÏ-ÄÃžÏ 4/32 CP5 sds 6345-6349' 4/16

D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLQGICALOPERATIONS
Date Work Performed: 2/13/2009 SITP: SICP:

On 2/12/09 Dennis Ingram Ähthe State of Utah DOGM was contacted concerning the MIT on the above listed well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the csg was pressured up to
1350 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tbg pressure
was Opsig during the test There was not a State representative available to witness the test,

API# 43-013-31604

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum all recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33)

PSN 1 10' @4506.33')
AS1 PKR (7.39')
EOT @45192'

PKR Elements g 4510 68

Workover Supervisor: JD Ho

g e
NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: Monument Butte Federal 2-25-8-16 Report Date: 2/13/2009 Day: 5

Operation: Conversion Rig: NA

WELL STATUS
Surf Csg: 8 5/8 @ 302' Prod Csg: 5 1/2" @ 6584' WT: 15.5# Csg PBTD: 6440'
Tbg: SIze: 2 7/8" Wt: 6.5# Grd: M-50 Pkr/EOT @: 4515' BPISand PBTD: 6440'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

GB4 sds 4560-4579' 4/76 C sds 5316-5324' 4/32
PB10 sds 4838-4845' ÄÏËÏÏ 6327-6332' 4/20
Ïiii sds ÃÖiÏ-ÄÃžÏ 4/32 CP5 sds 6345-6349' 4/16

D sds 5136-5156' 4/80 BS sds 6394-6400' 4/24
D2 sds 5196-5200' 4/16

CHRONOLQGICALOPERATIONS
Date Work Performed: 2/13/2009 SITP: SICP:

On 2/12/09 Dennis Ingram Ähthe State of Utah DOGM was contacted concerning the MIT on the above listed well (MB
2-25-8-16). Permission was given at that timeto perform the test on 2/13/09. On 2/13/09 the csg was pressured up to
1350 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tbg pressure
was Opsig during the test There was not a State representative available to witness the test,

API# 43-013-31604

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum all recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL

KB 13.00'

148 jts 2 7/8" tbg. (4493.33)

PSN 1 10' @4506.33')
AS1 PKR (7.39')
EOT @45192'

PKR Elements g 4510 68

Workover Supervisor: JD Ho



OTE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5, LEASE DESIGNATIONANDSERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-67170

6. IF INDIAN, ALLOTTEE OR TRIBENAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CA AGREEMENT NAMEDo not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

i. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR; 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331604
3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CTTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATION F WELL:

FOOTAGES AT SURFACE: 679 FNL 1979 FEL COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP. RANGE.MERIDIAN: NWNE, 25, T8S, Rl6E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLYABANDON

02/0 1/20 10 CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only) -

|_jX CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Put on Injection

O CONVERTWELLTYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 12:00 PM on 02-01-2010.

AM PES Lucy C oto TDATE Administra0tive Assistant

(ThisspaceforStateuseonly) RECEIVED
FEBO4 2010

DIV.0FOIL,GAS&

OTE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 12:00 PM on 02-01-2010.

AM PES Lucy C oto TDATE Administra0tive Assistant

(ThisspaceforStateuseonly) RECEIVED
FEBO4 2010

DIV.0FOIL,GAS&
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Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Put on Injection
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AM PES Lucy C oto TDATE Administra0tive Assistant
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DIV.0FOIL,GAS&



FORM 3160-5 ED STATES FORM APPROVED

(August 2007) DEPA T OF THE INTERIOR o o 00 o 7

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-67170

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
l. Type of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator MONUMENT BUTTE FED 2-25

NEWFIELD PRODUCTION COMPANY a pp
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331604

Myton, UT 84052 | 435646 3721 10 Field and Pool or Exploratorv Area
4. Location of Well (Footage, Sec., T., R., M.,or SurveyDescription) MONUMENT BUTTE

679 FNL 1979 FEL 11. Countyor Parish, State

NWNE Section 25 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

.

Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon O Temporarily Abandon Change Status,Put on

Final Abandonment Convert to Injector O Plug Back Q Water Disposal Injection

13. Describe Proposed or CompletedOperation:(Clearly state all pertinent details, including estimated startingdate ofany proposed work and approximate durationthereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be perfonned or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days following completion
of the involved operations. If the operationresults in a multiple completion or recompletion in a new interval,a Fonn 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

The above reference well was put on injection at 12:00 PM on 02-01-2010.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Luov Chavez-Naupoto Administrative Assistant
SiAnature D e2/01/2010

(/ HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Tjtjf pgte
Conditions of approval, if any, are attached. Approval of this notice does not warant or
cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which WOLLid entitle the apolicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitious and fraudulentstatements or representations as to anv matter within its iurisdiction

(Instructions on page
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Change Plans O Plug & Abandon O Temporarily Abandon Change Status,Put on

Final Abandonment Convert to Injector O Plug Back Q Water Disposal Injection

13. Describe Proposed or CompletedOperation:(Clearly state all pertinent details, including estimated startingdate ofany proposed work and approximate durationthereof. If the
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(/ HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Tjtjf pgte
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(Instructions on page
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(August 2007) DEPA T OF THE INTERIOR o o 00 o 7

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-67170
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abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
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Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator MONUMENT BUTTE FED 2-25

NEWFIELD PRODUCTION COMPANY a pp
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331604

Myton, UT 84052 | 435646 3721 10 Field and Pool or Exploratorv Area
4. Location of Well (Footage, Sec., T., R., M.,or SurveyDescription) MONUMENT BUTTE

679 FNL 1979 FEL 11. Countyor Parish, State

NWNE Section 25 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon O Temporarily Abandon Change Status,Put on

Final Abandonment Convert to Injector O Plug Back Q Water Disposal Injection

13. Describe Proposed or CompletedOperation:(Clearly state all pertinent details, including estimated startingdate ofany proposed work and approximate durationthereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
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SiAnature D e2/01/2010

(/ HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Tjtjf pgte
Conditions of approval, if any, are attached. Approval of this notice does not warant or
cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which WOLLid entitle the apolicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitious and fraudulentstatements or representations as to anv matter within its iurisdiction

(Instructions on page



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-67170
6. IF INDIAN, ALLOTTEEOR TRIBE NAME

7. UNIT or CA AGREEMENT NAMEDo not use this form forproposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL. 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331604
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 679 FNL 1979 FEL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWNE, 25, T8S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

02/01/20 10 CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only)

X CHANGE WELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: - Put on Injection

O CONVERT WELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 12:00 PM on 02-01-2010.

NAMEA (PL S UCVC OtO TTTLE Administra0tive Assistant

(This space for State use only) HECEIVED
FEBO4 2010

DIV.0F0lL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-67170

6. IF INDIAN, ALLOTTEEOR TRIBE NAME
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 12:00 PM on 02-01-2010.

NAMEA (PL S UCVC OtO TTTLE Administra0tive Assistant

(This space for State use only) HECEIVED
FEBO4 2010

DIV.0F0lL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-67170

6. IF INDIAN, ALLOTTEEOR TRIBE NAME

7. UNIT or CA AGREEMENT NAMEDo not use this form forproposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU
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4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 679 FNL 1979 FEL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWNE, 25, T8S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

02/01/20 10 CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only)

X CHANGE WELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: - Put on Injection

O CONVERT WELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 12:00 PM on 02-01-2010.

NAMEA (PL S UCVC OtO TTTLE Administra0tive Assistant

(This space for State use only) HECEIVED
FEBO4 2010

DIV.0F0lL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR °¾i, 3$Q
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-67170
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or
G^1EU

l. Type of Well
Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator MONUMENT BUTTE FED 2-25
NEWFIELD PRODUCTION COMPANY 9. API Well No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331604
Myton, UT 84052 | 435646 372] 10 Field and Pool or Exploratorv Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE
679 FNL 1979 FEL l 1. Countyor Parish, State

NWNE Section 25 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize Q Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent O ^iter casing O Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon ChangeStatus, Put on

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal Injection

13. Describe Proposed or CompletedOperation: (Clearly state all pertinent details, includingestimated starting date of any proposed work and approximate durationthereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally, give subsurface locationsand measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be perfonned or provide the Bond No. on file with BLMIBIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be fded once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

The above reference well was put on injection at 12:00 PM on 02-01-2010.

I hereby certifj that the foregoing is true and Title
correct (Printed/ Typed)

Luev ChavepNaupoto Administrative Assistant
Signature D

2/01/2010

HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved bv Tjtlp pate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
whích would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false, fictitious and fraudulent statements or revresentations as to any matter within its jurisdiction
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

10/25/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield would like to modify the following injection well in order to more
efficiently flood the productive sands in the offset producers. A concentric

injection design as shown in the attachment is being proposed. This design will
result in 2 unique injection profiles within this one well. Zone 1 will be all the
sands between the 2 packers as referenced in the attached schematic (GB4,
PB10, PB11, and D1). Zone 2 will be all the sands below the packer which is

also shown in the attached schematic (D2, C, CP5 and BLKSH). Newfield
would also like to change the name of this well to Monument Butte Federal

2-25-8-16D.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/25/2011

10/27/2011

Oct. 25, 2011

Sundry Number: 19721 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E7D7EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 25 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/25/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield would like to modify the following injection well in order to more
efficiently flood the productive sands in the offset producers. A concentric

injection design as shown in the attachment is being proposed. This design will Approved by the
result in 2 unique injection profiles within this one well. Zone 1 will be all the Utah Division of
sands between the 2 packers as referenced in the attached schematic (GB4, Oil, Gas and Mining
PB10, PB11, and D1). Zone 2 will be all the sands below the packer which is 10/27/2011also shown in the attached schematic (D2, C, CP5 and BLKSH). NewfieldDate:
would also like to change the name of this well to Monument Butte Federal

2-25-8-16D. By: L

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A
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Oct. 25, 2011

Sundry Number: 19721 API Well Number: 43013316040000

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/l0/96 [n ection Wellbore
GL: 5413' KB: 5426' Diagram
SURFACE CASING FRAC JOB

CSG SlZE: 8-5/8" 4/l/96 5316'-5324' Frac C sand as follows:
GRADE: J-55

Cement Top@ Surface
77,770#of20/40 sand in 456 bbls of Boragel
Treated wl, avg press 2100 psi, avg rate L8

WEIGHT:24# bpm ISlP- 2267. Calc. flush: 5316 gal Actual

LENGTH: jts. (305') Hush:?

DEPTH LANDED: 302' 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbis of Boragel

HOLE SlZE:12-l/4" Tieated@ avg press 1750 psi, avg rate 23.3
CEMENT DATA: 120 sxs Premium cmt, est 5 bb1scmt to surf bpm, ISlP-2152 psi Calc nush:5136 gal.

Actual flush: 5051 gal.

PRQQUCTION .CASJNG. 4/6/96 4560'-4579' Frac GB-4 sand as follows:
8 1,600# of20/40 sand in 453 bb1sof Boragel

CSG SIZE: 5-1/2" Treated @avg press 1900 psi, avg rate 27 5

GRADE: J-55 bpm, ISIP 2346 psi Calc. flush: 4560 gal
Actual flush: 4470 gal

WE[GHT: L5 5#
Recompletion:

LENGTH: 157 jts (6605 03') 07/23/07 6327-6400' Frac CP5 & BS sand as follows:
DEPTH LANDED: 6583 60' 59429#of20/40 sand in 507 bbis of Lighting

HOLE SIZE: 7-7/8,, 17 frac fluidTreated @avg press 4876 psi, avg
rate 142 bpm Cale flush: 2514 gal

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush: 1491 gal

CEMENT TOP AT: Surface per CBL 07/25/07 5196-5200' Frac D2 sand as follows:
14265# of 20/40 sand in l71 bbis of LightingTUBING L7 frac Buid.Treated @avg press 4973 psi, avg

SlZE/GRADE/WT.: 2-7/8"/ M-50 / 6.5# rate l4 2 bpm Calc Bush:2352 gal.
Actual flush I 197 gal

NO OF JOlNTS: 148jts
07/25/07 4838-4925' Frac PBIO & PBIL sand as follows:

SEATlNG NLPPLE: 2-7/8"(1.10') 51007#of20/40 sand in 437 bbis of Lighting

SN LANDED AT: 4506 33, L7 frac fluid.Tieated @avg press 3999 psi, avg
rate 14 2 bpm. Cale. flush: 5486 gal ?

TOTAL STRING LENGTH: EOT@ 4514.82' KB Actual flush I 147gal.

PERCENTAGE NJECTED NTO Mio? wellconverted to an Injection well.

ZONE 2/f7/09 MIT completed and submitted.

68384045 Zone l
PB11 12%

49174926

5136-514fi
Packer@45LI'

D2 S%
6 198-5200

C-SAND 3 t% ) Zone I
5316-5324

CPS I DIlc 2 4560'-79'
6327-6332

CPS I
634&4349 4 I 4838-4845'

H.KSH I M
6394-6400 -

4917-4925'

5I36'-56'
Packer@5I70'

5196-5200'
EOT@5200'

5316'-24'
PERFORATION RECORD

) Zone 2 3/30/96 5316'-5324' 4 JSPF 32 holes
61·1$·6.019· 4/02/96 5136'-5156' 4JSPF ?holes

4/04/96 4560'-4579' 4 JSPF 72 holes
- 639.1·6400' 07/23/07 6394-6400' 4 JSPF 24 holes

Skun#1: 8/13/2010 07/23/07 6345-6349' 4]SPF 16holes

07/23/07 6327-6332' 4 JSPF 20 holes

WWPIED 07/23/07 5196-5200' 4]SPF 16holes
BpTD

6
65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4]SPF 28holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utali

API #43-013-31604; Lease #U-67170

CR

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/l0/96 [n ection Wellbore
GL: 5413' KB: 5426' Diagram
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68384045 Zone l
PB11 12%

49174926

5136-514fi
Packer@45LI'

D2 S%
6 198-5200

C-SAND 3 t% ) Zone I
5316-5324

CPS I DIlc 2 4560'-79'
6327-6332

CPS I
634&4349 4 I 4838-4845'

H.KSH I M
6394-6400 -

4917-4925'

5I36'-56'
Packer@5I70'

5196-5200'
EOT@5200'

5316'-24'
PERFORATION RECORD

) Zone 2 3/30/96 5316'-5324' 4 JSPF 32 holes
61·1$·6.019· 4/02/96 5136'-5156' 4JSPF ?holes

4/04/96 4560'-4579' 4 JSPF 72 holes
- 639.1·6400' 07/23/07 6394-6400' 4 JSPF 24 holes

Skun#1: 8/13/2010 07/23/07 6345-6349' 4]SPF 16holes

07/23/07 6327-6332' 4 JSPF 20 holes

WWPIED 07/23/07 5196-5200' 4]SPF 16holes
BpTD

6
65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4]SPF 28holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utali

API #43-013-31604; Lease #U-67170

CR

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPD
ut on Production: 4/l0/96 [n ection Wellbore
GL: 5413' KB: 5426' Diagram
SURFACE CASING FRAC JOB

CSG SlZE: 8-5/8" 4/l/96 5316'-5324' Frac C sand as follows:
GRADE: J-55

Cement Top@ Surface
77,770#of20/40 sand in 456 bbls of Boragel
Treated wl, avg press 2100 psi, avg rate L8

WEIGHT:24# bpm ISlP- 2267. Calc. flush: 5316 gal Actual

LENGTH: jts. (305') Hush:?

DEPTH LANDED: 302' 4/3/96 5136'-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbis of Boragel

HOLE SlZE:12-l/4" Tieated@ avg press 1750 psi, avg rate 23.3
CEMENT DATA: 120 sxs Premium cmt, est 5 bb1scmt to surf bpm, ISlP-2152 psi Calc nush:5136 gal.

Actual flush: 5051 gal.

PRQQUCTION .CASJNG. 4/6/96 4560'-4579' Frac GB-4 sand as follows:
8 1,600# of20/40 sand in 453 bb1sof Boragel

CSG SIZE: 5-1/2" Treated @avg press 1900 psi, avg rate 27 5

GRADE: J-55 bpm, ISIP 2346 psi Calc. flush: 4560 gal
Actual flush: 4470 gal

WE[GHT: L5 5#
Recompletion:

LENGTH: 157 jts (6605 03') 07/23/07 6327-6400' Frac CP5 & BS sand as follows:
DEPTH LANDED: 6583 60' 59429#of20/40 sand in 507 bbis of Lighting

HOLE SIZE: 7-7/8,, 17 frac fluidTreated @avg press 4876 psi, avg
rate 142 bpm Cale flush: 2514 gal

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush: 1491 gal

CEMENT TOP AT: Surface per CBL 07/25/07 5196-5200' Frac D2 sand as follows:
14265# of 20/40 sand in l71 bbis of LightingTUBING L7 frac Buid.Treated @avg press 4973 psi, avg

SlZE/GRADE/WT.: 2-7/8"/ M-50 / 6.5# rate l4 2 bpm Calc Bush:2352 gal.
Actual flush I 197 gal

NO OF JOlNTS: 148jts
07/25/07 4838-4925' Frac PBIO & PBIL sand as follows:

SEATlNG NLPPLE: 2-7/8"(1.10') 51007#of20/40 sand in 437 bbis of Lighting

SN LANDED AT: 4506 33, L7 frac fluid.Tieated @avg press 3999 psi, avg
rate 14 2 bpm. Cale. flush: 5486 gal ?

TOTAL STRING LENGTH: EOT@ 4514.82' KB Actual flush I 147gal.

PERCENTAGE NJECTED NTO Mio? wellconverted to an Injection well.

ZONE 2/f7/09 MIT completed and submitted.

68384045 Zone l
PB11 12%

49174926

5136-514fi
Packer@45LI'

D2 S%
6 198-5200

C-SAND 3 t% ) Zone I
5316-5324

CPS I DIlc 2 4560'-79'
6327-6332

CPS I
634&4349 4 I 4838-4845'

H.KSH I M
6394-6400 -

4917-4925'

5I36'-56'
Packer@5I70'

5196-5200'
EOT@5200'

5316'-24'
PERFORATION RECORD

) Zone 2 3/30/96 5316'-5324' 4 JSPF 32 holes
61·1$·6.019· 4/02/96 5136'-5156' 4JSPF ?holes

4/04/96 4560'-4579' 4 JSPF 72 holes
- 639.1·6400' 07/23/07 6394-6400' 4 JSPF 24 holes

Skun#1: 8/13/2010 07/23/07 6345-6349' 4]SPF 16holes

07/23/07 6327-6332' 4 JSPF 20 holes

WWPIED 07/23/07 5196-5200' 4]SPF 16holes
BpTD

6
65'

07/25/07 4917-4925' 4 JSPF 32 holes

Monument Butte Federal #2-25-8-16 07/25/07 4838-4845' 4]SPF 28holes

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utali

API #43-013-31604; Lease #U-67170

CR



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

11/3/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: workover MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The Monument Butte Federal 2-25-8-16D had workover procedures performed
(concentric injection), attached is the schematic showing the updated

information. On 11/03/2011 Dennis Ingram with the State of Utah was
contacted concerning the MIT on the above listed well. On 11/03/2011 the csg
was pressured up to 1250 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test. The tbg pressure for the 1.9
tubing was 730 psig and the tbg pressure for the 2-7/8 tubing was 575 psig

during the test. There was not a State representative available to witness the
test.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/22/2011

11/23/2011

Nov. 22, 2011

Sundry Number: 20587 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E7D7EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 25 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/3/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: workover MIT

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Monument Butte Federal 2-25-8-16D had workover procedures performed
(concentric injection), attached is the schematic showing the updated

information. On 11/03/2011 Dennis Ingram with the State of Utah was Accepted by the
contacted concerning the MIT on the above listed well. On 11/03/2011 the csg Utah Division of

was pressured up to 1250 psig and charted for 30 minutes with no pressure Oil, Gas and Mining
loss. The well was not injecting during the test. The tbg pressure for the 1.9 11/23/2011

dur gt
aste730 ph

e
dasthnebaSpt

t r
er sre ae2-e7/a8atubirLgwas 5n7e5ps te

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E7D7EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 25 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/3/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: workover MIT

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Monument Butte Federal 2-25-8-16D had workover procedures performed
(concentric injection), attached is the schematic showing the updated

information. On 11/03/2011 Dennis Ingram with the State of Utah was Accepted by the
contacted concerning the MIT on the above listed well. On 11/03/2011 the csg Utah Division of

was pressured up to 1250 psig and charted for 30 minutes with no pressure Oil, Gas and Mining
loss. The well was not injecting during the test. The tbg pressure for the 1.9 11/23/2011

dur gt
aste730 ph

e
dasthnebaSpt

t r
er sre ae2-e7/a8atubirLgwas 5n7e5ps te

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E7D7EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 25 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/3/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: workover MIT

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Monument Butte Federal 2-25-8-16D had workover procedures performed
(concentric injection), attached is the schematic showing the updated

information. On 11/03/2011 Dennis Ingram with the State of Utah was Accepted by the
contacted concerning the MIT on the above listed well. On 11/03/2011 the csg Utah Division of

was pressured up to 1250 psig and charted for 30 minutes with no pressure Oil, Gas and Mining
loss. The well was not injecting during the test. The tbg pressure for the 1.9 11/23/2011

dur gt
aste730 ph

e
dasthnebaSpt

t r
er sre ae2-e7/a8atubirLgwas 5n7e5ps te

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A



Nov. 22, 2011

Sundry Number: 20587 API Well Number: 43013316040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi ig, Time / <¾ a

Test Conducted by: g(y y-

Others Present:

We11: Adm/5dhédal g-zy pi(, Field: trfswal 25Je

Well Location: n/ vt s, er, ¶¾S, R/h; API No: A/>o/3 -3)&or/

T_iijme Casing Pressure

0 min jZ..¶O psig

5 ) L-CO psig

10 ft£O psig
15 ) LED psig

20 /t«p psig

25 )Líð psig

30 min / Ef D psig
35 psig

40 psig
45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 330 Psig

Result Fail

Signature of Witness:

Signature of Person Conducting

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi ig, Time / <¾ a

Test Conducted by: g(y y-

Others Present:

We11: Adm/5dhédal g-zy pi(, Field: trfswal 25Je

Well Location: n/ vt s, er, ¶¾S, R/h; API No: A/>o/3 -3)&or/

T_iijme Casing Pressure

0 min jZ..¶O psig

5 ) L-CO psig

10 ft£O psig
15 ) LED psig

20 /t«p psig

25 )Líð psig

30 min / Ef D psig
35 psig

40 psig
45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 330 Psig

Result Fail

Signature of Witness:

Signature of Person Conducting

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi ig, Time / <¾ a

Test Conducted by: g(y y-

Others Present:

We11: Adm/5dhédal g-zy pi(, Field: trfswal 25Je

Well Location: n/ vt s, er, ¶¾S, R/h; API No: A/>o/3 -3)&or/

T_iijme Casing Pressure

0 min jZ..¶O psig

5 ) L-CO psig

10 ft£O psig
15 ) LED psig

20 /t«p psig

25 )Líð psig

30 min / Ef D psig
35 psig

40 psig
45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 330 Psig

Result Fail

Signature of Witness:

Signature of Person Conducting



Nov. 22, 2011

Sundry Number: 20587 API Well Number: 43013316040000

555



Nov. 22, 2011

Sundry Number: 20587 API Well Number: 43013316040000

Spud Date:3/07/96 Monument Butte Federal 2-25-8-16D
Put on Production: 4/10/96 initial Production: 145 BOPD,

GL: 5413' KB: 5426' .
132 MCFG, 23 BWPD

[niection Wellbore
Diagram

SURFACE CASINq FRAC JOB

CSG SlZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:
Cement Top@ Surface 77,770# of20/40 sand in 456 bbls of BoragelGRADE:1->>

Treatedwl, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISlP- 2267. Calc flush; 5316 gal Actual

flush 9
LENGTH: jts.(305')

4/3/96 5136'-5156' Frac D sand as follows:
DEPTH LANDED: 302' 72,000#of20/40 sand in 430 bbls of Boragel
HOLE SIZE:12-l/4" Treated@ avg press 1750psi, avg rate 23 3

CEMENT DATA: 120sxs Premium emt, est 5 bb1scmt to surf
bApc

ua nu
h2: 05pl

g
Calc. flush: 5136 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
. . 8 1,600#of20/40 sand in 453 bbis of Boragel.

Treated @ avg press 1900 psi, avg rate 27 5
bpm, lSIP 2346 psi. Calc. flush: 4560 gal
Actual flush: 4470 gal.

PRODUCTION CASING
Recompletion:

,,
07/23/07 6327-6400' Frac CP5 & BS sand as follows:

CSG SlZE: 5-1/2 59429#of20/40 sand in 507 bbis of Lighting

GRADE: J-55 17 frac fluidTreated @avg press 4876 psi, avg
rate 14.2 bpm. Cale. Bush: 2514 gal

WEIGHT: 15 5# Actual flush: 1491gal.

LENGTH: L57 jts (6605 03') 07/25/07 5196-5200' Frac D2 sand as follows:
DEPTH LANDED: 6583 60' 14265#of20/40 sand in 171bbis of Lighting

HOLE SIZE: 7-7/8"
17 frac fluid.Treated @ avg press 4973 psi, avg
rate 14 2 bpm. Cale flush: 2352 gal

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal

CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PBIO & PBil sand as follows:
51007# of 20/40 sand in 437 bbis of Lighting
17 frac fluid Treated @ avg press 3999 psi, avg
rate 14.2 bpm Calc. flush: 5486 gal ?
Actual Bush I 147 gal

2/9/09 Well converted to an Injection Well.TUBlNG
2/17/09 Conversion MIT completed and submitted.

SIZE/GRADE/WT : 2-7/8" / M-50 / 6 5#
11/02/11 Concentric Injection procedure completed -

NO. OF JOINTS: 148 jts (4487 38') dual injection lines installed -2 packers set

CE 5-1/2" @4503.58' 11/03/11 MIT Finalized - tbg detail updated

SlZE/GRADE/WT.: 2-7/8" / J-55 / 6 5#

NO. OF JOINTS: 24 jts (749 04')
SEAT[NGNIPPLE:2-7/8"(1.10')

SN LANDED AT: 5255.72'

Perf Sub 2-7/8" / N-80 (6.22')

PBR Seal Assembly: 2-7/8"@ 5263.04 . 2 Packer@ 4504'

CE @5271.14'
4560'-79'

TOTAL STRING LENGTH: EOT@ 5275 31' KB

| 4838-4845'

4917-4925'

5I36'-56'

5196-5200'

Packer @527 l'
EOT@5275' PERFORATION RECORD

53\6'-24' 3/30/96 53I6'-5324' 4]SPF 32holes
4/02/96 5136'-5L56' 4]SPF ?holes
4/04/96 4560'-4579' 4 JSPF 72 holes

07/23/07 6394-6400' 4 JSPF 24 holes
6327-6332' 07/23/07 6345-6349' 4 JSPF 16holes
6345-6349' 07/23/07 6327-6332' 4 JSPF 20 holes

|gy 6394-6400' 07/23/07 5196-5200' 4JSPF 16holes

07/25/07 4917-4925' 4 JSPF 32 holes
Topof fill @5965' 07/25/07 4838-4845' 4 JSPF 28 holes

NEWFIELD PBTD @6440'

Monument Butte Federal 2-25-8-16D
* ' TD@6600'

679 FNL & 1979 FEL
NWNE Section 25-T8S-RI6E

Duchesne Co, Utah
APl #43-0L3-31604; Lease #U-67170

LCN l

Spud Date:3/07/96 Monument Butte Federal 2-25-8-16D
Put on Production: 4/10/96 initial Production: 145 BOPD,

GL: 5413' KB: 5426' .
132 MCFG, 23 BWPD

[niection Wellbore
Diagram

SURFACE CASINq FRAC JOB

CSG SlZE: 8-5/8" 4/1/96 5316'-5324' Frac C sand as follows:
Cement Top@ Surface 77,770# of20/40 sand in 456 bbls of BoragelGRADE:1->>

Treatedwl, avg press 2100 psi, avg rate 18
WEIGHT:24# bpm ISlP- 2267. Calc flush; 5316 gal Actual

flush 9
LENGTH: jts.(305')

4/3/96 5136'-5156' Frac D sand as follows:
DEPTH LANDED: 302' 72,000#of20/40 sand in 430 bbls of Boragel
HOLE SIZE:12-l/4" Treated@ avg press 1750psi, avg rate 23 3

CEMENT DATA: 120sxs Premium emt, est 5 bb1scmt to surf
bApc

ua nu
h2: 05pl

g
Calc. flush: 5136 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
. . 8 1,600#of20/40 sand in 453 bbis of Boragel.

Treated @ avg press 1900 psi, avg rate 27 5
bpm, lSIP 2346 psi. Calc. flush: 4560 gal
Actual flush: 4470 gal.

PRODUCTION CASING
Recompletion:

,,
07/23/07 6327-6400' Frac CP5 & BS sand as follows:

CSG SlZE: 5-1/2 59429#of20/40 sand in 507 bbis of Lighting

GRADE: J-55 17 frac fluidTreated @avg press 4876 psi, avg
rate 14.2 bpm. Cale. Bush: 2514 gal

WEIGHT: 15 5# Actual flush: 1491gal.

LENGTH: L57 jts (6605 03') 07/25/07 5196-5200' Frac D2 sand as follows:
DEPTH LANDED: 6583 60' 14265#of20/40 sand in 171bbis of Lighting

HOLE SIZE: 7-7/8"
17 frac fluid.Treated @ avg press 4973 psi, avg
rate 14 2 bpm. Cale flush: 2352 gal

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal

CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PBIO & PBil sand as follows:
51007# of 20/40 sand in 437 bbis of Lighting
17 frac fluid Treated @ avg press 3999 psi, avg
rate 14.2 bpm Calc. flush: 5486 gal ?
Actual Bush I 147 gal

2/9/09 Well converted to an Injection Well.TUBlNG
2/17/09 Conversion MIT completed and submitted.

SIZE/GRADE/WT : 2-7/8" / M-50 / 6 5#
11/02/11 Concentric Injection procedure completed -

NO. OF JOINTS: 148 jts (4487 38') dual injection lines installed -2 packers set

CE 5-1/2" @4503.58' 11/03/11 MIT Finalized - tbg detail updated
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NO. OF JOINTS: 24 jts (749 04')
SEAT[NGNIPPLE:2-7/8"(1.10')

SN LANDED AT: 5255.72'

Perf Sub 2-7/8" / N-80 (6.22')

PBR Seal Assembly: 2-7/8"@ 5263.04 . 2 Packer@ 4504'

CE @5271.14'
4560'-79'

TOTAL STRING LENGTH: EOT@ 5275 31' KB

| 4838-4845'

4917-4925'

5I36'-56'

5196-5200'

Packer @527 l'
EOT@5275' PERFORATION RECORD

53\6'-24' 3/30/96 53I6'-5324' 4]SPF 32holes
4/02/96 5136'-5L56' 4]SPF ?holes
4/04/96 4560'-4579' 4 JSPF 72 holes

07/23/07 6394-6400' 4 JSPF 24 holes
6327-6332' 07/23/07 6345-6349' 4 JSPF 16holes
6345-6349' 07/23/07 6327-6332' 4 JSPF 20 holes

|gy 6394-6400' 07/23/07 5196-5200' 4JSPF 16holes

07/25/07 4917-4925' 4 JSPF 32 holes
Topof fill @5965' 07/25/07 4838-4845' 4 JSPF 28 holes

NEWFIELD PBTD @6440'

Monument Butte Federal 2-25-8-16D
* ' TD@6600'

679 FNL & 1979 FEL
NWNE Section 25-T8S-RI6E

Duchesne Co, Utah
APl #43-0L3-31604; Lease #U-67170

LCN l
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Mark Reinbold - Injection approval

From: Mark Reinbold
To: aferrari@newfield.com
Date: 12/6/2011 1:58 PM
Subject: Injection approval
Attachments: 20111206155019.pdf

Adam,

As a followup to our phone conversation, you have permission to commence injection in the concentric injector
well Monument Butte Federal 2-25-8-16D (43-013-31604). I have attached a copy of the sundry notice and MIT
accepted by DOGMon 11/23/2011.

Mark L. Reinbold, Environmental Scientist
Utah Department of Natural Resources
Division of Oil, Gas & Mining
1594 W North Temple
PO Box 145801
Salt Lake City, UT 84114-5801
Phone 801-538-5333
Fax 801-539-3940
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RECEIVED: Jan. 10, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /6 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  WorkOver MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (water
isolation /packer leak), attached is a daily status report. On

01/06/2012 Dennis Ingram with the State of Utah was contacted
concerning the MIT on the above listed well. On 01/06/2012 the csg

was pressured up to 1155 psig and charted for 30 minute with no
pressure loss. The well was not injecting during the test. The tbg

pressure was 900 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /10 /2012

January 12, 2012

Sundry Number: 21964 API Well Number: 43013316040000Sundry Number: 21964 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 6 /2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: WorkOver MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (water Accepted by the
isolation /packer leak), attached is a daily status report. On Utah Division of

01/06/2012 Dennis Ingram with the State of Utah was contacted Oil, Gas and Mining

concerning the MIT on the above listed well. On 01/06/2012 the csg Date: January 12, 2012
was pressured up to 1155 psig and charted for 30 minute with no
pressure loss. The well was not injecting during the test. The tbg sy: e

pressure was 900 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/10/2012
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RECEIVED: Jan. 10, 2012

Sundry Number: 21964 API Well Number: 43013316040000Sundry Number: 21964 API Well Number: 43013316040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date j_igigg TimeÂÄo am

Test Conducted by: ewi Co Arb

Others Present:

We11: g JX- N 6 Field: gg a O mek 6

Well Location: No,wa &A 92 Os API No: 47 og - pçoy

M Casing Pressure

0 min psig

5 | psig

10 )) psig

15 ) psig

20 psig

25 | psig

30 min I 5¯' psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 0 0 psig

Result Pass Fail

Signature of Witness:
Signature of Person Conducting
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Daily Activity Report

Format For Sundry

MON BT 2-25-8-16
10/1/2011To2/29/2012

12/6/2011 Day: 2 Water Isolation

WWS #5 on 12/6/2011 - Finish POOH w/pkr. RBIH w/ pkr to set @ 5271'. Test csg and leave
overnight. - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#, Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 10-31-2011 Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. MIRUWOR. ND well
head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg works. Flush tbg w/60
bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU and RIH w/ sandline
to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875" tbg. LD 5.5" arrow
set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg. PU and talley 63
jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED HO 1405.00
WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to PBTD. POOH
w/ 41 jts. SWIFN. - - - - - - - 11-1-11. Safety Meeting, discussed location hazards, recent NFX
incidents, job procedure, emergency plans, meeting point. TOOH breaking and redoping. w/
24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH w/5.5" arrow
set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875 tbg. RD floor
and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set pkr w/ 10000#
tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ standing valve to
PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test overnight. NU 5K BOPS.
RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety
Meeting, discussed location hazards, recent NFX incidents, job procedure, emergency plans,
meeting point. TOOH breaking and redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg.
LD 5.5" bit and scraper. PU and TIH w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts,
5.5" herp pkr and 148 jts of 2.875 tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg
w/ tbg hanger. Circ, set Arrow set pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh
water and pkr fluid down tbg. Circ standing valve to PSN, set pkr @ 4504'. Test casing and
pkr to 1500# and left to test overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00.
BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. TOOH breaking and
redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH
w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875
tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set
pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ
standing valve to PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test
overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5
4875.0 - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#. Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
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Daily Activity Report

Format For Sundry

MON BT 2-25-8-16
10/1/2011To2/29/2012

12/6/2011 Day: 2 Water Isolation

WWS #5 on 12/6/2011 - Finish POOH w/pkr. RBIH w/ pkr to set @ 5271'. Test csg and leave
overnight. - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#, Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 10-31-2011 Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. MIRUWOR. ND well
head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg works. Flush tbg w/60
bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU and RIH w/ sandline
to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875" tbg. LD 5.5" arrow
set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg. PU and talley 63
jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED HO 1405.00
WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to PBTD. POOH
w/ 41 jts. SWIFN. - - - - - - - 11-1-11. Safety Meeting, discussed location hazards, recent NFX
incidents, job procedure, emergency plans, meeting point. TOOH breaking and redoping. w/
24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH w/5.5" arrow
set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875 tbg. RD floor
and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set pkr w/ 10000#
tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ standing valve to
PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test overnight. NU 5K BOPS.
RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety
Meeting, discussed location hazards, recent NFX incidents, job procedure, emergency plans,
meeting point. TOOH breaking and redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg.
LD 5.5" bit and scraper. PU and TIH w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts,
5.5" herp pkr and 148 jts of 2.875 tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg
w/ tbg hanger. Circ, set Arrow set pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh
water and pkr fluid down tbg. Circ standing valve to PSN, set pkr @ 4504'. Test casing and
pkr to 1500# and left to test overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00.
BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. TOOH breaking and
redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH
w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875
tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set
pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ
standing valve to PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test
overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5
4875.0 - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#. Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
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Daily Activity Report

Format For Sundry

MON BT 2-25-8-16
10/1/2011To2/29/2012

12/6/2011 Day: 2 Water Isolation

WWS #5 on 12/6/2011 - Finish POOH w/pkr. RBIH w/ pkr to set @ 5271'. Test csg and leave
overnight. - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#, Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 10-31-2011 Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. MIRUWOR. ND well
head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg works. Flush tbg w/60
bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU and RIH w/ sandline
to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875" tbg. LD 5.5" arrow
set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg. PU and talley 63
jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED HO 1405.00
WWS#5 $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to PBTD. POOH
w/ 41 jts. SWIFN. - - - - - - - 11-1-11. Safety Meeting, discussed location hazards, recent NFX
incidents, job procedure, emergency plans, meeting point. TOOH breaking and redoping. w/
24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH w/5.5" arrow
set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875 tbg. RD floor
and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set pkr w/ 10000#
tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ standing valve to
PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test overnight. NU 5K BOPS.
RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety
Meeting, discussed location hazards, recent NFX incidents, job procedure, emergency plans,
meeting point. TOOH breaking and redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg.
LD 5.5" bit and scraper. PU and TIH w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts,
5.5" herp pkr and 148 jts of 2.875 tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg
w/ tbg hanger. Circ, set Arrow set pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh
water and pkr fluid down tbg. Circ standing valve to PSN, set pkr @ 4504'. Test casing and
pkr to 1500# and left to test overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00.
BMW HO 1113.00 WWS#5 4875.0 - 11-1-11. Safety Meeting, discussed location hazards,
recent NFX incidents, job procedure, emergency plans, meeting point. TOOH breaking and
redoping. w/ 24 jts out cont POOH w/ 148 jts 2.875" tbg. LD 5.5" bit and scraper. PU and TIH
w/5.5" arrow set pkr, seal assembly, 6' perf sub, 24 jts, 5.5" herp pkr and 148 jts of 2.875
tbg. RD floor and tbg works. Strip off 5K BOPS. Land tbg w/ tbg hanger. Circ, set Arrow set
pkr w/ 10000# tension @ 5271'. Circ 120 Bbls of fresh water and pkr fluid down tbg. Circ
standing valve to PSN, set pkr @ 4504'. Test casing and pkr to 1500# and left to test
overnight. NU 5K BOPS. RU floor and tbg works SWIFN @ 18:00. BMW HO 1113.00 WWS#5
4875.0 - 11-2-11. Safety Meeting, discussed location hazards, recent NFX incidents, job
procedure, emergency plans, meeting point. SICP @ 1025#. Bumped pressure up to 1500#
for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over and land 1.9¿tbg on
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the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#S $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 11-2-11. Safety Meeting, discussed location hazards, recent
NFX incidents, job procedure, emergency plans, meeting point. SICP @ 1025#. Bumped
pressure up to 1500# for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over
and land 1.9¿tbg on the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K
BOPS. NU well head. RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones
pressure 500 PSI. 1.9" tbg tally is recorded in rod detail tab for today.
Daily Cost: $0
Cumulative Cost: $13,718

12/8/2011 Day: 4 Water Isolation - MIT

Rigless on 12/8/2011 - Conduct MIT - On 11/03/2011 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 11/03/2011 the esg was
pressured up to 1250 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure for the 1.9 tubing was 730 psig and the tbg
pressure for the 2-7/8 tubing was 575 psig during the test. There was not a State
representative available to witness the test.
Daily Cost: $0
Cumulative Cost: $50,372

12/27/2011 Day: 5 Water Isolation - MIT

Rigless on 12/27/2011 - Install Well head equiptment - Intallation of well head equiptment
Daily Cost: $0
Cumulative Cost: $84,845

1/7/2012 Day: 6 Water Isolation - MIT

WWS #5 on 1/7/2012 - MIRUSU. TOOH w/ 1.9" tbg. - MIRUSU. Stack out on 1.9" tbg. Test
pkr & csg (good test). Wait on orders. Pump 5 bbis water down tbg. @ 750 psi. Well circulates
alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN. Leave 3000 psi on well
over night. SIFN. - MIRUSU. Stack out on 1.9" tbg. Test pkr & csg (good test). Wait on orders.
Pump 5 bbls water down tbg. @ 750 psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg.
LD stinger. Circulate SV to PSN. Leave 3000 psi on well over night. SIFN. - MIRUSU. Stack out
on 1.9" tbg. Test pkr & csg (good test). Wait on orders. Pump 5 bbls water down tbg. @ 750
psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN.
Leave 3000 psi on well over night. SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump
psi up to 3000 psi (good test). Release psi. Ret SV w/ Sandline. Release hydric pkr & arrow
set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH
w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-

7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg
hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr
w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night.
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the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#S $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 11-2-11. Safety Meeting, discussed location hazards, recent
NFX incidents, job procedure, emergency plans, meeting point. SICP @ 1025#. Bumped
pressure up to 1500# for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over
and land 1.9¿tbg on the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K
BOPS. NU well head. RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones
pressure 500 PSI. 1.9" tbg tally is recorded in rod detail tab for today.
Daily Cost: $0
Cumulative Cost: $13,718

12/8/2011 Day: 4 Water Isolation - MIT

Rigless on 12/8/2011 - Conduct MIT - On 11/03/2011 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 11/03/2011 the esg was
pressured up to 1250 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure for the 1.9 tubing was 730 psig and the tbg
pressure for the 2-7/8 tubing was 575 psig during the test. There was not a State
representative available to witness the test.
Daily Cost: $0
Cumulative Cost: $50,372

12/27/2011 Day: 5 Water Isolation - MIT

Rigless on 12/27/2011 - Install Well head equiptment - Intallation of well head equiptment
Daily Cost: $0
Cumulative Cost: $84,845

1/7/2012 Day: 6 Water Isolation - MIT

WWS #5 on 1/7/2012 - MIRUSU. TOOH w/ 1.9" tbg. - MIRUSU. Stack out on 1.9" tbg. Test
pkr & csg (good test). Wait on orders. Pump 5 bbis water down tbg. @ 750 psi. Well circulates
alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN. Leave 3000 psi on well
over night. SIFN. - MIRUSU. Stack out on 1.9" tbg. Test pkr & csg (good test). Wait on orders.
Pump 5 bbls water down tbg. @ 750 psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg.
LD stinger. Circulate SV to PSN. Leave 3000 psi on well over night. SIFN. - MIRUSU. Stack out
on 1.9" tbg. Test pkr & csg (good test). Wait on orders. Pump 5 bbls water down tbg. @ 750
psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN.
Leave 3000 psi on well over night. SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump
psi up to 3000 psi (good test). Release psi. Ret SV w/ Sandline. Release hydric pkr & arrow
set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH

w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-

7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg
hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr
w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night.
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the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K BOPS. NU well head.
RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones pressure 500 PSI.
1.9" tbg tally is recorded in rod detail tab for today. - 10-31-2011 Safety Meeting, discussed
location hazards, recent NFX incidents, job procedure, emergency plans, meeting point.
MIRUWOR. ND well head and release 5.5" arrow set pkr. Strip on BOPS RU floor and tbg
works. Flush tbg w/60 bbls fresh water. Circulate standing valve to SN. Test tbg to 3000#. RU
and RIH w/ sandline to retrieve standing valve. Rack out sandline and TOOH w/ 148 jts 2.875"
tbg. LD 5.5" arrow set pkr and PSN. PU and RBIH w/ 5.5" bit and scraper, 148 jts 2-7/8" tbg.
PU and talley 63 jts. Tag PBTD @ 6440'. LD 41 jts. EOT @ 5250'. SWIFN @ 18:00 PREFFERED
HO 1405.00 WWS#S $5725 MIRUWOR, test tbg and POOH w/ pkr. RBIH w/ bit and scraper to
PBTD. POOH w/ 41 jts. SWIFN. - 11-2-11. Safety Meeting, discussed location hazards, recent
NFX incidents, job procedure, emergency plans, meeting point. SICP @ 1025#. Bumped
pressure up to 1500# for 30 min test. PU and talley stinger and 150 jts 1.9¿ tbg. Change over
and land 1.9¿tbg on the hanger w/ 6000# of compression. RD floor and tbg works. ND 5K
BOPS. NU well head. RDMOWOR. Shut in higher zones pressure 150 PSI. Shut in lower zones
pressure 500 PSI. 1.9" tbg tally is recorded in rod detail tab for today.
Daily Cost: $0
Cumulative Cost: $13,718

12/8/2011 Day: 4 Water Isolation - MIT

Rigless on 12/8/2011 - Conduct MIT - On 11/03/2011 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 11/03/2011 the esg was
pressured up to 1250 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure for the 1.9 tubing was 730 psig and the tbg
pressure for the 2-7/8 tubing was 575 psig during the test. There was not a State
representative available to witness the test.
Daily Cost: $0
Cumulative Cost: $50,372

12/27/2011 Day: 5 Water Isolation - MIT

Rigless on 12/27/2011 - Install Well head equiptment - Intallation of well head equiptment
Daily Cost: $0
Cumulative Cost: $84,845

1/7/2012 Day: 6 Water Isolation - MIT

WWS #5 on 1/7/2012 - MIRUSU. TOOH w/ 1.9" tbg. - MIRUSU. Stack out on 1.9" tbg. Test
pkr & csg (good test). Wait on orders. Pump 5 bbis water down tbg. @ 750 psi. Well circulates
alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN. Leave 3000 psi on well
over night. SIFN. - MIRUSU. Stack out on 1.9" tbg. Test pkr & csg (good test). Wait on orders.
Pump 5 bbls water down tbg. @ 750 psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg.
LD stinger. Circulate SV to PSN. Leave 3000 psi on well over night. SIFN. - MIRUSU. Stack out
on 1.9" tbg. Test pkr & csg (good test). Wait on orders. Pump 5 bbls water down tbg. @ 750
psi. Well circulates alittle.. RU BOP's. TOOH w/ 1.9" tbg. LD stinger. Circulate SV to PSN.
Leave 3000 psi on well over night. SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump
psi up to 3000 psi (good test). Release psi. Ret SV w/ Sandline. Release hydric pkr & arrow
set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH

w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-

7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg
hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr
w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night.

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52520&API=4301331604&MinDa...



RECEIVED: Jan. 10, 2012

Sundry Number: 21964 API Well Number: 43013316040000Sundry Number: 21964 API Well Number: 43013316040000
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SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test).
Release psi. Ret SV w/ Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8"
M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf
sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s
tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr
fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE.
RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night. SIFN. - Open well w/ 25 on
casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test). Release psi. Ret SV w/
Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24
jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-

50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @
5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg
to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure
casing to 1500 psi & Ireave over night. SIFN. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM.
Daily Cost: $0
Cumulative Cost: $92,470

1/9/2012 Day: 9 Water Isolation - MIT

Rigless on 1/9/2012 - Conduct an MIT - On 01/06/2012 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 01/06/2012 the csg was
pressured up to 1155 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure was 900 psig during the test. There was not a
State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $114,021

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52520&API=4301331604&MinDa...
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SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test).
Release psi. Ret SV w/ Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8"
M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf
sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s
tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr
fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE.
RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night. SIFN. - Open well w/ 25 on
casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test). Release psi. Ret SV w/
Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24
jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-

50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @
5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg
to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure
casing to 1500 psi & Ireave over night. SIFN. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM.
Daily Cost: $0
Cumulative Cost: $92,470

1/9/2012 Day: 9 Water Isolation - MIT

Rigless on 1/9/2012 - Conduct an MIT - On 01/06/2012 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 01/06/2012 the csg was
pressured up to 1155 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure was 900 psig during the test. There was not a
State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $114,021

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52520&API=4301331604&MinDa...
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SIFN. - Open well w/ 25 on casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test).
Release psi. Ret SV w/ Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8"
M-50 tbg WRP pkr, 24 jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf
sub, SN, 25 jts 2-7/8" M-50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s
tension @ 5272' CE, SN @ 5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr
fluid. Drop SV & pressure tbg to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE.
RU spool & BOP's. Pressure casing to 1500 psi & Ireave over night. SIFN. - Open well w/ 25 on
casing, 2500 psi on tbg. Bump psi up to 3000 psi (good test). Release psi. Ret SV w/
Sandline. Release hydr\c pkr & arrow set - 1. TOOH w/ 148 jts 2-7/8" M-50 tbg WRP pkr, 24
jts tbg, 5-1/2" Arrow Set - 1 pkr. TIH w/ 5-1/2" AS 1 pkr, PBR, Perf sub, SN, 25 jts 2-7/8" M-

50 tbg, WRP hyd set pkr, 147 jts 2-7/8" tbg. Set pkr w/ 8000#'s tension @ 5272' CE, SN @
5256', EOT @ 5276'. Land tbg on tbg hanger. Pump 65 bbls pkr fluid. Drop SV & pressure tbg
to 2500 psi (good test). Set WRP pkr w/ 3400 psi @ 4477' CE. RU spool & BOP's. Pressure
casing to 1500 psi & Ireave over night. SIFN. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM. - Check pressure on casing 1200 psi. Bump to
1500 psi. Gained 120 psi in 30 min. TIH w/ stinger, 160 jts 1.9" tbg, 8', 8', 4' x 1.90" tbg pup
jts, 1 jt 1.90" tbg. Sting into PBR. Land tbg w/ tbg hanger w/ 5000#'s compression. RD BOP's.
RU well head valves. RDMOSU @ 2:30 PM.
Daily Cost: $0
Cumulative Cost: $92,470

1/9/2012 Day: 9 Water Isolation - MIT

Rigless on 1/9/2012 - Conduct an MIT - On 01/06/2012 Dennis Ingram with the State of Utah
was contacted concerning the MIT on the above listed well. On 01/06/2012 the csg was
pressured up to 1155 psig and charted for 30 minute with no pressure loss. The well was not
injecting during the test. The tbg pressure was 900 psig during the test. There was not a
State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $114,021

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52520&API=4301331604&MinDa...



RECEIVED: Feb. 22, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

2 /17 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 3:15 PM on
02/17/2012. The Monument Butte Federal 2-25-8-16 - 2-7/8" tbg has
a 1/2" meter with seven digits and was put on at a rate of 200 BWIPD.
The Monument Butte Federal 2-25-8-16D - 1.9" tbg has a 1/2" meter

with seven digits and was put on at a rate of 200 BWIPD.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 2 /22 /2012

March 05, 2012

Sundry Number: 23238 API Well Number: 43013316040000Sundry Number: 23238 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/17/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:15 PM on Accepted by the
02/17/2012. The Monument Butte Federal 2-25-8-16 - 2-7/8" tbg has utah Division of

a 1/2" meter with seven digits and was put on at a rate of 200 BWIPD. Oil, Gas and Mining

The Monument Butte Federal 2-25-8-16D - 1.9" tbg has a 1/2" meter Date: March 05, 2012
with seven digits and was put on at a rate of 200 BWIPD.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/22/2012

RECEIVED: Feb. 22,

Sundry Number: 23238 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/17/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:15 PM on Accepted by the
02/17/2012. The Monument Butte Federal 2-25-8-16 - 2-7/8" tbg has utah Division of

a 1/2" meter with seven digits and was put on at a rate of 200 BWIPD. Oil, Gas and Mining

The Monument Butte Federal 2-25-8-16D - 1.9" tbg has a 1/2" meter Date: March 05, 2012
with seven digits and was put on at a rate of 200 BWIPD.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/22/2012

RECEIVED: Feb. 22,

Sundry Number: 23238 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/17/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:15 PM on Accepted by the
02/17/2012. The Monument Butte Federal 2-25-8-16 - 2-7/8" tbg has utah Division of

a 1/2" meter with seven digits and was put on at a rate of 200 BWIPD. Oil, Gas and Mining

The Monument Butte Federal 2-25-8-16D - 1.9" tbg has a 1/2" meter Date: March 05, 2012
with seven digits and was put on at a rate of 200 BWIPD.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/22/2012

RECEIVED: Feb. 22,



RECEIVED: Apr. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25-8-16D 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /3 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 A step rate test was conducted on the subject well on April 3, 2012.
Results from the test indicate that the fracture gradient is 0.842 psi/ft.
Therefore, Newfield is requesting that the maximum allowable injection

pressure (MAIP) be changed from 2000 psi to 2140 psi.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 4 /19 /2012

May 17, 2012

Sundry Number: 24938 API Well Number: 43013316040000Sundry Number: 24938 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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SIGNATURE DATE
N/A 4/19/2012
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RECEIVED: Apr. 19, 2012

Sundry Number: 24938 API Well Number: 43013316040000Sundry Number: 24938 API Well Number: 43013316040000

Monument Butte Federal 2-25-8-16D
Greater Monument Butte Unit

Step Rate Test
April 3, 2012
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RECEIVED: Apr. 19, 2012

Sundry Number: 24938 API Well Number: 43013316040000Sundry Number: 24938 API Well Number: 43013316040000

Data Table Report
Report Name: PrTemp1000 Data Table
Report Date: 04/05/2012 08:16:27
File Name: C:\Program Files\PTC® Instruments 2.03.12\Monum

ent Butte Federal 2-25-8-16D SRT (4-3-2012).csv
Device: PrTemp1000 - Temperature and Pressure Recorder
Hardware Revision: REV2C (64K)
Serial Number: M75866
Device ID: PrTemp
Data Start Date: Apr 03, 2012 09:00:01 AM MDT
Data End Date: Apr 03, 2012 03:30:01 PM MDT
Reading: 1 to 79 of 79
Reading Rate: 2 Seconds
Last Calibration Date: Apr 12, 2011
Next Calibration Date: Apr 12, 2012
Next Calibration Date: Apr 12, 2012
Monument Butte Federal 2-25-8-16D SRT (4-3-2012)
Unit Type (AllUnits)
Reading DateTime (MDT) Channel 2

PSIA
1 Apr 03, 2012 09:00:01 AM 1847
2 Apr 03, 2012 09:05:00 AM 1844.6
3 Apr 03, 2012 09:10:01 AM 1842.2
4 Apr 03, 2012 09:15:00 AM 1840.6
5 Apr 03, 2012 09:20:01 AM 1836.8
6 Apr 03, 2012 09:25:00 AM 1836.8
7 Apr 03, 2012 09:30:01 AM 1835.2
8 Apr 03, 2012 09:35:01 AM 1891.6
9 Apr 03, 2012 09:40:01 AM 1906.4
10 Apr 03, 2012 09:45:01 AM 1909.4
11 Apr 03, 2012 09:50:00 AM 1913
12 Apr 03, 2012 09:55:01 AM 1913.2
13 Apr 03, 2012 10:00:00 AM 1915.2
14 Apr 03, 2012 10:05:01 AM 1917.2
15 Apr 03, 2012 10:10:00 AM 1919.2
16 Apr 03, 2012 10:15:01 AM 1920.4
17 Apr 03, 2012 10:20:01 AM 1921.8
18 Apr 03, 2012 10:25:01 AM 1922
19 Apr 03, 2012 10:30:01 AM 1922
20 Apr 03, 2012 10:35:00 AM 1985
21 Apr 03, 2012 10:40:01 AM 1991.6
22 Apr 03, 2012 10:45:00 AM 1996.6
23 Apr 03, 2012 10:50:01 AM 1998.6
24 Apr 03, 2012 10:55:00 AM 2001.6
25 Apr 03, 2012 11:00:01 AM 2003.2
26 Apr 03, 2012 11:05:01 AM 2005.6
27 Apr 03, 2012 11:10:01 AM 2006.2
28 Apr 03, 2012 11:15:01 AM 2006.4
29 Apr 03, 2012 11:20:00 AM 2008.6
30 Apr 03, 2012 11:25:01 AM 2010.4
31 Apr 03, 2012 11:29:59 AM 2011.8
32 Apr 03, 2012 11:35:01 AM 2057.2
33 Apr 03, 2012 11:39:59 AM 2071.8
34 Apr 03, 2012 11:45:01 AM 2078.6
35 Apr 03, 2012 11:50:01 AM 2085.4
36 Apr 03, 2012 11:55:01 AM 2093
37 Apr 03, 2012 12:00:01 PM 2092.6
38 Apr 03, 2012 12:05:00 PM 2098.6
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RECEIVED: Apr. 19, 2012

Sundry Number: 24938 API Well Number: 43013316040000Sundry Number: 24938 API Well Number: 43013316040000
Monument Butte Federal 2-25-8-16D SRT (4-3-2012)
Unit Type (AllUnits)
Reading DateTime (MDT) Channel 2

PSIA
39 Apr 03, 2012 12:10:01 PM 2102.6
40 Apr 03, 2012 12:15:00 PM 2103.6
41 Apr 03, 2012 12:20:00 PM 2103.6
42 Apr 03, 2012 12:25:00 PM 2105.8
43 Apr 03, 2012 12:30:01 PM 2108.4
44 Apr 03, 2012 12:35:00 PM 2122.8
45 Apr 03, 2012 12:40:01 PM 2130.8
46 Apr 03, 2012 12:45:00 PM 2133
47 Apr 03, 2012 12:49:59 PM 2137.6
48 Apr 03, 2012 12:55:01 PM 2140
49 Apr 03, 2012 12:59:59 PM 2140.8
50 Apr 03, 2012 01:05:00 PM 2139.6
51 Apr 03, 2012 01:10:00 PM 2142
52 Apr 03, 2012 01:15:00 PM 2143.8
53 Apr 03, 2012 01:20:00 PM 2146.4
54 Apr 03, 2012 01:25:00 PM 2145.6
55 Apr 03, 2012 01:30:01 PM 2144.4
56 Apr 03, 2012 01:34:59 PM 2152.8
57 Apr 03, 2012 01:40:00 PM 2154.8
58 Apr 03, 2012 01:45:00 PM 2157.8
59 Apr 03, 2012 01:50:00 PM 2159
60 Apr 03, 2012 01:54:59 PM 2156.8
61 Apr 03, 2012 02:00:01 PM 2155.8
62 Apr 03, 2012 02:05:01 PM 2158.8
63 Apr 03, 2012 02:10:01 PM 2154.8
64 Apr 03, 2012 02:15:01 PM 2155.2
65 Apr 03, 2012 02:20:00 PM 2154.2
66 Apr 03, 2012 02:25:01 PM 2153.4
67 Apr 03, 2012 02:30:00 PM 2155.6
68 Apr 03, 2012 02:35:01 PM 2154.2
69 Apr 03, 2012 02:39:59 PM 2153.8
70 Apr 03, 2012 02:45:01 PM 2150.2
71 Apr 03, 2012 02:50:01 PM 2155
72 Apr 03, 2012 02:55:01 PM 2151.8
73 Apr 03, 2012 03:00:01 PM 2151.8
74 Apr 03, 2012 03:05:00 PM 2151
75 Apr 03, 2012 03:10:01 PM 2152.4
76 Apr 03, 2012 03:15:00 PM 2154
77 Apr 03, 2012 03:20:01 PM 2155.8
78 Apr 03, 2012 03:25:00 PM 2158
79 Apr 03, 2012 03:30:01 PM 2155.8

End of Report
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54 Apr 03, 2012 01:25:00 PM 2145.6
55 Apr 03, 2012 01:30:01 PM 2144.4
56 Apr 03, 2012 01:34:59 PM 2152.8
57 Apr 03, 2012 01:40:00 PM 2154.8
58 Apr 03, 2012 01:45:00 PM 2157.8
59 Apr 03, 2012 01:50:00 PM 2159
60 Apr 03, 2012 01:54:59 PM 2156.8
61 Apr 03, 2012 02:00:01 PM 2155.8
62 Apr 03, 2012 02:05:01 PM 2158.8
63 Apr 03, 2012 02:10:01 PM 2154.8
64 Apr 03, 2012 02:15:01 PM 2155.2
65 Apr 03, 2012 02:20:00 PM 2154.2
66 Apr 03, 2012 02:25:01 PM 2153.4
67 Apr 03, 2012 02:30:00 PM 2155.6
68 Apr 03, 2012 02:35:01 PM 2154.2
69 Apr 03, 2012 02:39:59 PM 2153.8
70 Apr 03, 2012 02:45:01 PM 2150.2
71 Apr 03, 2012 02:50:01 PM 2155
72 Apr 03, 2012 02:55:01 PM 2151.8
73 Apr 03, 2012 03:00:01 PM 2151.8
74 Apr 03, 2012 03:05:00 PM 2151
75 Apr 03, 2012 03:10:01 PM 2152.4
76 Apr 03, 2012 03:15:00 PM 2154
77 Apr 03, 2012 03:20:01 PM 2155.8
78 Apr 03, 2012 03:25:00 PM 2158
79 Apr 03, 2012 03:30:01 PM 2155.8

End of Report
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RECEIVED: Apr. 19, 2012

Sundry Number: 24938 API Well Number: 43013316040000Sundry Number: 24938 API Well Number: 43013316040000
Data Table Report
Report Name: PrTemp1000 Data Table
Report Date: 04/05/2012 08:16:41
File Name: C:\Program Files\PTC® Instruments 2.03.12\Monum

ent Butte Federal 2-25-8-16D ISIP (4-3-2012).csv
Device: PrTemp1000 - Temperature and Pressure Recorder
Hardware Revision: REV2C (64K)
Serial Number: M75866
Device ID: PrTemp
Data Start Date: Apr 03, 2012 03:30:14 PM MDT
Data End Date: Apr 03, 2012 04:00:14 PM MDT
Reading: 1 to 31 of 31
Reading Rate: 2 Seconds
Last Calibration Date: Apr 12, 2011
Next Calibration Date: Apr 12, 2012
Next Calibration Date: Apr 12, 2012
Monument Butte Federal 2-25-8-16D ISIP (4-3-2012)
Unit Type (All Units)
Reading DateTime (MDT) Channel 2

PSIA
1 Apr 03, 2012 03:30:14 PM 2154.2
2 Apr 03, 2012 03:31:14 PM 2055.8
3 Apr 03, 2012 03:32:13 PM 2019.8
4 Apr 03, 2012 03:33:14 PM 2002
5 Apr 03, 2012 03:34:14 PM 1990.2
6 Apr 03, 2012 03:35:12 PM 1979.8
7 Apr 03, 2012 03:36:14 PM 1972.8
8 Apr 03, 2012 03:37:14 PM 1965.8
9 Apr 03, 2012 03:38:14 PM 1959.8
10 Apr 03, 2012 03:39:14 PM 1954.8
11 Apr 03, 2012 03:40:14 PM 1950
12 Apr 03, 2012 03:41:14 PM 1946
13 Apr 03, 2012 03:42:14 PM 1941.8
14 Apr 03, 2012 03:43:14 PM 1938.4
15 Apr 03, 2012 03:44:14 PM 1935.8
16 Apr 03, 2012 03:45:13 PM 1932.4
17 Apr 03, 2012 03:46:13 PM 1929.8
18 Apr 03, 2012 03:47:14 PM 1927
19 Apr 03, 2012 03:48:13 PM 1924.4
20 Apr 03, 2012 03:49:14 PM 1922.6
21 Apr 03, 2012 03:50:14 PM 1920.2
22 Apr 03, 2012 03:51:13 PM 1918
23 Apr 03, 2012 03:52:14 PM 1915.8
24 Apr 03, 2012 03:53:14 PM 1914.2
25 Apr 03, 2012 03:54:14 PM 1911.8
26 Apr 03, 2012 03:55:14 PM 1911.2
27 Apr 03, 2012 03:56:14 PM 1909.4
28 Apr 03, 2012 03:57:14 PM 1908.2
29 Apr 03, 2012 03:58:13 PM 1906.4
30 Apr 03, 2012 03:59:14 PM 1905.4
31 Apr 03, 2012 04:00:14 PM 1904

End of Report
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RECEIVED: Apr. 19, 2012

Sundry Number: 24938 API Well Number: 43013316040000
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< Sundty Number: 24938 API Well Number: 43013316040000

FORM 9
STATEOFUTAH

DEPARTMENT OF NATURALRESOURCES --- - ---- -

5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:
FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

. TYPE OF WELL 8. WELL NAME and NUMBER:
Water injection Well MONUMENT BUTTE FED 2-25-8-16D

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630

, Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY

FOOTAGES AT SURFACE: DUCHESNE
0679FNL1979FEL

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STAI
Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAMEApproximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4 / 3 / 2 0 1 2
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENTOR FLARE WATER D3SPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF St TA STATUS EXTENSION APD EXTENSION

wlLDCAT WELL DETERMINATION OTHER OTHER Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
A step rate test was conducted on the subject well on April 3, 2012. Accepted by the

Results from the test indicate that the fracture gradient is 0.842 psilft. Utah Division of
Therefore, Newfield is requesting that the maximum allowable injection oil, Gas and Mining

pressure (MAIP) be changed from 2000 psi to 2140 psi. Date: May 17, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 4/19/2012

RECEIVED: Apr. 19,
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RECEIVED: Apr. 19,



Spud Date: 3/07/96 ÌVÍOnument Butte Federal 2-25-8-16D
Put on Production: 4/10/96 Initial Production: 145 BOPD,
GL: 5413' KB: 5426'

. 132 MCFG, 23 BWPDInlection Wellbore
Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

4/1/96 5316'-5324' Frac C sand as follows:
GRADE: J-55

Cement Top@ Surface
77,770# of 20/40 sand in 456 bb1s of Boragel .
Treated w/, avg press 2100 psi, avg rate 18WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual
flush: 7LENGTH: jts. (305')

DEPTH LANDED: 302' 4/3/96 5136°-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbls of Boragel.HOLE SIZE:12-1/4"
Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls cmt to surf bpm, ISIP-2152 psi. Cale flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
81,600# of 20/40 sand in 453 bbls of Boragel.
Treated @avg press 1900 psi, avg rate 27.5
bpm, ISlP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

Recompletion:PRODUCTION CASING
07/23/07 6327-6400' Frac CP5 & BS sand as follows:CSG SIZE: 5-1/2"

59429#of 20/40 sand in 507 bbls of Lighting
GRADE: J-55 17 frac fluid.Treated @avg press 4876 psi, avg

rate 14.2 bpm. Calc. flush: 2514 gal.WEIGHT: 15.5#
Actual flush 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265#of20/40 sand in 171 bbls of Lighting
HOLE SIZE: 7-7/8" 17 frac fluid,Treated @avg press 4973 psi, avg

rate 14.2 bpm Calc. flush: 2352 gal.
CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.
CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PBll sand as follows:

51007# of 20/40 sand in 437 bbis of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush: 5486 gal. ?
Actual flush 1147 gal.

TUBING 2/9/09 Well converted to an Injection Well.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 2/17/09 Conversion MIT completed and submitted.

NO. OF JOINTS: 148 jts (4487.38') 11/02/11 Concentric Injection procedure completed -
dual injection lines installed -2 packers set.

CE 5-1/2" @4503.58'
11/03/11 MIT Finalized -tbg detail updated

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 24 jts (749.04')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5255.72'

Perf Sub 2-7/8" / N-80 (6.22')

PBR Seal Assembly: 2-7/8" @5263.04' Packer @4504'

CE @5271.14'
4560'-79'TOTAL STRING LENGTH: EOT @5275.31' KB

4838-4845'

4917-4925'

5136'-56'

5196-5200'

Packer @5271'
EOT @52752 PERFORATION RECORD

5316'-24' 3/30/96 5316'-5324' 4 JSPF 32 holes
4/02/96 5136'-5156' 4 JSPF ? holes
4/04/96 4560'-4579' 4 JSPF 72 holes

07/23/07 6394-6400' 4 JSPF 24 holes
6327-6332'

07/23/07 6345-6349' 4 JSPF 16 holes
6345-6349 07/23/07 6327-6332' 4 JSPF 20 holes
6394-6400' 07/23/07 5196-5200' 4 JSPF 16 holes

07/25/07 4917-4925' 4 JSPF 32 holes
Top of fill @5965' 07/25/07 4838-4845' 4 JSPF 28 holes

NEWFIELD PBTD @6440'

TD @6600'
Monument Butte Federal 2-25-8-16D

679 FNL & 1979 FEL
NWNE Section 25-T8S-R16E

Duchesne Co, Utah
API #43-013-31604; Lease #U-67170

LCN

Spud Date: 3/07/96 ÌVÍOnument Butte Federal 2-25-8-16D
Put on Production: 4/10/96 Initial Production: 145 BOPD,
GL: 5413' KB: 5426'

. 132 MCFG, 23 BWPDInlection Wellbore
Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

4/1/96 5316'-5324' Frac C sand as follows:
GRADE: J-55

Cement Top@ Surface
77,770# of 20/40 sand in 456 bb1s of Boragel .
Treated w/, avg press 2100 psi, avg rate 18WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual
flush: 7LENGTH: jts. (305')

DEPTH LANDED: 302' 4/3/96 5136°-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbls of Boragel.HOLE SIZE:12-1/4"
Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls cmt to surf bpm, ISIP-2152 psi. Cale flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
81,600# of 20/40 sand in 453 bbls of Boragel.
Treated @avg press 1900 psi, avg rate 27.5
bpm, ISlP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

Recompletion:PRODUCTION CASING
07/23/07 6327-6400' Frac CP5 & BS sand as follows:CSG SIZE: 5-1/2"

59429#of 20/40 sand in 507 bbls of Lighting
GRADE: J-55 17 frac fluid.Treated @avg press 4876 psi, avg

rate 14.2 bpm. Calc. flush: 2514 gal.WEIGHT: 15.5#
Actual flush 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265#of20/40 sand in 171 bbls of Lighting
HOLE SIZE: 7-7/8" 17 frac fluid,Treated @avg press 4973 psi, avg

rate 14.2 bpm Calc. flush: 2352 gal.
CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.
CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PBll sand as follows:

51007# of 20/40 sand in 437 bbis of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush: 5486 gal. ?
Actual flush 1147 gal.

TUBING 2/9/09 Well converted to an Injection Well.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 2/17/09 Conversion MIT completed and submitted.

NO. OF JOINTS: 148 jts (4487.38') 11/02/11 Concentric Injection procedure completed -
dual injection lines installed -2 packers set.

CE 5-1/2" @4503.58'
11/03/11 MIT Finalized -tbg detail updated

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 24 jts (749.04')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5255.72'

Perf Sub 2-7/8" / N-80 (6.22')

PBR Seal Assembly: 2-7/8" @5263.04' Packer @4504'

CE @5271.14'
4560'-79'TOTAL STRING LENGTH: EOT @5275.31' KB

4838-4845'

4917-4925'

5136'-56'

5196-5200'

Packer @5271'
EOT @52752 PERFORATION RECORD

5316'-24' 3/30/96 5316'-5324' 4 JSPF 32 holes
4/02/96 5136'-5156' 4 JSPF ? holes
4/04/96 4560'-4579' 4 JSPF 72 holes

07/23/07 6394-6400' 4 JSPF 24 holes
6327-6332'

07/23/07 6345-6349' 4 JSPF 16 holes
6345-6349 07/23/07 6327-6332' 4 JSPF 20 holes
6394-6400' 07/23/07 5196-5200' 4 JSPF 16 holes

07/25/07 4917-4925' 4 JSPF 32 holes
Top of fill @5965' 07/25/07 4838-4845' 4 JSPF 28 holes

NEWFIELD PBTD @6440'

TD @6600'
Monument Butte Federal 2-25-8-16D

679 FNL & 1979 FEL
NWNE Section 25-T8S-R16E

Duchesne Co, Utah
API #43-013-31604; Lease #U-67170

LCN

Spud Date: 3/07/96 ÌVÍOnument Butte Federal 2-25-8-16D
Put on Production: 4/10/96 Initial Production: 145 BOPD,
GL: 5413' KB: 5426'

. 132 MCFG, 23 BWPDInlection Wellbore
Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

4/1/96 5316'-5324' Frac C sand as follows:
GRADE: J-55

Cement Top@ Surface
77,770# of 20/40 sand in 456 bb1s of Boragel .
Treated w/, avg press 2100 psi, avg rate 18WEIGHT:24# bpm ISIP- 2267. Calc. flush: 5316 gal. Actual
flush: 7LENGTH: jts. (305')

DEPTH LANDED: 302' 4/3/96 5136°-5156' Frac D sand as follows:
72,000# of20/40 sand in 430 bbls of Boragel.HOLE SIZE:12-1/4"
Treated @avg press 1750 psi, avg rate 23.3

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls cmt to surf bpm, ISIP-2152 psi. Cale flush: 5136 gal.
Actual flush: 5051 gal.

4/6/96 4560'-4579' Frac GB-4 sand as follows:
81,600# of 20/40 sand in 453 bbls of Boragel.
Treated @avg press 1900 psi, avg rate 27.5
bpm, ISlP 2346 psi. Calc. flush: 4560 gal.
Actual flush: 4470 gal.

Recompletion:PRODUCTION CASING
07/23/07 6327-6400' Frac CP5 & BS sand as follows:CSG SIZE: 5-1/2"

59429#of 20/40 sand in 507 bbls of Lighting
GRADE: J-55 17 frac fluid.Treated @avg press 4876 psi, avg

rate 14.2 bpm. Calc. flush: 2514 gal.WEIGHT: 15.5#
Actual flush 1491 gal.

LENGTH: 157 jts. (6605.03')
07/25/07 5196-5200' Frac D2 sand as follows:

DEPTH LANDED: 6583.60' 14265#of20/40 sand in 171 bbls of Lighting
HOLE SIZE: 7-7/8" 17 frac fluid,Treated @avg press 4973 psi, avg

rate 14.2 bpm Calc. flush: 2352 gal.
CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic Actual flush 1197 gal.
CEMENT TOP AT: Surface per CBL 07/25/07 4838-4925' Frac PB10 & PBll sand as follows:

51007# of 20/40 sand in 437 bbis of Lighting
17 frac fluid.Treated @avg press 3999 psi, avg
rate 14.2 bpm. Calc. flush: 5486 gal. ?
Actual flush 1147 gal.

TUBING 2/9/09 Well converted to an Injection Well.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 2/17/09 Conversion MIT completed and submitted.

NO. OF JOINTS: 148 jts (4487.38') 11/02/11 Concentric Injection procedure completed -
dual injection lines installed -2 packers set.

CE 5-1/2" @4503.58'
11/03/11 MIT Finalized -tbg detail updated

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 24 jts (749.04')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5255.72'

Perf Sub 2-7/8" / N-80 (6.22')

PBR Seal Assembly: 2-7/8" @5263.04' Packer @4504'

CE @5271.14'
4560'-79'TOTAL STRING LENGTH: EOT @5275.31' KB

4838-4845'

4917-4925'

5136'-56'

5196-5200'

Packer @5271'
EOT @52752 PERFORATION RECORD

5316'-24' 3/30/96 5316'-5324' 4 JSPF 32 holes
4/02/96 5136'-5156' 4 JSPF ? holes
4/04/96 4560'-4579' 4 JSPF 72 holes

07/23/07 6394-6400' 4 JSPF 24 holes
6327-6332'

07/23/07 6345-6349' 4 JSPF 16 holes
6345-6349 07/23/07 6327-6332' 4 JSPF 20 holes
6394-6400' 07/23/07 5196-5200' 4 JSPF 16 holes

07/25/07 4917-4925' 4 JSPF 32 holes
Top of fill @5965' 07/25/07 4838-4845' 4 JSPF 28 holes

NEWFIELD PBTD @6440'

TD @6600'
Monument Butte Federal 2-25-8-16D

679 FNL & 1979 FEL
NWNE Section 25-T8S-R16E

Duchesne Co, Utah
API #43-013-31604; Lease #U-67170

LCN



Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPDut on Production: 4/10/96 Proposed P ß A
GL: 5413' KB: 5426' Wellbore Dia ,ram

SURFACE CASING
CSG SIZE: 8-5/8"

Cement Top@ Surface
GRADE: J-55

Pump 41 sx Class G Cement down 5 -1/2" casing to 352'
WElGHT:24#

LENGTH: jts. (305')

DEPTH LANDED: 302'

HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf

Casing Shoe @302'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 157 jts. (6605.03')

DEPTH LANDED: 6583.60'

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic
200' Balanced Plug (25 sx) Class G Cement over waterCEMENT TOP AT: Surface per CBL zone 2000' - 2200'

100' (12 sx) Class G Cement plug on top of ClBP

CIBP@4465'

4560'-79'

4838-4845'

4917-4925'

$136'-56'

5196-5200'

5316'-24'

6327-6332'

6345-6349'

6394-6400'

NEWFIELD ··------

Top of 16
4

65'

Monument Butte Federal #2-25-8-16

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170
JM

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPDut on Production: 4/10/96 Proposed P ß A
GL: 5413' KB: 5426' Wellbore Dia ,ram

SURFACE CASING
CSG SIZE: 8-5/8"

Cement Top@ Surface
GRADE: J-55

Pump 41 sx Class G Cement down 5 -1/2" casing to 352'
WElGHT:24#

LENGTH: jts. (305')

DEPTH LANDED: 302'

HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf

Casing Shoe @302'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 157 jts. (6605.03')

DEPTH LANDED: 6583.60'

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic
200' Balanced Plug (25 sx) Class G Cement over waterCEMENT TOP AT: Surface per CBL zone 2000' - 2200'

100' (12 sx) Class G Cement plug on top of ClBP

CIBP@4465'

4560'-79'

4838-4845'

4917-4925'

$136'-56'

5196-5200'

5316'-24'

6327-6332'

6345-6349'

6394-6400'

NEWFIELD ··------

Top of 16
4

65'

Monument Butte Federal #2-25-8-16

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170
JM

Monument Butte Federal #2-25-8-16
Spud Date: 3/07/96 Initial Production: 145 BOPD,

132 MCFG, 23 BWPDut on Production: 4/10/96 Proposed P ß A
GL: 5413' KB: 5426' Wellbore Dia ,ram

SURFACE CASING
CSG SIZE: 8-5/8"

Cement Top@ Surface
GRADE: J-55

Pump 41 sx Class G Cement down 5 -1/2" casing to 352'
WElGHT:24#

LENGTH: jts. (305')

DEPTH LANDED: 302'

HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis cmt to surf

Casing Shoe @302'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 157 jts. (6605.03')

DEPTH LANDED: 6583.60'

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hyfill mixed & 450 sxs thixotropic
200' Balanced Plug (25 sx) Class G Cement over waterCEMENT TOP AT: Surface per CBL zone 2000' - 2200'

100' (12 sx) Class G Cement plug on top of ClBP

CIBP@4465'

4560'-79'

4838-4845'

4917-4925'

$136'-56'

5196-5200'

5316'-24'

6327-6332'

6345-6349'

6394-6400'

NEWFIELD ··------

Top of 16
4

65'

Monument Butte Federal #2-25-8-16

679 FNL & 1979 FEL TD @6600'

NWNE Section 25-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31604; Lease #U-67170
JM



Spud Date. H)7;96 Monument Butte Federa12-25-8-16D 
Put un Production: 4·10 '96 
GL: 5413' KB: 542b' 

SURfACE CASING 
CSG SllF. g·5 r 
GRAll!' ]·55 

\\fHGHr.24. 

LF'II(;TH JIS ('05') 

DEPrH I.A"DFD: JOZ 

HOI.£ SIZE'12·n" 

Cement loPt' Surl3cc 

CEMENT DAIA: 120;x, P,emium emt. e>l5 bbJo. cmt tu...,.1 

PBOQUCTION CASING 
esc; SIlE' 5·1;2" 

GRADE J-55 

WrIGHT. 1S5~ 

nNGw.157Jt •. (66050.3) 

DEPTHI.A'iD[D 6S>il6O' 

HOLE SIZE' 7·7;S' 

CF\IE'IIT DATA' 3'10'" lIyfillm"'ed Ii; 450 "s thi,otmpic 

('Hft" I TOP A r' Surf a,'., pet cSt 

TUBING 

Sill'. GRADbW I ; 2·7 g • 1\.I·5U ; •. 5·· 

NO or 1011'0 IS Ir its (44599" 

HRP Hydrauloo: "" PACKER CE AT 4477' 

[80 2.7'S". 25 jts,176 n 
SEAl '11IPPI.F AT' 5256.2' 

PERfORATEll PllP 2·7'g" '11·80 AT 5257' 

POUSHHJ BORE AT 5263 5 

ARROW .1 PACKER CJ, AT 5272' 

lor AL STRING n.'IIGrH; rOTti 5276' 

CONCENTRIC STRING 

180IlA!'IGER 2·38" /·55\0.5') 

1.9,2·}·S"XOA1·II' 

TBI; Il. I jt (\2.6') 

TIIG PliP /I (9 9') 

roo PlcP lJ (9 9) 

IBG PIJI' lJ (19) 

I 9"U' 2.76"; J·'5 TBli 160j" ( 5199 g') 

PBR SlINGER AT' 5263 

roTA!. STRING I.ENGTH. ErH '" 526.\' 

NEWFIELD .. ~ 
Monument Butte Federal 2-25-8-16D 

679 FNL & 1979 FEt 
NWfIi E Section 2S:I1!S·RI6l 

Duchesne Co, Ctah 
API 114]-013·31604; [~asc ilU-b7 17\J 

Pmomted Pup 'p 525 r 

PBR Stinger '11' 1263' 

Injection Wdlborc 
Diagram 

Packer 44"~' 

49)7-4915' 

5136'-50' 

5196·5200' 

1.9' E(}r~ 5261' 
P.teker 5272' 

6145-6\40 ' 

6.Nt-6400· 

FRACJOB 

B'96 SI36'·5156' 

O',~SO' 5196·5200' 

2/9;09 

2!J7109 

11.0ltIJ 

11103111 

T"poffill ,,5965' 

PRn)i~ 6140 

fl):11 66()()' 

Initial Production. 145 BOPD, 
132 MCFG, 2J BWPI> 

Fra< C sand as folh",,, 
"TO!! 000.40 SiIIId '" 456 hI~, of Borage! 
Treated w/. avg: press 2 100 psi. a"g rate lIS 
bpm ISIP- 2267 Calc. tlu.b· 5.\ 10 gal Actual 
nush. ') 

Frac D sand as rouo,,",,: 
72JXJOrl of20;40 sand in 4.\0 bill> ofBorag.,l. 
Treated;i\ avg press 1750 PS', "8 rato233 
bpm, ISIP-215! psi Calc aush, IB6 gal 
Actu .. 1 flush: 5051 gal 

Ii .... GJl.4 sand •• folio"" 
~I 600!! of20'40 'IaI1d in 453 hI,ls "fB(l1a~el 
Tre.tted(~ a\ig press. 1900 PSI, a\'J} rate 27.~ 
bpoll, ISIP 2.346 pst. Calc. flush, H6() gal 
Actual nush; 4470 gdl. 

Re<ompletlon: 

F .... CPS" BS sand as folio"., 
59429ij "f20!40 'IaI1d in 507 bbIs of Lighting 
17 wac: fluid. Treated "I. "'8 pres, 4876 Ps~ .'8 
rate 14.2 bpm. (,.ak nush.2514gal 
Actual Ousb 1491 @al 

Fra, D2 sand IS rouo,,§: 
14265" of20!40 sand in 171 bbls of Llghtillg 
17 fia..: fluid.Treated (~'; a\g press 497J psi, I\;~ 
rate 14.2 hptn. Calc. nush' 235~ gdl 
Actual flush 1197 gal 

F ..... PBIO" PBII .. nd as folio"", 
S 1007- of 20,40 sand in 437 bbJs ofl.ightmg 
17 'be fluid. lreah!d I~ a\'g press 3999 PSI, a\-g 
late 14.2 bpm. Calc. flush. S4S6~. 'I 
Actual11ush 1147 gal 

Welleon\Orted to an Inje<tion WelL 

Convenion MIf completed .. d submilted, 

Concentric Injection pro<edure complded 
dual injection lines in!)laUed .. 2 pd.Cken set 

MIT FInaUzed - tbg dctaol UI"".ed 

PERFORATION RECORD 

.1130'96 5316'·5.\24' 4 JSPF 1ZOO"" 
4!02:96 5IW-SI56' 4 JSPF ., holes 

4!04i96 4560'·4579' 4 JSPf '2 holes 

07;23;07 639-1-64(1)' 4JSPF 24 hoI. .. , 

07.'23,0::- 6345-6.149 41SPI' 16 holes 

07'~10' 6117·6132' 4 ]~PF 20 holes 

07'23/07 5 I 96·52!Kl' 41SPF 16 holes 

07-25,0'" 4Q17-4925' 41SPF J2hol~ 

07;~5!O7 4818·4>145 . 'I ISPI' 2~ holes 

Spud Date. 107/96 Monument Butte Federal 2-25-8-16D
Put on Production:4/10 96 Initial Production: 145BOPD.
GL: 5413' KB: 5426' Injection Wellbore

132 McFG, 23 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5 8" 4:1 96 MI6'-5324 Free C sand as follows:

GRADE: 1-55
Cement Topp Surface 77770# of 20/40sand in 456 bbis of Boragel

Treatedwl, avg press 2100 psi. avg rate 18
WilGHL24* bpm ISIP-2267 Calc flush:5316gal Actual

LFNGTH jts (305 ) flush ?

DEPTHLANDED: 302 +3 96 5136'-5156 Frac D send as follows:
72,000# of20/40 sand in 430 bbis of Boragel.

HOl E SIZEtl2-l/4" freated avgpress 1750 psi, aug rate233

CEMENT DATA: 120sxs Premiumcmt. est 5 bbis cmt to surf bpm, ISIP-2152psi Calc flush 5136gal
Actual flush:5051gal

4/6 96 4560 -4579 Frac GB-4 sand as follows:
8 I 600# of 20/40sand in 4$3 bbis of iknagel
Treated@ avg press 1900psi, avg rate 27 5
bpm, ISIP 2346pst Cale llush 1560 gal
Actual flush:4470 gal

Recompleden:
PRODUCTION CASING

07 23 07 6327-6400 Frac CP5 & BS sand as follows:
CSG SIZE: S-l/2 '

59429#of 20/40 sand in 507 bbis of Lighting
GRADE J-55 17frae fluid.Treated§ avg press 4876 pst, avg

rate 14.2bpm. Calc. flush:2514 gal.
WEIGHT: 15.5# Actual flush 1491gal
LENGTH: 157jts. (6605 03 ) 07 25 07 5 t%-5200' Frac D1sand as follows:
DEPTH LANDED 65816(V 14265#of20/40 sand in 171 bbtsof Lighting

HOLE SIZE47/8 17 frac iluid.Treated avg press 4973 psi, avg
rate 112 bpm. Cale Aush 2352gal

CEMENT DATk 340 sk Hyfillunxed & 450 sus thixotropic Actual flush 1197 gal

CEMENT TOP AT Surface per CBL 07 25 07 4838-4925 Frac PBIO& PB11 sand as follows:
$100?#of 20 40 sand in 437 bbis of Lightmg
17 frac fluid.Treated avg press 3999 pst avg
rate 14.2bpm. Cale flush. 5486 gal ?
Actual ilush 1147 gal

TUBING 2/9 op wen converted to an I ¡ectionwou.

SIZE GRADE WI 2-7T / M-50 | Su 2/17/09 Conversion MIT completed and submilted.

NO OF JOINTS l47 jis (4459 9') 11/01<11 Concentric Inlection procedure completed -
HRP Hydrauhe set PACKER CE AT 4477, dual injectionlines intalled 2 packers act

IBG 2-7/8". 25jts (776 5 ) 11/03/11 MIT Finalized -thg delad upined

SEAT NIPPLE KI 5256.2'
PERFORATEDPUP2-7/8"N-80AT 5257'

POLISHED BORE AT 5263 5

ARROW #1 PACKER CE KT: 5272'

TOTALSTRING I ENGFH: EOT a 5276'
Packer 447 "

ÇQNÇ¾NTRICSTRINS 4sgo _sy

IBG ILiNGER 2-3 8"| 1-$5(0.5')
L9 x 2-3 8" XO AT 11. 4838.4845

TBG D: I jt (32.6 ) 1917-4925

TBGPUPIJ(99') Sl36'-56

TBG PUP IJ (9 9) 5196-5200
PerforatedPupg 5257

TBGPUP lJ(39) I.9 EUTía 526T

I 9"U 2.76N / J-SSTBG. 160 jts(5199.W) POR Stinger in $263 Packer 52$'
2.75" Eor y 5276 PERFORATION RECORD

PBRSTINGERAT 5263
5316-24 3/30/96 5316'-5324 4]SPF 32holes

TOTAL STRING I ENGTH EDI 5263' 4702/96 5136'-5156 4 JSPF 9 hoics
4 04/96 4560'-4579 4 JSPF 72 holes
07/23 07 6394-6401¥ 4 JSPF 24 holes

6127-6332
07/2307 6345-6349 4JSPF 16holes

6345-6344 07 23 07 6327-6337 4 JSPF 20 holes
6394-64tX 07/23 07 5196-520ti 4 ISPF 16 holes

07/25 07 491?-4925 4 ISPF 32holes
Topof fill 4 5965' 07/25 07 4838-4845 4 JSPF 28 holes

NEWFTELD ""'"*61*

TD A 6600

Monument Butte Federal 2-25-8-16D
679 FNL & 1979 FEL

NWN E Section 25-TES-RI6E
DuchesneCo, Utah

API #43-013-31604, Lease #U

Spud Date. 107/96 Monument Butte Federal 2-25-8-16D
Put on Production:4/10 96 Initial Production: 145BOPD.
GL: 5413' KB: 5426' Injection Wellbore

132 McFG, 23 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5 8" 4:1 96 MI6'-5324 Free C sand as follows:

GRADE: 1-55
Cement Topp Surface 77770# of 20/40sand in 456 bbis of Boragel

Treatedwl, avg press 2100 psi. avg rate 18
WilGHL24* bpm ISIP-2267 Calc flush:5316gal Actual

LFNGTH jts (305 ) flush ?

DEPTHLANDED: 302 +3 96 5136'-5156 Frac D send as follows:
72,000# of20/40 sand in 430 bbis of Boragel.

HOl E SIZEtl2-l/4" freated avgpress 1750 psi, aug rate233

CEMENT DATA: 120sxs Premiumcmt. est 5 bbis cmt to surf bpm, ISIP-2152psi Calc flush 5136gal
Actual flush:5051gal

4/6 96 4560 -4579 Frac GB-4 sand as follows:
8 I 600# of 20/40sand in 4$3 bbis of iknagel
Treated@ avg press 1900psi, avg rate 27 5
bpm, ISIP 2346pst Cale llush 1560 gal
Actual flush:4470 gal

Recompleden:
PRODUCTION CASING

07 23 07 6327-6400 Frac CP5 & BS sand as follows:
CSG SIZE: S-l/2 '

59429#of 20/40 sand in 507 bbis of Lighting
GRADE J-55 17frae fluid.Treated§ avg press 4876 pst, avg

rate 14.2bpm. Calc. flush:2514 gal.
WEIGHT: 15.5# Actual flush 1491gal
LENGTH: 157jts. (6605 03 ) 07 25 07 5 t%-5200' Frac D1sand as follows:
DEPTH LANDED 65816(V 14265#of20/40 sand in 171 bbtsof Lighting

HOLE SIZE47/8 17 frac iluid.Treated avg press 4973 psi, avg
rate 112 bpm. Cale Aush 2352gal

CEMENT DATk 340 sk Hyfillunxed & 450 sus thixotropic Actual flush 1197 gal

CEMENT TOP AT Surface per CBL 07 25 07 4838-4925 Frac PBIO& PB11 sand as follows:
$100?#of 20 40 sand in 437 bbis of Lightmg
17 frac fluid.Treated avg press 3999 pst avg
rate 14.2bpm. Cale flush. 5486 gal ?
Actual ilush 1147 gal

TUBING 2/9 op wen converted to an I ¡ectionwou.

SIZE GRADE WI 2-7T / M-50 | Su 2/17/09 Conversion MIT completed and submilted.

NO OF JOINTS l47 jis (4459 9') 11/01<11 Concentric Inlection procedure completed -
HRP Hydrauhe set PACKER CE AT 4477, dual injectionlines intalled 2 packers act

IBG 2-7/8". 25jts (776 5 ) 11/03/11 MIT Finalized -thg delad upined

SEAT NIPPLE KI 5256.2'
PERFORATEDPUP2-7/8"N-80AT 5257'

POLISHED BORE AT 5263 5

ARROW #1 PACKER CE KT: 5272'

TOTALSTRING I ENGFH: EOT a 5276'
Packer 447 "

ÇQNÇ¾NTRICSTRINS 4sgo _sy

IBG ILiNGER 2-3 8"| 1-$5(0.5')
L9 x 2-3 8" XO AT 11. 4838.4845

TBG D: I jt (32.6 ) 1917-4925

TBGPUPIJ(99') Sl36'-56

TBG PUP IJ (9 9) 5196-5200
PerforatedPupg 5257

TBGPUP lJ(39) I.9 EUTía 526T

I 9"U 2.76N / J-SSTBG. 160 jts(5199.W) POR Stinger in $263 Packer 52$'
2.75" Eor y 5276 PERFORATION RECORD

PBRSTINGERAT 5263
5316-24 3/30/96 5316'-5324 4]SPF 32holes

TOTAL STRING I ENGTH EDI 5263' 4702/96 5136'-5156 4 JSPF 9 hoics
4 04/96 4560'-4579 4 JSPF 72 holes
07/23 07 6394-6401¥ 4 JSPF 24 holes

6127-6332
07/2307 6345-6349 4JSPF 16holes

6345-6344 07 23 07 6327-6337 4 JSPF 20 holes
6394-64tX 07/23 07 5196-520ti 4 ISPF 16 holes

07/25 07 491?-4925 4 ISPF 32holes
Topof fill 4 5965' 07/25 07 4838-4845 4 JSPF 28 holes

NEWFTELD ""'"*61*

TD A 6600

Monument Butte Federal 2-25-8-16D
679 FNL & 1979 FEL

NWN E Section 25-TES-RI6E
DuchesneCo, Utah

API #43-013-31604, Lease #U



RECEIVED: Dec. 05, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 2-25-8-16D 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0679 FNL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12 /1 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 11/26/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

12/01/2016 the casing was pressured up to 1200 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the

test. The tbg pressure for the 1.9 tubing was 2086 psig and the tbg
pressure for the 2-7/8 tubing was 1781 psig during the test. There
was a State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 12 /5 /2016

December 07, 2016

Sundry Number: 76622 API Well Number: 43013316040000Sundry Number: 76622 API Well Number: 43013316040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 2-25-8-16D

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0679 FNL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 25 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12 / 1/2 0 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 11/26/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

12/01/2016 the casing was pressured up to 1200 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tbg pressure for the 1.9 tubing was 2086 psig and the tbg December 07, 2016
pressure for the 2-7/8 tubing was 1781 psig during the test. There

was a State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 12/5/2016

RECEIVED: Dec. 05,



RECEIVED: Dec. 05, 2016

Sundry Number: 76622 API Well Number: 43013316040000Sundry Number: 76622 API Well Number: 43013316040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

h/itness: Apu,, 7) e§& Date / g/ g Time 3 lj am
Test Conducfid by: /RJ / Jhawi
Others Present: 9;*et/

Well Location: /\hv/WS ht 25 72 Ñlí6API No: ¿¡3- ci3- 3iCOL/

I I

Tj.me Casing Pressure

omin / / 9 O psig
5 / I'If psig

10 /200 psig
15 / 200 psig
20 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: /7fi/pg & psig

Result: « Fail

Signature of Witness:
Signature of Person Condu ting



RECEIVED: Dec. 05, 2016

Sundry Number: 76622 API Well Number: 43013316040000Sundry Number: 76622 API Well Number: 43013316040000

5
6 AM

CHART NO 00

LOCATION

REMAR

'
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